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CHAPTER .1 ~ SCOPE AND BACKGROUND

1-1 Scope

ihis survey is intended as a primer or Qeneral reference
handbook for the educator, the educational administrator
and those in the government and educational communities ' 1

¢oncerned with applying telecommunications technologz
the process of education.

The generally accepted definition of “"telecommunications®:
implies (1) separation in distance between the source and .
' reception of information, .and (2) the use of electronic/

- - electrical/electromagnetic technlaues to transfer that
l_ : information.

— Sr—rty, ot Py — —
R . R . . ¢ L.

Py,
. -

The emphasis throughout is upon use (or potential use) of
the technology, not upon‘the technology itself. Engineering
or technical aspects are reviewed necessarily to provide
sufficient background to permit the reader to evaluate each
component or system with respect to educational obijectives.

H A { 1

e Definition of those objectives is not witliin the scope of

; [E * this volume, Telecommunicacions' role in ed.cation is

; - considered herein as essentially providing gumote information

i Lﬁ' transfer., Since educational criteria {such as notivation, the
o learning process, etc.) are not included, 3 t1ma1 information

; [é transfer may bear little relation to optimal educatlon. The

latter depends more upon the content and method of presentation

1 of the 1nformat10n (i.e., the "program") than upon techniques

% for its delivery.

; 1£f, for example, the aural and visual characteristics of a

- film or videotape are reprcduced with adequate fidelity, then
the telecommunications system is assumed to be performing its

L information transfer function. Obviously, if the content of :
; . the film is poor, there will be unsatisfactory performance of !

the educational function._
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Ideally, the establishment of educational objectives (and,
concurrently, of criteria and a methodoloqgy by which achieving
‘those objectives can be measured and evaluated) should precede
a review of the available technology. In that way, telecom-

munications components and systems can be selected which best
match the objectives. )

Considering the difficulty in obtaining consensus among
educators in defining objectives, a less ideal, but perhaps
more practicable approach to applying telecommunications is to
start with a familiarity with the current technology, what
equipment is available, and what applications have already taken
place. From there, a knowledge of fﬁture'technological trends
can extend the spectrum of alternatives. )

" This base of’technologicaliinformation, when combined with
educational creativity (constrained of course by ubiquitous
hudgetary'llmltatlons), can provide the foundation for more
effective application of telecommunications. Educat10nal
objectives should still be defined before system implementation
(nothlng is sadder or more expen81ve ‘than a technologlcal
system which outraces its social objectives), but the process
can be iterative. The iterations can converge between cost-

- effective technoloqy and improvements, at least, over previous

educational performance. :
The intent of this volume is to supply much of the basic

technology 1nformatlon, together with relevant cost and coverage -
_ data, which will assist such iteration. Only an introduction

to components ahd systems can he provided in many cases, so that
the referénced bibiiographic material should be reviewed in any
specific area of interest.

Section II of this volume provides descriptions of the
compocnents and techniques used in educational telecommunications.
Section III reviews the carrier and distribution sub-systems
available to transmit electrical information from one point to

another, with discussion of their relative costs and advantages.
4 -
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Examples of inteqrated educational systems (where "integrated"
refers to the inclusion of all elements of the system from the

-information source to its point of reception and use) are provided .

g et sy

U ity ey KY v R Wik
N
[
{., - } [ oot !
P e e . -
, »

in Section 1IV. . .
Finally. some brief forecasts of trends, future applications

and projected, evolutionary, telecommunications networks are
provided in Section V.
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1-2- Backgéound

Figure 1-1 illustrates, in truncated form, the chronology
of telecommunications applications to education, starting about
the time of construction of the first educational radio broad-
cast station over 50 years ago. ;
It may be noted that, until the last decade, most appli-

cations have been of the "sihgle-medium“’fype. By.this is

meant th;t only one form of educational or instructionalfmaterigl
was made available to the student audience. This might be a
radio broadéast‘ié—a large number of listeners or a foreign-
language recording made available to a single student at a
listening station in a school's "learning 1aboré£ory". The
advent of television permitted both aural and visual material to
be transmitted, but the single-medium character of the communic-
ations did not change.

The essential p01nt is that the avallable technology was

used to simulate, as closely as possible, the conventional

teacher-student relationship and c!=<=room environment. A

television broadcast, in most cases,. would parallel the Elassical
"impartacion-of-knowledge" techniques a teacher might use if the
audience were physically in his classroom. )

This approach is certainly valid and will continue to be
used. Only in the last decade, hawever, has telecommunications
technology begun to be utilized on a "multi-media® basis, An
automated audio/visual retrieval system, for example, can
provide upon request a playback of én audio tape, or a film or
television program, from a large pfoéram library. Computer-
based systems can provide formalizzd instruction and drill in
specific subjects, or can be used as problem-solving tools on
an unstructured basis.

Not only do these systems provide greater choice, but they
also imply fundamental chaﬁges both in methods of learning and
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in the teacher-student relationéhig.- The more sophisticated
systems may be viewed as "learning resources" (as contrasted

to the older concept of “"teaching muachines"), and to a larger
extent their use will be student-directed and student-paced.
This does not mean a lessening of the teacher's role, 1In

fact, guite the revers: i+ true. The teacher who is involved

with such interact:ve uysi:r ¢ amust not only retain the basic
educational skills, but also Hecome aware of both the technology
(to a limited exten:) and the psychology (to a much broader
extent) 1nvolved in using such systems effectively. Specialized
subject knowledge will Le supplemented not only by traditienal

.
T NI S S35 | it . VAt ORI A 2 Xy B NP N

teaching proficiency, but also by a newer professionalism in such
areas as: , .
. Diagnosing the results of student-paced instruction, and
prescribing appropriate support.‘ _ .
. 'Evaluating, on a comparative basis, the cost-effectiveness

of telecommunications techniques. . )

. Providing the interface between user and system (“man and
machine"), very possibly with a different degree of
interfacing required by each student.

. Preparing or recommending new program mater1al in a form
which both provides effective education and uses the
technology appropriately. i

. Planning to meet, through telecommuniéatiéns, the require-
ments of a more remote, mére diversified student audience

than normally ericountered in an on-campus environment.
Obviously, not every teacher or educational adminiétrator
will become heavily involved in advanced-technology systems, nor
be required to become exﬁert in the.rélated gamut of knowledge,
The corollary is probably true, however, in' that (within perhaps
3-5 years) no teacher will remain completely untouched by some

aspect of telecommunications-augmented education.
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CHAPTER 2 -~ TERMS AND DEFINITIONS

|

- - ‘For those with little or no experience with electrical and ‘ 1
: telecommunications fundamentals, this chapter provides a brief

introduction to the terminology and elementary concepts. The -
f§ ' treatment is necessarily superficial but should serve at least
- as a preliminary frame of reference froﬁ which to continue
through the remaining chapters. More detailed material is S
.available in the references cited in the Bibliography. and in

; {‘ numerous other 1ntroductory texts,
R

X 1ﬁ‘ 2-1 Fundamental Electrical Terms

3 % B 0

An understanding of some dozen or so fundamental electrical o
terms will provide sufficient background to proceed with the
review of telecommunications systems and applications.

Probably the most difficult term of all to define is ﬁ
"electricity" itself, since we possess an excellent knowledge
of what it can do and how to predict its behavior without really
; ' having a satisfactory description of its basic property. With
' respect to this volume, it will simply be considered as a form
of energy which can be transmitted over distance.

M
HE

boow o

3

,,.,,.M
Lm -ﬂ\J’

s "Electronics" originally referred to the use of vacuum-

|

; tube devices to control and manipulate electrical snergy. Since
% vacuum-tubes have, in the main, given way to solid-state devices

s
{ ww}

such as the transistor, electronics is now a more generalized
é term and usually connotes any equipment or technique used in
controlling the flow~of electricity.
The transfer of electrical energy from one point to _another
most often occurs as one of two phenomena:
(a) the physical movement of charged molecular particles
(usually electroné) through a material.

¥
[
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(b) the radiation of electromagnetic waves through space,

stin o~ &

i

St Ao R £ o o B GBI V8 o i A 0

e




L 4

P T - *

~ Since the second mode can occur even in a vacuum (e.g., our

radio communications with the Apollo astronauts on the moon),
radiated transmission is considered as a movement or variation of

" energy fields or waves rather than particulate motion, but this

explanation, while empirically satisfactory, reveals again a
limited understanding of the basic phenomena.

This limitation does not prevent our use of electr1c1ty,
or the ability to de51gn equipment which can control its effects
in accordance with our desires. ’

In terms of using electricity, a few parameters can define
much of its behavior.

Three of the most elementary are "voltage", "current" and
"resistance". Voltage (also called electric potential) is the
pressure or force available to more electricity, current is a
measure of the quantity of electr1c1ty moved and resistance
is the property of the medium through which the electricity moves
that determlnes how much force will be necessary to achieve a
desired current flow. ]

An often used analogy is shown in Figure 2-1. Water tank
A is located at a height above tank B. This height difference
results in a grav1tatlonal force whlch makes the water flow
from A to B.

In an electrical circuit, the voltage is the equivalent of
the gravitational force, and the current is the equivalent of
the amount of water flowing per unit time. The resistance is
the equivalent of the pipe diameter. If the pipe were large,
the rate of flow would be greater than if it were small.

Note that if water tanks A and B were at the same height,
and initially contained the same amount of water, there would

‘be no flow. This means that the relative difference in water

pressure, or gravitational force, .between A and B is the
determining factor and not the absolute value of either .A or B
alone. This is also true in electrical circuits where the
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Figure 2-1
Flow of Electrical Energy
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difference in electric potential, or voltage, determines current
flow. Two similar batteries connected in a circuit so that
their voltages oppose and cancel each other will result in no
current flow. - {

The magnitude of the resistance to electrical flow is a
physical property of the material tlrough which the Flow occurs.
Metals, which make up all the wire transmission networks, have
a low resistance (high conductivity)} to the flow of electricity.
In practical terms this means that relatively low voltages can
force higher currents through metal than through most other
materials., )

Electrical power is a measure c¢f both voltage and current,
and indeed is defined as their product. Electrical enerqgy is

" the power expended-éver a period of time.

In mathematical terms, the following relations hold:

(a) Voltage (volts) = Current (amperes) x Resistance (ohms)
or, symbolically: E =I xR ‘

- (b) Power (watts) = Voltage (volts) x Current (amperes)
P=EX1I

(c) Energ§ (watt~-hours) = Power (watts) x Time (hours)
Energy =P x T

Another basic electrical concept is that of “freggencz“,
and this term is especially important in telecommunications.
Figure 2-2 shows a second analogy which can be used to under-
stand frequency. ' '

Tanks A and B are at the same height and initially hold the
same amount of water so that normally there is no flow in either
direction. Pumps 1 and 2 can be turned on or off at will. Pump
1, when on, will pump vwater from A to B, while Pump 2 will pump
water in the reverse direction from B to A.
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If only Pump 1 is turned on, water will continue to flow
from A to B until tank A is empty. This uni-directional flow
is equivalent, in electrical terms, to "direct current" ch),
in which the flow of electrons is always in the same direction
in an electrical circuit.

Now assume, Pump 1l is turned on for only one-half secohd,
and then turned off. At the same time Pump 1 is turned off,
Pump 2 is turned on, again for a half-second. The water would
flow from tank A to B during the first half-second, and from B

to A the next hal f-second.

Further, if this switching cycle were repeated indefinitely,
the direction ‘'of water flow would alternate at the on-off rate.
If a complete cycle were defined as one A-to-B flow and one B-to-A
flow, then in this case the rate would be one cycle per second.

It is important to realize that, although the averaqe water
level in each tank does not change, power and energy are being
expended and can be utilized. Neglecting the minor efforts of
switching, it takes as much energy to keep Pumps 1 and 2 working
half-time as it would to keep either pump alone work{hg full-time.
Thus, the power input in the direct flow case is the same as in
the alternating flow case. If we can find a way to use the
flow of water, whether direct or alternating, the enerqy output
available would also be the same. .

. The alternating water flow of Fig. 2-2 is similar to
"alternating current" (AC) in electricity, in which the voltage
changes polarity periodically and the current flow alternates
accordingly.

The machines which generate electrical power, in their
simplest form, normally produce alternating voltages. Fig. 2-3 (a)
conceptually illustrates a generator which consists of an
armature (containing coils of wire) made to rotate in the field

of a magnet, The interaction between the magnetic field and the
rotation induces a voltage in the armature coils. From Fig.
2-3 (a), it can be seen that as the armature rotates it will
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sequentially pass through areas of greatest magnetic strength
and areas of little or no magnetic strength. Further, the
north and south poles of the magnet will induce voltages of
opposite polarity. ‘

The resulting generated voltage is shown in Fig. '2-3 (b).
It is an alternating voltage known as a “sine wave" because
it cah be shown that the magnitude of the voltage varies in
accordance with the.mathematical value of the sine of an angle,

One cycle of this AC voltage is shown, consisting of two
opposite half-cycles. Each successive cycle is a repetition c¢f
the first, '

The rate at which these AC cycles repeat is the frequency
of the electrical voltage or current. If the generator of
Fig. 2~3 {a) rotated at 60 revolutions per second (3600 rpm).
the voltage it produced would have a frequency of 60 cycles per -

second.

If AC were produced By some other source and it was an

irreqular wave-shape rather than a sine wave, but still contained

current reversals, it can be shown mathematically that it can

be broken down into the sum of a number of pure sine waves and
treated therefore as a composite of those frequencies. Thus,

any alternating electrical flow, regardless of its pattern, can
be considered through its separate components.

The differenca, in'cycles per second, between the lowest
and the highest frequency cbmponents’of the coﬁposite AC veltage
is defined as'the "bandwidth". For example, if an AC composite
voltage was made up of a 40 cycle per second sine wave, a 100
cycle per second sine wave, and a 500 cycle per second sine wave,
the bandwidth would be 500-40, or 460 cycles per second.

(In recent years, the term “Hertz" (abbreviated Hz) has
been adopted internationally as a replacement for "cycles per
second"; and therefore'it wil} be used from this point on.

Table 8-1 lists the various prefixes associated with Hertz
and their respective values,)
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Value Term

1 Hertz = 1 Hz (formerly 1 Cps)

1,000 Hertz

il

1,000,000 Hertz = 1 Mega Hertz (1 MH2)

1,000,000,000 Hertz

1l Giga Hertz (1 GHz)

Table 8-1

Frequency Equivalents
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1 Kilo Hertz (1 KHz)




Bandwidth is an important concept with respect to
telecommunications, since it is a measure of how much information

" can be accommodated. Later discussion will expand its specific
meaning and application. )

DC plays a relatively unimportant role in telecommunigations.

AC can be transformed (changed in magnitude of voltage and current)
and amplified much more easily than Dc,iand this permits easier
matching to a variety of electronic devices which make up the
telecommunications system. Even when a source of electrical
energy (e.g., a battery) produces DC directly, it must be
converted to AC to radiate it from a transmitter, for example.

With the foregoing review of basic electrical terms, the
process of transferring information via electricity can be
discussed. ' ‘ '

2-2 -Information Transfer and Bandwidth Concepts

Figure 2-4 illustrates, in simplified form, the elements
of a telecommunications system. )

In most educational applications, the source information
is aural and/or visual in character. Information transfer via
senses other than the eye and ear (i.e., smell, touch, taste)

g -

is sufficiently rare (and incompatible with telecommunications)
to be neglected here.

The function of the telecommunications system is to convert
this aural/visual information into electrical form at the source,
transmit it to the receiving location and there reconvert it,
as faithfully as possible, to the original.

Lt
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Aural information, in electrical form, is called "audio”,
and correspondingly "video" is the term corresponding' to the
electrical form of visual information (which leaves the commonly -
used phrase "audio/visual" in no-man's land).
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Sound waves, or aural information, are absorbed through the
human ear as energy transmitted through air in the form of a ’
tra&eling fluctuation in air pressure. Sound is usually measured
in terms of two parameters, "intensity" (loudness) -and "frequency"
(pitch), which also have their electrical equivalents in
“amplitude" and “frequency" respectively.

The frequency range for human hearing is about 20-20,000
cycles per second of §ound_enerqv. In terms of sound energy,

"the sound produced by a tuning-fork would be a single frequency,
say at_l,bOO cycles per second. The sound of human speech or
music would be a composite of many single frequencies, much the

same as the AC composite electrical signal mentioned previously.

Because of the similarities, sound energy can be trans-
formed into electrical form almost on a "one-for-one" basis,
i.e., the 20-20,000 cycle per-secoﬁd bandwidth of sound‘enerqy
converted into an equivalent 20-20,000 Hz electrical bandwidth.

An ideal communications system transmitting Snly aural
information would convert and transmit the original sounds
without loss or distortion. This is equivalent to the per-

formance of a high-quality stereo set (e.g., "flat response"
from 20-~20,000 Hz).

In practice, however, most audio communications links operate
on a much narrower frequency spectfum. The telephone line,
designed primarily for voice transmission, operates, for example,
on a channel only about 3,000 Hz wide. FM radio stations broad-
casting so-called "high fidelity" music transmit a wider band
of frequencies, but some cutoff of frequency extremes still
takes place, either at the source or the receiver.

Visual information is much more complex than aural, involving
motion of the visual image-in time and space, as well as the
process by which-the human eye assembles bits of the image to-
gether into a totality. A detailed discussion of conversion

of visual information is provided in Chapter 4, but at this

point it can be noted that to convert a moving electrical image
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into electrical form, so that it can be communicated and viewed
without any time delay, requires an electricdl bandwidth of
several MHz, as contrasted to the 20 20 KHz of high-fidelity music
or the 3 KHz of a telephone lihe. Standard TV channels, for !
- ' example, are 6 MHz wide, which is 2,000 times the bandwidth of
. a telephone 11ne

PO

- -

In any telecommunications system, the parameter of band-
width, as related to cost, becomes the single most important ‘
g ' evaluation criterion. For equal cost, a wider band system will
permit greater information transfer per unit of time, which
(7 ‘ can either be a quantitative or qualitative (e.g., improved TV
: - - picture quality) advantage. This is why a cost/bandwidth

P T e

{ figure of merit is used to compare telecommunications systems.
g l: 0bv1ously, the corollary of the previous statement is also
! : - true, i.e., that wider bandwidth costs more money. The trade-
E [E off between cost and how fast information is to be transferred

: is a major decision for each system.

; IE " Wider Bandwidth ‘also permits greater flexlblllty. A

: communications 1link, for example, with a bandwidth of 12 MHz
can carry two TV channels, or one TV. channel and 1000-2000
v01ce-grade telephone channels, or any other combination of

P S e 35 I D s
 gpeone ey

i information messages which does not exceed the 12 MHz total 1
Bl capacity. A narrow-band system, on thé other hand, can carry
§ 7 high quantities of information only by transmitting over long,
L § "stretched-out" intervals of time, (similar to forcing a river

\ % . of water through a narrow pipe). This may be tolerable for ]
§ é some applications (e.gq., facsimile), but completely unacceptable ]

where real-time reception is necesgtary, as in TV,
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CHAPTER 3 - AUDIO

_ The conversion of sound into electrical form is one of
the oldest applications of telecommunications, beginning
with the invention of the telephone.

There are generally three reasons to transform sound
energy: .

(1) to reproduce the sound at the same location, but

with controllable volume (e.g.,npublic address
" systems)
(2) to store the sound for later reproduction
(3) to reproduce the sound at a different location
- Of these, oniy the third falls directly within the
definition of telecommunications, although the second is use~-
ful in many educational applications.

Fig 3-1 illustrates the functional components of a
telecommunications system which transmits only audio
information.

Since Section III deals with the methods of transmitting
and distributing electrical information, iﬁcluding sound and
pictures, this chapter focuses upon the components and
techniques used at the information source and receiving points,
either to convert or store sound energy, and to condition the
electrical signals properly.

3-1 Sound-to-Electrical Conversion: The Microphone

Aural-to-electrical conversion is usually performed by
a microphone which changas ambient sound waves into a
proportionally varying electrical parameter. Either the

sound pressure or the pressure-gradient (velocity) may be
used.

A typical pressure-opérated microphone, for example,
utilizes the sound pressure to deflect a sensitive diaphragm,
préducing mechanical motion. This motion may change the
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information signal to control another electrical signal which

3-3

packing density of carbon granules within a small chamber,

and thus change the electriéal resistance of the carbon,

(Fig. 3-2) or it may slightiy deform ‘a crystal which, through

the piezo-electric effect, changes its capacitive reactance.

In either case, the change in electrical value follows, t

(becomes an analog of) the varying soundypressure. .
The electrical output signal from the microphone, though it

a close representation of the sound, is low in power and in ‘

almost all cases must be amplified to be of use in transmission i

or reproduction. Eurther,'thexfrequency range, from 20 to

perhaps 20,000 Hz, is in many cases not the most efficient for

long~range transmission, so that modulation (use of the

+

serves as a carrier) is also required.

3-2 Electrical-to-Sound Conversion: _The Speaker

i
»

.
At the receiving location, the electrical signal is
converted back into a sound pattern duplicating that at the
source. This accomplished by means of an electro-acoustic
converter called a loudspeaker, or more simply, a speaker.
In the most common version, the electrical current energizes
a "voice coil" which is mounted in a magnetic field. The
interaction of the quiescent field and the dynamic one
produced by the currents. in the voice coil will force the
voice coil to move. Since the voice coil is fastened to a
specially shaped flexible mechanical cone, the cone will
move also, and its motion enérgizes the surrounding air,

producing sound waves.

Speakers vary in size from the very small hearing-aid
and transistor radio types or the headphoaes used in telephone
receivers, to the large, high-power public address units }
designed for area coverage. They also vary in fidelity of |
sound reproduction from poor to excellent. The high-fidelity
systems generally utilize combinations of speakers, each




Sound

T o A P s 3 g % ot 0t v e n [

Energy

e, et Xl B AR e

(1)
(2)

(3)

(4)

i _?“WW‘"Mrrwﬁ:w e, Sk g

. Voltage
Souxce
\ .o. . . .'0..'..0. ."o.. _’lr ' ,

Carbon gs Telecommunications

e System
/ ot o e’ Electrical -
/ . Current

Flexible
Diaphragm

Sound Energy deflects diaphram

Movement of diaphragm changes. packing density of
carbon granules

Electrical Resistance change of carbon changes magnmtude
of current as an analog of the sound energy
Current change is transmitted to System

Figure 3-2

Operating Principle - Carbon Microphone




3-5

reproducing a portion of the sound spectrum; Thus, "woofers"
are speakers designed for the low (bass) sound frequencies,
while “tweeters" reproduce the higher (treble) portionvof
the range. )

'3-3 Audio Storade and Playbuck

At present, audio information is most commoniy stored on,
and played back from, one of two media: '

(1) phonograph discs

(2) magnetic tape

The wide use of both media for entertainment and -
education requires no elaboration. Music, drama, speeches,
educational and training courses are available, both ‘on disc
and tape, in such profusion as to offer a bewildering variety
of: choice, '

3-3.1 Disc Record Player

-

The phonograph, oldest of the audio storage and playback
devices, has the advantage of low cost. for the player and
discs. A player adequate for a single classroom, where high
fidelity reproduction is not required, would cost $25-75.
Long-playing (33-1/3 rpm) discs average $2-10 each, depending
upon the program material. ,

Apart from disc wear, which degrades playback quality
with continued usage, the major disadvantage of the phono-
graph is that it is a playback device only, with no facility
for local recording of programs. This limits educational
applications to that previously recorded material which
happens to be available and also fits local educational needs.
Innovative program material, or material which is of interest
to relatively small groups, is likely to be rare.
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3-3.2 Magnetic Tape Recorder/Player

The magnetic tape recorder/player offers the advantage
of convenient local recording caﬁebility, which the phono-
graph lacks. With a microphone accessory, any sounds capable
of béing heard can be recorded and stored on tape for later
playback. Thus, classroom lectures, field interviews or
radio or television programs can be taped for subsequent
use.

Information is stored on magnetic tape by orienting
the magnetic particles which coat the tape into a pattern
which follows the sound variations. The electrical current
output from the microphone (or any similar source) is
amplified and connected to a ﬁagnetic recording "head",
which generates a strong magnetic field in the vicinity of
the tape moving under it. This fluctuating magnetic field

‘moves the metal oxide particles on the tape in a manner

similar to the a way a permanent magnet moves iron flllngs
on a sheet of paper. The resulting pattern on the tape is
an electromagnetically-stored equivalent of the original
sounds. ‘
For playback, the process is reversed. The prerecorded
tape 'is moved under a "pickup" head which,’in this case,

senses the pattern variations of the tape's magnetic field and

pProduces a current following the pattern. 'This current is
amplified and used to energlze a speaker, reproducing the
original sound. ‘

Until the last few years, magnetic tape was wound on
open reels which required some care iﬁ handling, threading
and storage. Recently, however, the introduction of the tape

cassette and cartridge have greatly simplified recorder

operation and provided a more convenient program module.
A cassette is basically an enclosed version of the

original reel-to-reel concept (see Fig. 3-3). The two reels
are enclosed in a plastic case with an opening for the
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(3 l. Cassette Case

:ﬂ 2. Tape Supply and Take-up Reels

! 3. Cassette Liner
4. Tape Guides

; ﬁ ‘ 5. ‘Opening for Magnetié Head

bR 6. Magnetic Shield

| 7. Safety Tabs (prevent accidental erasure)
8. Viewing Windows

[i Magnetic Tape Cassette
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recorder's magnetic head. 1In use, the tape reels are driven ‘
so' that the tape unwinds from one reel and winds onto the ]
other. The user does not have to touch the tape itself or, {
open the cassette. |

An accepted standard at present is the “Philips" cassette, o
developed by North American Philips, which utilizes 1/4-inch
y}de magnetic tape moving at 1-7/8-inch per second rate,

A magnetic tape cartridge is a single-reel mo&ule. The
tape unwinds from the reel and is designed to rewind over
the same reel so that an "endless loop" is formed. Thus, if
the cartridge contains music, it is possible to plug it into
‘the player and hear the sound start in the middle of the
musical piece, continue to the end, and then begin over'again.
This feature is useful for unattended applications, such as
the music track in an airplane's entertainment system, or
kackground music systems like Muzak.

At present, 4-track and 8-track cartridges are available, |
providing a range of program lengths up to several h?urs. is |
in the cassette, the user never handles the tape directly, ' ]

; and the cartridge is -a plug-in, srap-out module. |

. Cassette and cartridge recorder/players are rapidly

f becoming competitive in price with phonograph players,

’ ranging from $50-400 for home or classroom units, up to
$500-1,000 for professional and institutional equipment. Add-
on units, which physically acdept the cassette cr cartridge,
but which use the amplifier-speaker combination of a separate
stereo or radio set, are also available at a $25-100 cost
range.
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3-4 Signal Conditioning

3=4.1 Conditioning Requirements

Depending upon the nature of the telecommunication
system, it usually is necessary to "condition" the ~udio
electrical signals prior to transmission and distribution.
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This conditioning may be required to match various items of
equipment, or to achieve the most efficient form for communi-
cations. A
Some of the more common requirements for electronic
signal conditioning’ include:
(1) Amplification - used to boost the voltage and/or
current levels of the signals. Since devices
such as microphones and phonograph pickups pro-
duce low-power signals, and since power losses
occur in almost all parts of the telecommunications
system, amplifiers are an almust-universal component,

(2) Filtering - the blocking of unwanted signals while
permitting the desired signals to pass through the
system.

(3) conversion - changing the form of the electrical
signal to match the communications equipment.
Types of conversion may include analog-to;gigital
(and vice versa), frequency shifting, and special
coding.

(4) Modulation - combining the information signal with
a transmission carrier in such a way that efficient
transmission is achieved, and the information can
be separated readily at the receiving end.

While the educator interested in applying telecommuni-
cations to an audio system need not have a detailed knowledge
of technical aspects of signal conditioning, some familiarity
is helpful in estimating total system cost and complexity.

' For example, an audio system designed to broadcast to
pupils assembled in a large auditorium obviously requires
higher power than if the Sameé program were sent to only one
pair of headphones at a student’s learning carrel. an
amplifying unit for the former might easily cost several
thousand dollars, while the latter would be in the $10-50

- range.
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Similarly, if many signals are distributed simultaneously
through the same system, the filtering and conversion equip-
ment necessary to insure that they do not interfere with or
distort each other can be quite expensive. If,'further, the
signals are broadcast over the air waves, the FCC imposes
stringent regulations on the characteristics of the signals
to prevent interference with other broadcast stations. Such
regulation increases the magnitude and cost of the conditioning
equipment to the point where, in many systems, these costs may
be the dominant factor.

3-4.2 Modulation Techniques

If aural information is éonverted into electrical form
and transmitted to the receiving point with no significant
changes other than amplification, the signals are :ermed
"unmodulated” or " direct audio". An example would be a
pPublic address system. .

While permitting the siﬁplest equipment configuration, -
direct transmission of audio signals in the 20-20 Kiz
frequency range is inefficient either for wireless broad-
casting or for wired systems exceeding a few miles. Too
much power is lost during transmission, and the equipment
required is excessively large and bulky. (This is related
to the Wavelength" of the electrical signals, which is the
inverse of frequency. Thus, low-frequency audio signals
have long wavelengths). -

For any long-distance applications, therefore, modulation
is required. 1In this process, a carrier is selected which
does permit efficient transmission, and the audio signals are
use to modulate (vary or control) a characteristic of the .
carrier in such a way that the desired information content
is transmitted as part of the carrier.

The two most commonly used modulation'techniques for audio
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transmission are Amplitude Modulation (AM) and Frequency

Modulation (FM). The terms, at least, are familiar to all

due to their use in radio broadcasting.

3-4.2.1 Amplitude Modulation (AM)

Just as sound energy is characterized and measured
through the parameters of intensity and pitch which define,
respectively, the loudness and frequency, so is the audio
electrical signal defined by two similar parameters, amplitude
and frequency. The amplitude is a measure of the magnitude
or intensity of the audio voltage or current while the
frequency describes the rate of change of directional flow
of current.

Figure 3-4 is a pictorial illustration of a constant-
amplitude, constant-frequency "alternating current" (AcC)
signal, termed a sine wave. It is the form of signal produced
by a rotating electrical generator, due to the physical design
and location of magnet and armature. Since this kind of
generator produces most of the worlds' electrical power, the
AC sine wave has been adopted as the universal standard of
a "raw", unmodulated (informationless) electrical signal.
("Direct current" or DC signals are used for specialized
applications, but relatively rarely in telecommunications.
Transmission efficiency is poor, and they present difficulty
in transformation). .

In Fig. 3-4, although the electrical voltage and current.
vary, they do so in a predetermined pattern, with each cycle
being a répetitive duplicate of the others. Thus,.the
maximum amplitude (or any selected average or root-mean-square

amplitude) can be said to be constant over any number of cycles.
If another electrical signal is added to that of Fig. 3-4,
So that the amplitude of the sine wave yaries in proportion

to the new signal, the process is termed Amplitude Modulation

The original sine wave is the carrier, and the second signal

T e s - o 5 b ot




H_ SR sveuon S s S s SN sy S e S e R 7 S S e S ey SR e s R —
o
M 9ABM SUTS OV pojeTnpowun
N
1 -~
7 v v-¢ Sinbia .
(swTL Jo 3TUn)
Il' . . ¢ TI
91040 1
- abezTopn
spn3 rTduy . -
m "9ATIRDON unurxeR
| .
{ ,
« spn3rTduy ,
. SATITSOd WNWIXER .
- . 4 abe3ToA
! . +

VAT e s s e v ce s m e s meane




¢ v M v S e e A it e

g 3-13

. is the modulating information. -Thus, the modulated carrier
, is actually the total signal communicated. At the receiving
end, the carrier and modulating information are separated by f
: a reverse demodulation process and the audio information

P N retained for reproduction.

Thus, in an AM radio broadcast the carrier frequency may
i be 1000 KHz, while the audio information only ranges up to
F f : 15 KHz. This audio modulates the '1000 KHz carrier, "rides

‘ [Z along" as part of the broadcast signal, and is separated out

again at the radio receiver to produce the desired sound from
the speaker.

o o e et e s

|
. AM is used for most commercial radio broadcasting, since
g i: it was developed before FM historically, and the rapid growtnh
L of radio in the 1920's and 1930's forced standardization. As
[ an information transmission technique, however, AM has the
drawback of being highl& susceptible to electrical interference,
noise and distortion. Most‘elect:ical disturbances, whether
due to power fluctuations, lightning, atmospheric disturbances,
etc., will affect the instantaneous amplitude of a signal more
drastically than its frequency. Consequently, AM broadcasts
inherently are more "static-prone" than FM.

1

g

-4

Equipment costs for both transmission and reception of
AM are, however, lower than for FM and thus present an
; advantage where noise-free reproduction is not a critical
requiremént. AM transistor radios, as an example, are avail-
able for as low as $5 each, as compared to 3-4 times that
Price for an equivalent FM model.
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3-4.2.2 Frequency Modulation (FM)

If, in Fig. 3-4, the audio signal is made to modulate

the frequency of the carrier rather than its amplitude, the i

process is called Frequency Modulation. Usually the carrier :

is made to "swing" (deviate) above and below its unmodulated
. nominal frequency at a rate proportional to the amplitude
L of the modulating signal, and by an amount proportional to
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the frequency of the modulating signal (although many other
techniques are possible). Thus, to transmit a 15 KHz audio
range would require +15 KHz deviation around the FM carrier,
As noted, FM's chief advantage is'a higher immunity to
noise and static, as many FM radio devotees will testify,
FM is also used for the sound portion of commercial television,
although, paradoxically, the picture portion utilizes AM to
conserve assigned frequency spectrum.

3-4.2.3 FM Multiplex

One relatively new concept in FM broadcasting, which has
significant educational potential is the technique of"FM
multiplexing" permltted by the FCC under the Subsidiary
Communications Authorization (sca) in 1955, but camlng into
widespread utilization only lately.

FM multiplexing is an electronic method of placing
two or more separate signals onto a single assigned FM
channel, in effect permitting an FM station to broadcast
two or more different signals simultaneously. The "subsidiary"
signal is "plggy-backed" on the primary FM signal.

Most FM listeners are familiar with "stereo multiplex"
in which separate portions of the transmission band are
allocated to "left" and "right" sections, representing the
different sounds heard from different locations in an orchestra.
Also possible, however, is the carriage of signals which have
no relation to each other.

Fig. 3-5 illustrates the FM multiplexing technique. a
standard FM station operates within a 200 Kiz band, 100 KHz
on each side of the assigned carrier frequency. Of the 200 KHz,
only 30 KHz (+15 KHz around the carrier) are used for the
primary FM signal.
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When stereo is broadcast, four additional subchannels
are used as shown, a pilot channel (which provides a synchronous
signal to coordinate the stereo and main channel signals) and
a stereo subchannel on each side of the carrier. When guard
bands are added to separate the various signals, there still i
is left two 16 KHz subchannels, cross-hatched "SCA", one on
each side of the carrier.

This SCA frequency spectrum can be used for broad-
casting a signal or ﬁessage completely different from the main
and steréo signals. To raceive the SCA message, however, a
special receiver is neéessary to eliminate the surrbunding
FM main and stereo subchannels. This receiver is a non-tunable
device costing about $100, and can receive only the sca
signal from a specific transmitter.

Orlglnally SCA was authorized to help FM stations
financially. The SCA subchannel actually transmitted music
to special receivers in restaurants, stores, etc., for a
fee and thus was a wircless competitor to Muzak.

In 1961, the FCC authorized SCA operations for.educational
purposes, and since thav time a number of educational and/or

instructional programs have been multiplexed and transmitted

" from both commercial and educational FM stations.

'W‘
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3-5 Educational Applications

Bk s A

Because of the almost-universal availability, over many
years, of audio equipment and distribution systems (telephone, L
radio, disc and tape recorders, stereo, etc.), the greatest
progress to date in applying educational technology has,
naturally, occurred in the audio area. '

Obviously, any subject which can be taught in the class- |
room adequately without the need for visual demonstration is

also a candidate for remote audio instruction through tele-
communications.
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Some subjects are particularly compatible, such as:

L.

(a) Foreign 1ahguages

(b) Music '

(c) Poetry (and some forms of drama where the stage
action is less critical)

(d) stenography

It may even be true that for this type of subject, remote
aural presentation is more conducive to learning than direct

classroom instruction, since the classroom distractions are
eliminated. So, however, is the interactive capability to
ask quéstions and explainrtﬁe material, unless the tele-
communications system provides interactive capability too.

Almost all educational applications of audio tele-
communications are designed for one or both of the objectives
previously cited:

(1) to store the aural information for later réproduction
and use

(2) to permit reproduction at one or more remote locations

The first objective is attained through storage on the
audio disc or magnetic tape, with the capability for playback
at any future time. It does not, in fact, necessarily require
a telecommunications link, since the stored program and the
Playback device can both be moved physically to wherever the
user is located.

Although not technically an application of telecommunications,
this mode is important educationally; The rapid growth in the
preparation and sale of in-home instructionél material, already
a major industry, has been enhanced by the increased convenience N
of audio cassettes and cartridges. '

1]
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For some considerable portion of the population, such as
the handicapped or aged student located in a remote, isolated
geographical area where the cost of telecommunications would
be excessive, the physical delivery of program material
(particularly when, in the future, video as well as audio
cassettes become available) may represent the most practical

- solution to education.

Where the primary objective is to disseminate audio
material simultaneously to a number of remotely located users,
a cost—effecéive choice must be made from the available
equipment and communications links. The latter are reviewed in
Section III. .

Examples of inteqrated audio educational systems
utilizing telecommunications are provided in Chapter 10 of

Section IV,
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CHAPTER 4. VIDEO

e e ————a

- 4-1 Component Categories

. As for audio, the major video components utilized in
educational telecommunications systems function either
T— (1) at the information source, or (2) at the information
receiving point, and are involved, respectively, in the
visual-to-electronic and electronic-to-visual conversion
processes. Fig. 4-1 illustrates the functional elements
of a video communlcatlon system, and it can be noted that
i it is identical to Fig. 3-1 except for the substltutlon of
! }; video conversion and storage components.

“ At the information source, the most commonly used video
Components include:

j l; (a) Vvideo Cameras and/or Scanners - which change

; ‘visual images ints electronic signals in a

format compatible with the distribution .

mgthod and the receiving and display equipment.

(b) Secondary étorage Media Equipment - this includes

equipment to record and store visual information

in a form not directly compatible with the tele-
communications system. Examples are motion picture
o I film, slides, or microfilm cameras and projectors,

% 5 since the photographic data stored on the film

e must be converted by a video camera into an

2 electronic signal before it can be transmitted

' to a remote receiving location.

. (¢) Auxiliary and Support Equipment - this catecory

includes +he items necessary to integrate components
into a functioning system, such as signal switchers
and mixers, amplifiers, control consoles, lighting,
video monitors, etc. Though performing support

§ } rather than primary functions, they constitute a
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significant portion of the communications system
cost and complexity.

At the receiving end, the key components are:

(a) Vvideo Receiver/Display Units - which convert the
electronic video signals back into a visual dis-
play. 1Included are TV receivers and Cathode-Ray
Tube display terminals.

(b) Auxiliary and Support Equipment - At the receiving
and dispiay sites, this group includes components
such as large-screen and TV projection equipment
to improve or enlarge the display.

At either the source or the receiving,eng, or, indeed,
at any other point in the communications system, the ability
to_store and playback at a later time the video information,
is highly desirable. ' Thus, the category of "video recorder/
player" is important. At the user's location, the cost
and complexity must be at a minimum, since many users and
locations usually are involved. The new, low-cost "home"
or cassette/cartridge/disc video recorder/players is there-
fore of special interest for educational applications. -

4-2 Visual-to-Electrical Conversion

The process of converting visual information into electrical

form and later reconstructing the original images is considerably

more complex than that for aural information. Both the
manner in which the human eye operates, and the larger nuimber
of variables involved in visual material combine to make this
so.

In the latter category, such factors must be considered
as:

(a) Color Content (or, if reduced to monochromatic, the

"scale of gray" which provides contrast in tone and
and shading).
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(b) Resolution - essentially the smallest visual
increment to be displayed to the viewer.

(c) Orientation in Space and Time - how the image

is changing (e.g., a man walking) with respect
to space and time and whether these changes must
be viewed at the exact time they occur (real-time
communications).

Any method of presenting "reconstituted" visual information

to a viewer must either reproduce these factors in a fashion
sufficiently accurate so that the viewers eye will consider
them as "normal", or, alternatively, the viewer may be
trained to accept inaccurate reproductions as representative
or s 1i~ of the original. In the latter case, an example
might be a black-and-white photograph, film or TV program
accepted as a substitute for the original col»r images. The
viewer knows that the reproduction has this cclor limitation,
but is conditioned to accept it as not signif! cant.

Most methods of visual-electrical conversion corisist of
breaking the image .into a large number of incremenial quanta
of information, and, after transmission, reconstructing the
image by assembling the ‘quanta together again, like a jig-
Saw puzzle in concept.

Fig. 4-2 illustrates the technique, with the "Y" of (a)
representing an image which must be converted to electrical
form and later reproduced.

Fig. 4-2 (b) shows the same "Y" as an assembly of dots
rather than unbroken lines. Obviously, some portion of the
original informapion has been lost, but if the dots are close
enough this loss can be held between visually acceptable
limits. ' :

This dot pattern reconstruction is used in photography
and prinfing. In photography, the emulsion on any film is
not continuous but, if magnified sufficiently, can be seen
to be a matrix of dot-like deposits. The size and spacing
'of the matrix is a measure of the "grain" of the film which,
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in turn, determines the resolution of the picture, and how
much it can be enlarged before the spacing between dots
becomes objectionable.

Similarly, in printing of halftone photographic¢ material,
the picture is "screened", which results in the printing of
a pattern of dots rather than a continuous variation in black-
white intensity. Again, under mégnification the dots become
clearly visible. '

When a visual image is converted for the purpose of sending
it electronically to a remote location, there must be some
agreed-upon "code" or methpd of breaking up the image so
that it can be reconstructed properly at the receiving end.
This coding process is called "scanning".

The method of scanning used in broadcast TV is illustrated
in 4-2 (c), and consists of viewing each incremental portion
of the image in an orderly sequence of individual, closely-

spaced horizontal lines. This is by no means the only acceptable

scanning pattern (facsimile, for example, usesaihellcal scan-
ning pattern), but simply the accepted standard for commercial
TV.

Fig. 4-3 shows the line scanning pattern in more detail.
For TV(in the U.S),525 lines are scanned per "frame" (an
image which fills the TV screen) and 30 frames are scanned
per second,-so that a total of 15,750 lines are scanned per
second. ’ .

Two interlacing "fields" of ész%»lines each combine to
make one frar=. During the scanning of one field, the video
camera will electronically "look" first at line 1, starting
with la at the left side and progressing along the line to
1b at the right. This is actually accomplished within the
camera by forcing an electron beam +o swing across a Cathode-
Ray Tube screen, upon which is projected the visual image
taken by the camera. The variation in light intensity of the
image is sensed during the scan of the line, and converted
into a proportionally varying electrical signal.
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After line la-b has been scanned, the electron beam is
lowered slightly and swung back to point 2a. During this
"retrace" time, the beam is turned off to prevent scanning
extraneous information. ZLine 2a-b is scanned identically to
line la-b, and in sequence, all of the first field is scanned
similarly. This occurs in 1/60 second. The second field
(lines 1lc-d, etc.) is then scanned in an 1dent1cal manner to
produce the 525-line frame.

At the end of the frame, the beam is turned off and

returned to point la. This takes a longer time than a “retrace" -

. of one line position, and is called a "blanking interval".
After the blanking, a second frame is scanned and the process
continues indefinitely.

Again, it is emphasized that this particular pattern has
no inherent advantage“over others that can be devised. Since,

however, it is the standard of U.S. television (other countries,

particularly in Europe have other standards), it forms the
basis for most video equipment presently on the market.

In some non-TV applications, the TV standards are a handi-
cap. For example, the ratio of horizontal to vertical picture
size selected as desirable for TV is not suitable to cases
where it is desired that vertical and horizontal resolution
be equal.

Educators, therefore, should consider their specific
application carefully. If the visual information is not going
to be displayed on standard TV receivers, there may be better
alternatives to the use of TV-compatible equipment.

4-2.a Video Cameras and Scanners

As indicated by the foregoing discussion of visual-to-

. . . / . . . .
electrical conversion, a video camera is basically a combination

of a portion of a motion-picture film camera with an electronic
scanning device,
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The "input" section of the video camera includes a lens
to focus the picture and project it to a point inside the
camera housing. The lens may be supplemented with view-
finder and "zoom" attachments as in a film camera.

Instead .of the image being focused on a moving film,

however, it is projected onto the screen of the camera "“pickup”

tube, from which it is scanned and converted into a varying
electrical signal, as outlined above.

Two major types of camera pickup tubes have been used to
date, the "Image Orthicon" and the "Vidicon" (although the

latter is undergoing some recent competition from the "Plumbicon®,

developed by N.A. Philips).

TheIImage Orthicon is mucﬁ more sensitive and will operate
at relatively low light levels, and therefore has become the .
standard for professional TV camera use. The tube alone may
cost §$1,000 - $2,000, and the entire camera usually ranges
in cost from $15,000 - $25,000 for black-and-white, and as
high as $75,000 for a broadcast quality color unit.

The Vidicon tube offers low cost and long operating life,
and is therefore popular- for school and semi-professional use.
A Vidicon replacement tube costs $200 - $500, while complete
-cameras are available as low as $500, up to $5,000 - $10,000
for the deluxe black-and-white models, or $10,000 - $20,000
for color.

The basic disadvantage of the Vidicon tube is that it
requires high ambient light levels. Thus, its use outside
of the well-lighted studio is severely restricted.

Table 4-1 lists the key characteristics of both camera
types. In most cases, '‘educational usage has featurad the
Vidicon camera because of its cost advantage, with a few of
the more well-financed institutions, with near-professional
facilities, using the Image Orthicon units.

Fig. 4-4 illustrates the external components and controls
of a typical video camera, with view-finder/monitor display
and zoom control. The view-finder is a Cathode~-Ray Tube
monitor which allows the operatcz to see exactly what is being
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pPhotographed, while the zoom crank permits rapid transition
from long shot to closeup, and vice versa.

The electronic controls, it may be noted, resemble those
of TV, which is natural since the electronic signal into
which the image is converted is designed to be compatible
with a standard Tv receiver. Thus, "focus", "contrast",
"brightness", "horizontal hold" and "vertical hold" have
exactly the same functions as they do on a home TV set.

_ The configuration shown is that of a black~and-white

video camera. For color, many of the components are triplicated,

resulting in a much more complex and expensive unit, Typically,
. a color comera will incorporate a precision optical system

P : which takes the image from the camera lens and splits it into
three parallel primary color-beams (red, blue and green) ,

Three separate pickup tubes are used, each designed for peak
efficiency over its own primary color spectrum, and each with
its own Scanning and signal generation electronic circuitry.

The three signals are maintained independently throughout

whatever transmission or recording facilities are involved,
3 and recombined on the v

iewer's color TV receiver to form the
original image, '

This redundancy of components, together with pe great
care necessary to establish and keep the correct balance and
; Proportion of the three color signals throughout the complete
: System, is the reason for the substantial difference in the
E cost between monochromatic and color television.

4-2.a.1 Special-Purpose Scanners

R

The "normal" video camera is designed to produce an
: output compatible with a broadcast TV signal (except for the
é RF cérrier), and thus is most suitable for visual information
: with a relatively high degree of motion, i.e

.+ equivalent to
a motion picture film.

There are many applications, particularly in education,
where visual information is static or has relatively little

;-




4-13

motion. Examples are displays of graphical or alphanumeric
data, photographs, microfilm images, etc.

In these cases, both the scanning technique and the
image conversion tubes used for TV-compatible video are
wasteful of bandwidth, and other speéial-purpose scanning
systems are used.

Facsimile, one of these special systems, is described in
Chapter 5. 1t is limited, however, to informatioh where the
original is in document form, and has no selective editing
cabability. .

More versatile is the storage or "scan converter" tube,
and scanning systems which can be used in conjunction with
it. The scan converter is essentially a Cathode-Ray Tube
which displays an electrical signal on its face in 'a standard
manner, but with a long-persistence screen and with associated
electronics that permits erasure and rewriting of either the
entire image or selected portions, on command.

Thus, the scan converter can be used as a "frame grabber*
or picture-freezing display, holding its image for any desired
length of time. A video camera might be used to scan the
image in a single frame, transmitting this frame to a remote
location. The viewer, for example, in a retrieval system,
could read one page which remains motionless until replaced
by a second page.

Although the standard TV system can also peform this
function, it would be inefficient, having to "reshow" the
Same page 15,750 times per second to maintain the image. With
a étored-memory system, however, the picture need only be
converted once. During the time one viewer is looking at his
display, the system can supply other fixed-frame displays to

many other viewers. an example of this type of frame-retrieval
system is described in Chapter 11.

Complete memory systems, incorporating the scan converter
tube, are available from Hughes Aircfaft, and others, ranging
in cost from $3,000 - $10,000. With suitable input/output
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and control circuitry, they can form the basic storage and
editing component of many educational systems, such as Ti
computer-aided-instruction, information retrieval, computer -
graphics and data communications. 71

4-2.b Secondary Storage Media Equipment

Much of the visual information which must be transmltted

to remote locations is stored on media not directly compatible :E
with the telecommunications system. If a school desires, for
example, to use a motion picture film on an instructional TV ‘E

network, the images stored in photographic form on the film
must be converted to electrical signals for transmission.
The technique is similar to conversion of a live visual :E
~ image, except that special mounting and lighting provisions
are included to minimize the degradation involved in trans-
ferrlng the information from one medium to another. If the
original medium is motlon-plcture film, a further require- . ji
ment is that the speed at which the film moves through the
reel while being viewed by a video camera be sychronized 3
i with the camera's scann;ng rate. This means that the 16 ) =
: frames per second film playback rate must be synchronized -
with the 15,750 frames per second TV scanning rate in such a fi
manner that the motion on the TV screen appears normal and .
: - life-like. _ i
Equipment to perform this film-to-video converstion is
§ termed a "film chain", and consists of film (and/or slide ?
or fllmstrlp) projectors optically linked to a video camera.
When several projectors are linked with one camera, combina-

v wmwasy . o

! tions of.mirrors and prisms known as "optical multiplexers" "
are used to admit only the desired projector beam into the
camera lens.

The costsof a film chain are from $3,000 - $10,000 for
moriochrome, and $10,000 - $50,000 for color.
) Also available is equipment to perform the reverse

e

A sy o agen s

function, such as converting images stored on video tape to
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film. These units play back the taped information into a
monitor screen, usually designed for high brightness. A

film camera photographs the image from the face of the screen,
again maintaining speed synchronism.

This technique was used in the early days of TV, before
video tape was developed,,to produce "kinescope" film
recordings of live TV broadcasts. Recent equipment, however,
produces substantially better quality £ilm than répresented
by those examples. )

Black-and-white video-to-film recorders cost from $10,000 -
$20,000 while color units are in the $50,000 - $75,000 range.

4-2.c Auxiliary and Support Equipment

-

For any video studio facility which must operate under
flexible conditions, the basic camera and film chain equip~
ment must be supported by a variety of auxiliary and control
components,

" Typical support equipment includes:

(1) video Switches - As shown in Fig. 4-5, videw .
signals may originate from a number of sources
such as video cameras, video tape recorders or
£film chains. All of these are connected into
the video switches where, by pressing the appro-
priate pushbutton, only the selected signal is
permitted to proceed through the system, 1In a
commercial TV broadcast, the director will
select those images, in sequence, which he
believes will result in the most interesting
program.

(2) Audio Mixer -. The audio mixer, illustrated
functionally in Fig. 4-6, accepts a variety of
audio inpurs in a manner similar to the video

switches. Most applications, however, require
the mixing (simultaneous transmission) of a
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number of audio signals rather than the
selection of only one. For example, a panel
discussion may feature several speakers, each
with his own microphone and all voices must
be heard, even when speakers are talking at
the same time. Thus, although the capability
to choose only one audio signal and exclude
others is present, this is not the normal
mode of operation.

Both the video switches and audio mixer, in
addition to selecting signals, provide the

ability tc balance the signals against each
other so that switching does not result in

any disproportion.

Video Monitors - These are display units which
permit the studio operators to look at what is
being scanned by any camera (or other video

source) at any time, so that the desired selection

can be made. They'also serve to indicate mal-
function, if it occurs. The monitor unit is the
equivalent of a TV receiver with the RF and
channel tuning sections omitted.

Special Effects - Equipment is available to
produce a variety of special effects, such as:

(a) Dissolve - which allows variation of the
camera output signal from full intensity
to zero, producing an image which fades
away (dissolves) or, conversely, fades
in from a blank screen.

(b 1Insert or Superposition - which permits

inserting one image over another at any
designated location. The split-screen
effect is a variation of this.

o s o lemrir i i
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(c¢) Wipe - permitting an image to be wiped
away sequentially, as, for example, dis-
appearing from left to right across the
screen,

(5) Lighting - Lighting equipment may range from a
basic minimum package of two or three floodlights,
with adjustable stands, to a very expensive com-
plex of lights, filters and controls designed
for telévising, for example, a costume play in
color where the various actors, costumes and
portions of the set require individual
illumination.

To illustrate the wide range of costs possible for a
total video studio package, Table 4-2 lists the components
of four systems offered by Audiotronics Corp., designed for
the lower-cost educational applications, and three systems
offered by RCA, which are closer to professional broadcast
quality. The cost variations, from a low of about $2,000
to a high of over $100,000, indicate that equipment is
available for almost every budget.

4-3 Electrical-to-Visual conversion
M

Viceo electrical signals are most generally converted
back into visual form by utilizing a Cathode-Ray Tube (CRT)
as the basic conversion device. A CRT is a vacuum tube with
one end shaped in the form of a relatively flat surface (see
Fig. 4-7), which may be either rectangular or round. The
insi?~ of this flat surface is coated with phosphorescent
material which ‘emits light when struck by a high-energy beam
of electrons, .

At the narrow end of the cﬁﬂ,‘an “electron gun® is
provided. This is a gréug of components which include:
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‘ \ . H

(2) A cathode which emits electrons.

(b) An anode, at a high positive voltage, to accelerate
the electrons down the neck of the tube toward
the screen. The anode is shaped (in & mesh, for
example) to permit most of the elactrons to pass
through it rather than be halted.

. '

TN st e e T O AR AR e MBS

(c) Means for forming the beam, usually by a focus .
coil which can be adjusted externally.

(c) Means for deflecting the beam horizontally and
vertically to reach any point on the screen.
This is accomplished either by electrostatic
} plates, or for the larger size CRT's, by magnetic
coils whose fields interact with the electron beam.

M

For a monochromatic display, the same phosphor is coated
all over the screen. A dot of light will be emitted and
seen at the point where the electron beam hits the phosphor.
dow long the lightlasts depends upon the "persistence"
characteristic of the selected phosphor, which can be from

a2 small fraction of a second to many seconds or even minutes.

.

ot T

For TV applications, the persistence is choser so that
as the beam is deflected, forming sequential dots of light,
the total pattern blends together without flicker or smearing.
TV image generation reverses the process described in :
+-2. The CRT electron beam, under control of synchronizing
signals in the TV set, is made to trace the same 525-line
irame pattern in 1/30 second as was -traced by the original
scarning in tte video camera pickup tube. As the beam moves,
its instantaneous energy is determined by the strength of
the current representing the video information: Thus, along
@ach line of the TV raster, the light intensity (correSponging
to shades of gray on a black-and-white tube) will vary in
sroportion to the video current and, correspondingly, to
the driginal visual information. The resulting dot-and-line
pattern of light effectively reproduces the original image.
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4-3.a TV Receivers

Although the Principles of electrical-to-visual conversion,
as described above for TV receivers,
grasp,

are not difficult to
a substantial amount of auxiliary circuitry is neces-

sary in each receiver to actually implement the process.
Fig. 4-8 illustrates the functional components of a TV
receiver. The antenna Picks up all broadcast TV 'signals in

the area and presents them simultaneously to the input

terminals of the set. These signals are in RF form, i.e.,

the video information is conveyed via an RF carrier f
'RF frequency assignments are shown in Table 4-3 '

When the TV viewer selects a desired channel by turning
his channel selector knob, the.tuner
the desired cﬁannei to pass through.

requency.

in the set allows only

This is accomplished
by combining an appropriate frequency from an internal

oscillator with the incoming RF signals so that the combina-
tion of oscillator frequency and desired RF channel produces
a specific Intermediate Frequency (IF), to which the TV set
is tuned.

This IF is amplified and then detected, i.e., separated’

from its carrier and split into the separate audio and video
Components. The audio, as shown,

is amplified and energizes
a speaker,

pProducing the sound accompanying the picture,

The video signal is also amplified and connected to the
CRT where it determines the instantaneous velocity, and there-
fore intensity, of the electron beam. Synthronizing and
blanking signals which are transmitted along with the video

are used to synchronize the scanning pattern of the CRT

electron beam, so that the picture is properly reconstructed.

For color, three Separate-video paths, for the three
pPrimary colors, are provided,

Each drives a separate electron -
gun on a tri-gun CRT. Further, the CRT screen is coated with

three different phosphors, in closely spaced beads, each
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RF Frequency j
» . Eh_annel Range, MHz ‘}
! 2 54 - 60 . (VHF) ] i
E 3 60 - 66 (VHF) } :
P 4 66 - 72 (VHF) :i ]
| 5 76 - 82 .  (vuF) -
6 82 - gs (VHF) I i
7 174 - 180 (VEF)
| 8 ' 180 ~ 186 (VHF) I
P 9 : 186 - 192 (VHF) :
10 192 - 198 (VHF) I §
L 11 . 198 - 204 (VHF) I
12 204 - 210 (VHF) ;
13 , 210 - 216 (VHF) §
14 - 84 470 - 890 (UHF) v
: : (6 MHZ.per }i i
Channel)
i
%
i)
Table 4-3 %;
. Broadcast TV Channel-Frequency Assignment -
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producing one of the three primary colors when struck by the
electrons. Thus, the final picture is actually a superposition

of three color sections which ‘blend together to resemble
the original. i

TV "monitors" used in studio and program productien work,

are TV receivers without the RF and IF sections, since the
signal, before it is modulated and broadcast, is already in
video and audio form. Thus, in Fig. 4-8, the antenna, RF )
amplifier, tuner, IF amplifier and detector would be omitted.
The costs for TV receivers are well known, due to their
wide use in entertainment. Black-and-white sets range from
below $100,for small-screen models to about $300 for 25~
inch screen units. Color models are priced from a low of

about $250 to $800 or more for the large-screen, remote-
control tuning versions.

4-3.b CRT Display Terminals

Frame display utilizing the TV line~scan format is by
no means the only method of electronic-to-visual convérsiorn,
but the most widely familiar because of the ubiquitous presence
of TV receivers élmést everywhere,

The CRT is, .however, adaptable to many techniques for
controlling what is displayed on the screen.: Non-TV CRT.
devices are termed “CRT display terminals", and presently
encompass a broad spectrum of products. Since many CRT dis-
play ferminals operate in conjunction with, or are controlled
by, a computer, they are also included in the discussions of
Chapters 6 and 12.

Fig. 4-9 illustrates the functional slements of a CRT
display terminai, designed primarily to present graphical
and/or zlphnumeric information to the viewer. (If an all-
purpose receiver is desired, the cifcuits of the TV receiver

of Fig. 4-8 could be added to those of 4-9, with a mode-
select capability). '
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Information representing a graph or series of alphanumeric
characters arrives from the source through a communications

“interface unit which provides the necessary decoding or
format transformation. The information is usually of two
kinds, (1) what to display (e.qg., dot; hettef, number, symbol,
etc.), and (2) where on the CRT screen to locate it. The
latter is either provided as, or converted into,"X" and "Y¥Y"

v H '

deflection voltages which swing the electron beam the
appropriate distance along both coordinates.

" If a graph is drawn, the electron beam is swung to the
point on the CRT screen where one end of the graph is located.
A point of light appears. The beam is then deflected suc-
cessively through the'path necessary to "draw" the graph on
the CRT screen.

For alphanumeric characters, each character could be
drawn as required by commanding the beam to trace through the
required outline. This would be wasteful, however, of infor—‘

_—— p— o [ !

{ H

[

mation storage space at the source. It is more convenient
to store, in the CRT terminal itself, a "character generator"
which is programmed, upon command, to force the CRT beam to
trace the shape of that character. Letters, numbers and
symbols areé usually formed by a series of short "strokes"
which, together, appear to form the desired character.

s v m

—y

Thus, to display the letter "6", a code for 6 is sent
to the character generator, while the desired location is sent
to the deflection circuits. The output of the character
generator will be a series of varying voltages which will
produce short strokes of light on the CRT screen, combining
to form the shape of a 6.

,-..._] ety
" . EEEE ]

By means such as this, any kind of visual display can
be presented, no matter how complicated. Although Fig. 4-9
shows a one-way "receiver only" terminal, by including
inquiry capability, the CRT terminal becomes a two-way device,
capable both of requesting and receiving information.

i
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J

i CRT display terminals presently on the market vary in
E : cost from about $2,000 for a minimal 2-way unit, up to

$20,000 or more for models designed. for complex computer
graphics applications.
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| 4-3.c 1Image Projection
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The .size and brightness of CRT displays are iimited by
the tube itself. Since air is evacuated from the CRT, a
large tube means a very high total air pressure-on the out-
side surface, which tends to crush the tube unless strong,
thick glass is used. At present, CRT screens with a maxi--
mum viewable area of about 400- 500 square inches are a

practical limit, since 1arger CRT's would be exceassively
costly.

md beend L

This results in no more than perhaps 25-40 viewers, or
about one classroom, being able comfortably to view a single

display. To alleviate this, image pro;ectlon systems have

(w!.v' a

been designed which enlarge and project ‘the TV image to per-
mit more viewers. Extreme examples are the closed-circuit

for oo §

displays of sports events, such as championship priée fights,
held in movie houses, where the TV image is projected onto

%
the large movie screen. -2

TV image projection systems are identical in the signal -
pProcessing sections to standard TV receivers. The CRT, how- ;2

ever, is a small, high-voltage unit designed to produce a
very bright image whigh can be projected onto a large motion
picture type screen by an optical projection system.

One system, known is the Schmidt system, is illustrated
in Fig. 4-10. A high-intensity picture appears on the
special CRT face. Light from the CRT is transmitted to a

.Spherical mirror and reflected in the reverse direction through
correcting lenses onto a screen.

Booi L) {r " ’J

. \*

3

heend

Typical screen sizes can be from 6' X .8' to 15' X 20°¢,
with the screen located some 15-35 feet from the projector.
About 50-150 viewers can view the screen in reasonable com-
fort. Picture quality inevitably suffers some degradation.

bt boad
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The cost for such a projection system is about $3,000 ~ S
$4,000. The system is.considered useful where picture -
brilliancy, distortion and resolution can be sacrificed to
some extent to the ability to serve more viewers,

Bro-
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4-4.,a Video Recorder /Players
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To date, the only method of storing and playing back
video information directly without requiring intermediate
media transformation, has been the use of video magnetic’
tape. '

The video tape recorder/player was introduced to the TV
broadcasting industry in 1965, and equipment in a wide range

of sizes, capabilities and Prices has become available since
then. ' '

iid e

[ SR
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The basic concept of the video tape recorder is identical
to that of the audio recorder,'namely, the conversion of the
: .visual information into electrical currents and the use of
these curfents to structure the magnetic coating on a strip
of tape. The key difference, however, (and a major one) is
in the volume of information to be stored per unit of time.
The audio recorder must store signals with a bandwidth of
Perhaps 20 KHz, while the video unit must store some 200 -
300 times thaf_quantity.

P § e (R
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e,

Theoretically, this might be accomplished by "writing"
on the same tape at a proportibnally higher tape speed. The -
enormous tape speeds required, in the order of thousands of
inches per second, makes this approéch mechanically unfeasible.

The solution was a design in which both the magnetic
head(s) and tape move at a high speed relative to each other,

§ -y P}
Lmtmmas et

Friomosnt
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Four heads are equally spaced around a rotating wheel
powered by an electric motor. The wheel brings each head
transversely down the tape, while the tape itself is moving
relatively sluwly in a direction parallel to the axis of the

' i -4
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head wheel. The tape motion 's desigﬁed to be just fast

enough so that each head can write one magnetic track
traversely across the tape. (Actually the track is slightly
skewed from the transverse due to the tape motion: by the
time the head has reached the bottom of the tape, it has
moved a little.) The next head on the whe:l records another
track adjacent to the first, and each quarter-revolutlon of
the wheel therefore continues to record another track.

Because of the four heads, this type of recording is
called "quadruplex" Quadruplex video recorders, using 2-
inch wide tape, have become standardized for professional
TV broadcast use. Although providing high-quality video
storage, with no noticeable loss of visual information, they
are expensive, running from $20,000 up to about $100,000 for
a color unit.

More recently, a second recording technique termed
"helical scan" or "slant-track" recording has been developed,
permitting the manufacture of .smaller, lower-cost_video tape
Fecorders, more suitable to educational budgets. The method
of recording is somewhat similar to the principle long used
in facsimile of combining rotary with linear motion to
produce a helical scanning or recording pattern,

The magnetic tape is wrapped around a large scanning
drum containing one or two magnetic heads which rotate on a
high-speed disc inside the drum. The tape is moved just fast
enough so that, in conjunction with the head movement, a
series of tracks are recorded slant-wise across the tape.
These are relatively long compared to the short, nearly-
trz sverse tracks of the quadruplex recorder.

Usually the combination of tape width, number of heads,
head speed and tape speed are chosen so that the time duration
of one ‘slant track is exactly equal to one (or some submultiple
of a) TV frame. This makes the recorder more compatible with
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with playback into a TV receiver. It also provides "stop-
frame" amd "frame-grabbing" capablllty by, in essence,
forming a reiterative playback of a single track.

Helical-scan recorders are available at modest prices,
from below $1,000 to about $15,000. They come in a variety
of tape w;dths (1/2-inch to 2 inches), tape speeds, reel
sizes and performance characteristics.

The major problem with helical-scan recorders, unlike
the more professxonal quadruplex units, is their lack of
standardlzatlon Not only can tapes from one manufacturep's
recorder usually not-be capable of playback by another
manufacturer's unit, but it is not unusual to encounter this
incompatibilicy between different recorders of the same
manufacture and model.

This highly undesirabile feature, not yet remedied,
drastically limits the interchange of program tapes, and
increases the cost of educational programming,

Not all hellcal-scan recorders are acceptable for broad-
cast applications, since the Fcc sets technical standards

which these units may not meet. No such standards are in

.force for closed-circuit cable or other non-broadcast use.
Costs for the blank unrecorded magnetic tape range from

$20-$30 for a 1/2-hour, 1/2-inch size to several hundred
dollars for the 2-inch wide professional quality reel.
3

"

4-4.b 'Home" Video Recorder/Plavers

The video recorder/players described in 4-4.a can also,
of course, be utilized at the receiving and viewing site.
Because of their high cost, however, the pPrimary component
of inrerest to _the user is the “"home" unit.

Within the last two or three years, an exceptional
degree of interest (and publicity) has been generated with

respect to "home" video recorders, by which is meant:
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(1) A relatively low-cost unit capable of playing
back stored aural/visual material through a
standard TV receiver, using the receiver screen

as the display.

(2) A modular, easily handled package for the program
materiél, permittiné convenient use by the
general public (e.g., the reel threading and
handling requirements of a professional video
tape recorder would not qualify). Currently,
the modules either in use or under development
include cartridges, cassettes and discs.

In some cases, the home unit also can record material,

such as an off-the-air TV program recorded electrically

through signals taken from within the TV receiver, or optically
with the addition of a video camera. The recording function,
howeéver, generally is subsidiary to that of playback, which

Apermits access to prerecorded programs from a wide variety

of sources, and allows the viewer to select the desired
subject material from availz2ble “"libraries"“.

If the home video recorder/player and, even more
importantly, the program mociules, can be priced attractively,

presumably the entire U.S. population is opened as a potential
market for buying or renting A/V program modules, in much

the same way as it currently buys audio discs and tapes.
Educational applications are a particularly interesting portion
of this market, since the requirement for wired or broadcast
networks could be eliminated in many cases, and the programs
delivered directly to.the end-user. As an example, cor-

- respondence school courses might naturally use A/V cartridges

rather than the printed texts currently utilized to teach
students.

Because of this vast potential, a number of companies
are developing home video devices. Announcement of equip-
mentxiharacteristics and prices have been plentiful, but no
mass consumer sales have yet occurred.
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Not only are many companies developing products, but

unfortunately, the technical approaches of the major competitors

are different, and incompatible with each other. This is
reminiscent of past compatibility problems in color TV, and
the 33-1/3 vs. 45 rpm battle in phonograph records. Even ]
-where the technical approach is the-same, such as in video
tape recording, there is no accepted standard among
manufacturers with respect to critical features such as tape

width, cassette/cartridge size and type, performance
characteristics, etc.

This lack of standardization acts as a barrier to user

acceptance. Together with the fact that development is still -

in process for most announced systems, the result is that
home video ‘recorders remain a future, rather than a present,

educational tool, although undoubtedly one of great significance.

Currently five technical approaches are vying for a
portion of the mass A/V market. These include:

(1) video Tape Recording (VTR)

(2) Electronic Video Recording (EVR)

(3) Selestavision

(4) video Disc Recording

(5) Film-to-TV Conversion

A brief description of each of these approaches is
provided below. Tables 4-4 and 4-5 list, comparatively,
the key features and relative advantaéesiand disadvantages
of each system. It should be noted that in many cases the
data are based on manufacturers' future estimates rather
than on equipment now in production.

4-4.b.1 _Video Tape Recording (VTR)

This approach retains video magnetic tage'as the basic
_storage/playback medium, and is therefore similar in concept

to professional and institutional applications now in use,.
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The recording playback equipment, howevér, and to some extent

the tape itself, are miniaturized and designed for a cost

low enough to be attractive to the mass consumer market.
Ampex, -Sony, Panasonic and Avco (Cartrivision subsidiary)

have, among others, announced both recorder/players and

" cartridge or cassette modules for this market. As noted above,

the products of these companies are not designed to common
standards, so that a cassette for one system cannot be played
back through another. Consequently, the first column of
Table 4-4 represents a range of values coverlng the spectrum
of all manufacturers' products.

Video tape recording is unique among the five approaches
listed in permitt;ng convenient home recording as well as
playback. Naturall&, the manufacturers of video tape equip-~-
ment stress this advantage, as well as the erasibility and
reusability of the tape. Proponents of .other approaches not
only downgrade the need for recording by the user, but point
out that this very quality permits unauthorized reproduction
and piracy of copyrighted program material, of the type now
plaguing the audio disc and tape industry.

Figure 4-11 illustrates all of the steps required to
produce mass quantities of prerecorxded tape and replay them
through the home TV receiver. The original A/V material,
whether live, on film or video tape (probably non-compatible) .
is scanned and recorded on a video tape "master", designed
to resist wear during the process of'ﬂubblng", i.e., producing
duplicates from the master.

At present, dubbing is relatively slow, increasing the
cost of the prerecorded tape modules. Irorovemenrt in rapid
duplication of multiple tapes is under development by a

number of manufacturers.

Once ‘duplicated and packaged into the appropriate
cartridge or cassette, the program is made available through
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the normal distrubution oﬁtlets (plus, for educational -appli-
cations, perhaps, new outlets such as schools and libraries)
and can be played back at any location where there is a TV
receiver.,

Since Table 4-4 lists a composite of many VIR systems,
it may be of interest to examine, more specifically, the
characteristics of a single manufacturer's VIR equipment.
For this purpose, Ampex's "Instavideo" unit was selected,
since Ampex claims this to be the smallest cartridge-loading
video syétem in existence. -

Table 4-6 provides the major Instavideo features,
extracted. from Ampex specification data.

4-4.b.2 Electronic Video Recording (EVR)

Of the five systems described, the Electronic Vvideo
Recording (EVR) process, developed by CBS Laboratories, is
the first to market, having delivered playback equipment to

institutional users within the last year.

-~

EVR uses a combination of photographic and electronic

techniques, The soiirce information is co .verted into electrical
signals by a scanning process ( see Fig. 4-12), similar to
that of broadcast TV or video tape recording, but in this
case the signals vary the intensity of a beam of electrons
within a vacuum chamber. The beam is formed by an "electron
gun" not unlike that in the neck of a Cathode-Ray Tube.
Instead of being focused on a CRT screen, however, the beam
is moved over a special, high-resolution pho*ographic film.
The varying energy and tne scannihg motion of the beam combine
to expose the film in a pattern analagous to the picture at
the source.

The beam recording produces the "master" EVR neqgative.
This negative is then used in conjunction with a high speed
photographic contact printer to produce multiple positive
copies, or "prints", on silver halide film, which are then
packagéd in cartridges.
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Ampex "Instavideo" Specifications

Recorder/Player Size
" " Weight

Power
Tape Cartridgé
Program Duration

Resolution

Models Available & Cost
(a) Monochrome; Playback only
. (b) Color; Playback only

(c) Monochrome; Record and Playback

(d) Color; Record and Playback

(e) Camera (monochrome)

Cartridge Cost

Blank (low-moderate
quantity)
Prerecorded

*

11 1/8" x 13 5/8" % 4 5/8"
Less than 17 1bs. with
batteries

Battery-operated, recharge-
able (Adapter for 12-volt
auto supply)

Uses 1/2" video tape
Weight 6 1/2 oz.

-4.6" diameter, 0.8" thick

30 minutes monochrome or
color at Type 1 Standard
(tape speed 7.5 ips)

300 lines min. - monochrome
225 " w - color

‘Prices (Estimated)#

$1,000 .

$1,100 ($100 color board
added to (a))
$1,100 ($100 record board
added to (a)) .
$1,200 ($100 record board
added to (b))

0

$13

No prices available; depends
on cost of software prepara-
tion and expected size of
audience.

(Note: Availability of sale to the -institutional and
Note Y

consumer market estimated

of 1972)

Table 4-6

<./

to be the 4th quarter
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The EVR cartridge film is dual-tracked, storing two
adjacent rows of visual frames together with two parallel
ﬁagnetic-stripe sound tracks. For monochrome programs, '
each visual track may carry independent information, result-
ing in a maximum playing time of 50 minutes for the standard
7-inch diameter EVR cartridge. For color, one v1sual frame
carries "luminance" information while the adjacent frame
carries coded color, or "chroma" information, so'that only
25 minutes playing time is available from the same size
carLrldge. ,

Since information is stored on a frame-by-frame basis,
as on motion picture film, and since also there are synchronizing
signals stored, the EVR system lends itself to "selected frame"
applications such as calling for pages from a book. ThlS is
Particularly attractive for educational programs 1nv01V1ng
information storage and retrieval. The 180,000 individual
frames (monochrome) stored on one EVR cartr;dge are, for
eéxample, equal to 600 volumes of 300 Ppages each, if one page
can be legibly reproduced in a single frame.

CBS claims excepticrally good quality reproductlon due
to the electron beam recording process. With a beam diameter
in the order of 0.0001 inch, and very fine grain emulsion for
the master, the resolution of the recording process, includ-

ing the losses in duplicate printing, is claimed to be better
than standard TV broadcast

Because of the complex vacuum and electronic equipment
necessary to produce an EVR master negative, no recording
capability is possible at the playback site. "“Software" or
program production (i.e., prerecording on an EVR cartridge)
is, therefore, strictly a factory operation. Indeed, for
most educational applications, where it is impractical to
set up a live productlon at the EVR factory, it may be neces-
Sary to record the program first on another medium, such as
film or video tape, which is then sent to the EVR processing
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plant for transformation and duplication. This is somewhat
awkward and costly, and, in addition, partially negates
EVR's good reproduction qualities, since some degradation
will take place during translation.

The EVR player unit containgﬁh small CRT scanner which .
electronically scans the images on the film in the cartridge l
as it is moved past the scanning area. The scanning signal ,
output is designed to resemble a TV video signal.  This ?
video output modulates an internal RF carrier set at any
desired TV receiver channel frequency (probably a channel
not assigned in that geographic area). Thus, the output
from the EVR player resembles a broadcast TV program in
every respect and can therefore be connected to the antenna
terminals of any TV receiver.

Costs for the EVR player and prerecorded cartridges are,
at this writing, relatively high for acceptance by a mass
market. (The player costs about $800, with cojor programs
averaging about $1 per minute). For this reason, initial
sales are aimed at the institutional and educational markets.

By 1972-73, the pPlayer cost is targeted to drop to perhaps

$350-$400, at which time the consumer market may become
|
|
|
|
\
|

predominant.

(Note: At the end of 1971, CBS announced that it was
withdrawing from all manufacturing'phases of the EVR market,
concentrating only in software (program) production. ;
Presumably the manufacturing of players and prerecorded "
.cartridges would be licensed and taken over by others, but
the accompanying indications that the video cassette market .

was developing more slowly than expected may make the above |
target dates optimistic.)

’

4-4.b.3 Selectavision

Selectavision is the trade name given to the system
under development by RCA, which, technologicallv, is the
most radical, utilizing laser holography. The player unit
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14

is the first consumer product announced which will incorporate
lasers. '

Figure 4-13 illustrates the Selectavision process. The
program material is scanned and recorded on conventional film
by means of an electron beam recorder. This step, in principal
at least, is similar to EVR, and produces a master for
Subsequent duplication,

The RCA duplication process, however, is completely
different. The developed master film is converted by a laser
to a series of hologram s recorded on a plastic tape coated:
with a photo-re51st material which hardens in varying degrees
proportional to the intensity of light striking it,

In the holographic technique,  the visual “image is
recorded by splitting the laser light source into two beams,
one of which is directed at the subject and reflected via
mirrors onto the photographic fiim, and the other sent
directly to the film. Because of the differing paths, there
will be a slight displacement between the beams, forming an
opt1ca1 "interference" patt-rn (holograms) on the film. 1In
concept, -this is analagous to the "3-p" motion picture
technique which utilizes two photoqraphic images taken from

different viewpoints and projected together to form a 3-
dimensional illusion.

. The photo~resist coated tape is developed in an etching -
chemlcal solution that eats away the portions not hardened
by the laser beam. This results in a topographical "relief
map" on the tape, whose hills and valleys represent the
original images, )
" The tape is then nickel-coated, and the plastic sub-
sequently stripped away, leaving a nickel tape with reverse,
or "negative", impressions on it ;ike a series of engravings,

+ PThis is calﬁhd the "nickel master".

The dupllcatlon'process consists of feeding the nickel
master through a set of heated pressure rollers, together
with a transparent vinyl tape (similar to the kind used, for
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example, to wrap meats in a super.:arket) of similar dimensions. -

The holographic engraving on the nickel master, due to the
action of the pfessure rollers, are erbossed on the smooth
-surface of the vinyl, prolucing a duplicate "positive".
This is then packaged in the Selectavision Cartridge.

This use of very iocw _cost vinyl stock for the dupli-
cates is a key feature of Selectavision. Estimates are that
the cost of the raw vinyl would be about $0.06 for a half-
hour cartridge. Furthermore, the nickel master can be used
for thousands of "prints" without loss of quality, and the
duplication time can be vecy short, since the embossing
techniéue does not involve the time delay inherent in photo-
graphic, optiéal or'magnetic response charanteristics of
various materials (as do EVR and video tape).

Thus, as shown in Table 4-4, RCA's present estimates
are that prerecorde& cartridges, in quantity, can be sold in
the $2-3 range. If confirmed in practice, this is a great
advantage of Selectavision, ’ '

Since the optical interference patterns of holograms
require “coherent" light (extremely "pure" or, technically,
single-frequency) to produce good resolution, and the most
practical source of coherent light is the laser, this is why
RCA uses the laser-holographic technique for recording. In

general, the reverse is also true, that holograms require lasers
to be read out. Thus, the Selectavision player also incorporates

a laser for playback. \
This is accomplished by passing the coherent beams from

a low-powered laser in the player unit through the vinyl tape
hologram. The image is reconstructed (with “he two interference
images superimposed back together) and projected to a Vidicon
TV camera which scans and converts this image into an electrical

form compatible with the TV receiver.
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The propefties cf holograms are such that Seleccavision
- claims further advantages. First, holograms contain all the
1nformat10n needed to reconstruct images throughout their
structure. Thus, if the vinyl tape is slit to half its
thickness, no picture centent will be lost. This property,
at least in tneory, makes the tape relatively immune to
scratches,kwear and tear, etc. ‘

Secondly, as the holographic pattern or the tape is
scanned, the image projected from one hologram fades out as
that of the next hologram fades in. This overlap and super-
imposition takes place regardless of the position of the
tape, so that there is no need for synchronism between the

tape motion and’the camera scanning rate. This permits

motion at any speed slow motion, and s1ngle-frame stop-actlon.

In summary, RCA claims for Selectay;s1on very low

~ program cost, excellent wear characteristics and flexlbllltz
of viewing mode. These are significant features, but the
proof awaits volume production of Selectavision players and
cartridges, currently estimated for 1972-73.

4-4.b.4 video Disc

The development of a video dlsc, similar in many

respects to the present audio version, is currently under
way in Eurcpe through a joint effort of Telefunken and
British Decca (TelDec). Productlonvv,rs;ons of players and’
discs are targeted for the European market by 1972.

The TelDec video disc is made of thin plastic foil,
and is des1gned to dellver a picture to a TV receiver screen
Wlth a horizontal resolutlon of 250 lines. This is slightly
inferior to standard TV broadcast ‘quality. »

A new method of recording grooves and ridges on the
disc has been developed, in order to achieve the 200-fold
increase in storage of 1nformat10n necessary for video images.
COrrespondlngly, a new type of "pick-up" is required in the
playback nnlt, which translates the mechanical vaglatlons on
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the disk into electrical signals, The TelDec player utilizes

A sensitive pressure transducer which does not ride in the

groove walls, as in a phonograph, but senses the variations’

- in the surface of the disc. - - -
Rather than a turntable, the disc is drlven by a central

carrler in the player and rotates above a stationary plate at

speeds of 1000~-2000 rpm. A thin cushion of air is forméd between

the disc and the plate, which has the effect of staballzlng
disc motion. .

" For each single .revolution of the disc, the ‘pick-up arm
is mechanlcally coupled so that it moves over the surface of
one groove. This corresponds to one pPicture frame, so that
one 360° disc revolution permits presentation of one.frame on
the TV screen. Thus, for the U.S. ‘broadcast standard of 30
TV frames per second, the disc would revolve at 30 revolutions
pei second, or 1800 rpm. Since each groove is a complete
frame, stop-frame and random access frame selectlon are
possible.

The anticipated advantages of the TelDec dlsc are low
cost for the player and discs. Production prices, as shown
in Table 4-4 are estlmated at $150 for a one-disc monochrome
Player and in-the order of $2-3 per disc.

A disadvantage is that the discs, as presently designed,
do not offer much playing time. An 8-inch dlameter disc
pProvides about 5 minutes, and a 12-inch dlsc about 12 minutes,
of program time. Longer programs can be provided by stacking
discs in an automatic changer mechanism, similar to phonograph
record players, but this feature is bound to draw adverse
comment. ‘ ] |

The initial TelDec demonstration models have been mono- _
chrome versions. Color models are expected by the time initial
marketing takes place.

' For short A/V programs, up to the 12-minute maximum, the
anticipated low cost of player ‘and discs may hold some attrac-
tion. As in EVR and Selectavision, "masters" must be prepared
in a factory pProcessing facility, which would tend to 1nh1b1t
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educational applications where local program preparation and
short "turnaround" times are desirable.

-4-4.,b.5 Super 8 MM Film-to-Video

1

Super 8 MM film cartridges axre not in themselves a
competltor to home video recorders since they requlre a sep-
arate projector and screen, and normally do not operate
through a TV receiver.

However, two European firms, Nordmende (Germany) and -

" Vidicord (England), have developed film-to-TV converters

that can play Super 8 MM movies through a standard TV set.
These systems have heen demonstrated 1n trade expositions 1n
Europe but are not yet available for sale.

The Nordmende converter carries an. estimated selling

_ price of $850 (color), while the Vidicord unit is priced at
~ $888 (monochrome) Cartrldge costs are estimated at about

$1.20 a minute.

The advantages of the fllm-to-TV conversion are some-
what problematical. The need for a darkened room is eliminated
which is helpful for note-taklng and classroom dlsclpllne in
an educational environment. Further, the conversion permits
distribution of the TV signal to a number of remote receivers
so that several classrooms, for example, can view the picture
simultaneously. Whether theseé justify the purchase of a
converter in the near-$1000.-price range, particularly when
Playback can be accomplished more directly and with better
resolution‘through an 8 MM projector, is difficult to determine.

Super 8 MM cartrldges are not standardlzed ‘and generally
can be played back through only one manufacturer S projector.
This added burden makes the acceptance of film-to-TV conversion

’

equipment even more dublous.
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4-4.b;6 Impact of Home Video Recorders on Education
===2E2S on Lkducation

The impact of the "home video recorder"
is difficult to assess.
educational programs in o
availab;e,

-upon education

assette/cartridge/disc form will be
and probably in quantity starting in 1972-74. The
audience which is interested can select material as desired,

view (and review) it at home, and with convenience. How many

will take advantage of the opportunity will depend on’

many
factors (e.g. motivation, program quality,

cost, etc.), but a.
le expectation.

For the mass consumer audience, the Primary reason to
purchase and use home video equipment will be, if past history
is any indication, the desire to extend the available spectrum
of entertainment. Educagional applications, hoﬁever, may be

a large enough secondary motivation to be of significance,
even on an informal,4individualistic basis.’

In terms of formal, inétitution-directed,education, the
%ﬁ_ .

home video recorder,represents a more’convenient and, possibly,
less expensive method of distribution of A/V information. This

is true because of the present availability of large numbers of

TV receivers, and not bécausé of any new educational téchniques
Provided by the equipment,

Certaiﬁly, instructional, Eraining and

Thus, more flexible and’cost-effecti&e

Program distribution to a larger audience is probable, but it

is difficult to perceive any "cassette revolution" in terms of
educational methodology. '

4-5 Signal Conditioning. .

Almost all of the comments’

on audio signal conditioning
and modulation techniques (3-4.1

and 3--4.2) are also valid

for video signals, ang therefore, will not be repeated here.
Since much wider bandwidths are encountered with video,
however, equipmept to perform the same functions is usu

ally
more complex and costly.
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7QV broadcasting utilizes AM for the videc informations
and FM for the audio. The arguments in favor of FM are as
- pertinent to vié*o as to audio, but the required bandwidth
for each TV, channel wnuld be so great as to make the concept
impractical.

4-6 Educational Applications

The audio and video components reviewed in Chapter 3

and this chapter can be combined in a myriad of ways for
educational applications, limited only by the normal constraints
of cost-effectiveness anu the 1magination of educational
planners.

Six typieal applications are illustrated in.Figures 4-14
through 4-19. These are suggestive only, ‘and in no way
exhaust the list of possibilities, _

(1) Educationalllnstruct1ona1 TV - Fig. 4-14 illustrates
what is currently the most-utilized educational application
of A/ telebommunicatiéns, namely, providing educational or
instructional TV programs to distant locations.. These may
be broadcast over-the-air, or transmitted over cable networks.

(2) Reproduction of Program Material - Ratler than
transmit the educational program in electrical form, an

alternate is to deliver a stored version of the program for:
playback is desired by the user. Figure 4-15 illustrates
one such system, in which reproductions of prerecorded video
tape are dubbed from one recorder to another. The dubbed tapes
are then physically transported to the using site.

(3) Recording of Broadcast Material - Many broadcast or
cable-cast- programs are transmitted at a time not convenient
for viewing by all users. With a video tape recorder, the
program can be recorded for later playback (Fig 4-16). If
the TV receiver does not have an output jack providing a video
signal, a minor modification may be necessary to extract this
signal.
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Figure 4-16

Recording of Broadcast Material
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Instant-Playback of Live Material
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(4) Instant Playback of Live Materigl -.Many educational
subjects such as dramra, public speaking, gymnastics, etc., can
benefit greatly if .the pupil can see his or her own performance,
rather than having it described by others. Video taping and
. immediate playback offer this capability, as illustrated in
- Fig. 4-17. .

]

- (5) Audio/Visual Dial Access Retrieval - Either video,
¥ audio, or combined A/V material can be recorded and stored in

«
o

'a manner permitting’ dial-access control and retfieval, and
delivery 6f the retrieved information to any number of remcte
users (Fig. 4-18). ’ ,
(6) Educational/Instructional Television with Telephone
uery/Response Capability - Fig. 4-19 is an expanded version
of the one-way sysfem of 4-14, adding the capability of each
viewer being able to ask questions of the instructor or comment
on the program. ‘This converts a passive educational technique

gy

esss B wercer

into an interactive one, more nearly simulating the classroom"
environment. 7

g

Chapter ‘11 describes a number of integrated educational
telecommunications systems, actually in operation, which
perform the above functions, and others. It is important to
emphasize again, héwever, that’mény other combinations of
} ' - the available components and carriers are possible and warrant

investigation. The technology in certain areas is, in addition,

m

——
| S—

IO |

advancing rapidly so that concepts previously considered and
abandoned may soon be both technically and economically feasible.
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Chapter 5 ~ Hard Copy

Many telecommunications systems, educational or otherwise

require a permanent record, in printed or graphical form, of

the information be@ng received., This type of record, usually

on paper, is termed "hard copy” to distinguish it from the
"soft" (non-permanent) records such as the display on a TV
receiver screen.

Examples of hard copy are alphanumeric messages, maps,
illustrations, graphs, photographs or hybrid combinations of.
any of these. Physically, hard copy may be produced on

" standard sheets, continuous tear-off rolls, fan-fold print-
. out forms or in a format designéd egspecially for a specific
" hard copy terminal. The only common element is that a

permaﬁent record suitable for visual interpretation be the
end-item. o S .

" Two categories of hard copy devicaes, which include
almost all possible applications; are considered. The
first is limited to reproduction of alphanumeric (and some
symbolic) characters only, essentially the equivalent of
text material, The second is more comprehensive, being
capable of hard copy reproduction of grachical and photo-
graphic material in addition to alphanumeric. For this

reason, the latter can be termed "full-range" hard copy termi-

nals since almost any vi ual image at the sending end can be
reproduced at the receiving site.

The devices described below are “"terminals" of a larger
system rather than stand-alone units in that they are
activated by electrical signals emanating from the system.
Thus, a typewriter whose keys are actuated by incoming elect-

rical signals falls into this category, whereas the same type-

writer actuated by a humar operator is not considered a
telecommunications device.
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5-1 Alphanumeric Terminals

The telegraph, as the pioneer application of telecom-
munications to the transmission of alphanumeric information,
is still the conceptual model from which modern data communications
and hard copy alphanumer‘c printout have evolved. As euch, a
brief review of telegraphic techniqres is warranted as back-
Jground.

A telegraph system, ‘ike the more general telecommunications
system, includes the information source, the transmission and
distribution network, and the receiving terminal(s). Specifically,
the following actions take place:

(1) At the informaticn source, the alphanumerics are

converted into electrical signals with‘gg_géggggr
ubpon code for each letter, number and symbol. Since
there is a discrete number of alphanumerics, there
will be a discrete number of codes which represent all
of the information that can be transmitted.

(2) The coded signals are sent through the 'system, to-

gether with synchronization information (start/stop
or Mark/Space). that allows the receiver to keep
track of the incoming message.

(3) At the receiving terminal, the code signals are con-

verted back into printed alphanumerics.

Before the advent of keyboard devices such as the tele-
typewriter, the telegraph operator used a simple "sending key"
to perform manually the alphanumeric~into-electrical translation.
The key consisted of a pair of electrical contacts normally
held open by a spring. When the knob on a contact lever on
the key is depressed, the contacts close, permitting current
to flow in an electrical ciicuit. Thus, the operator can
interrupt the current flow in accordance with the pattern of
Key dépressions.
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5-3
The code long used in telegraphy for transmitting‘infore

mation is the famous Morse Code (still utilized). This represents

each letter or number by a combination of "dots" and "dashes".
The dots correspond to short pulses of current resulting from
the telegraph operator depressing the key for a short time for
each dot, and the dashes to 1onger key depre881on and current
pulses, .

With this technique, the skill of the manual operator was
a major factor in the system, and also a limitation in terms of
achievable transmission épeed, The development of the tele-
typewriter ingreased transmission speeds and decreased errors,
but was still subject to operator limitations. Still later,

the introduction of punched—paper tape and magnetic tape control

of data transmission effectlvely removed this bottleneck

5-1.1 _Teletzpe Canersion of Alphanumeric Information

When the keyboard—operated teletypewriter supplanted the
sending key in telegraphy, it laid the foundation for most data
communications techniques and components. Its operatlon,

-described below, can therefore be considered a prototype of -

many current prlntout devices.

Each key of the teletypewriter, when depressed, closes a
group of switches, whlch corresponds to a SpeC1f1c electrical
code assigned to that character

A variety of codes can be used. Early equipment used only

-five switches, allowing a total of only 32 coﬁbinations, Since-

this is insufficient to transmit even the minimum of 26 letters
(A-2) and 10 numbers (0~9), a coding "trick" was used in which,
if a special upper/lower case key were depressed, each code

- could represent one of two characters. Thus, up to 64 characters

couid bhe transmitted.

More modern codes range up to 9 elements per character,

allowing special symbols to be sent and prov1d1ng error checklng
capablllty.
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One possible method of transmission is to send each code
element of a’ character simultaneously over a separate line
(parallel transmission). This simplifies the electronic
circuitry but requlres, for example, -7 wires fbr a 7-e1ement
code. This may be acceptable, and even des1rab1e, for short
transmission distances but is too expen31ve for long-haul
transmission. .

The alternative is serial transmission on a single line,
and this.is the technique used almost universally today.

In the serial mode, the keyboard switches connect to a
device that resembles an automobile distributor. When a key
is depressed, the rotor mechanism starts up to encode the
character, mak;ng_ohe complete revolution at a fixed speed to
sense all switch settings. As the rotor passes the segment for
a given switch, a pulse is transmitted over the cnmmnn1cat1ons s
line. -(See Figure 5-1) )

At the receiving end, a similar rotor mechanism converts the
serial pulses back to parallel ones as the rotor passes each
receiving switch p081t10n. )

~ The receiving rotor must be kept in step with the sending
rotor to set the switches properly.- slnce the rotor mechanism
of the receiving unit makes a revolution only when a char-
acter is to come 1n, the problem is sclved by sending a "start"
pulse before the transmissionof the serialized character. This
pulse also starts the rotor in the receiver. Mechanical
governors keep the receivir.g rotor in step with the sending rotor.

- Occasionally spurious signals enter the line from such things

as lightning storms or line shorts, and throw the two tele-
printers out of synchronism. To resolve this problem, one or
more "stop' pulses are transmltted to reset the mechanlsm at the
end of each character.

Thus, each transmitted character is a complete packet of
information containing start, information, and stop pulses - a
scheme known as asynchronous transmission. The characters may
be sent continuously or with large gaps of time between them.

'
v
|
|

E NS

o

]
Omew

boond bl Ll Lol

i | B, R ot B e s 7 g 8 s A A 1

I NN

sl bt ond bl bed  boeed  beved  bowdl  beewd bl b el




o e e - - o

8]
N
8]

yoss SR weatt S v B S
)
*

-

s

Mo
LI Yy l
»
\: | s

N 8\ (6

L. t" -l d
!
!‘ !

A
\

AN J.

— ) Deserialization

M N i Aot s cobapls b Bt ot el ©
r-ﬂ\’ r---\ )
.. - e o | W, -

L

Seriatization - o o : §

-
HTon

| L—d“'m! thn.I" ‘ ea—

.
ok s s

J—

- Figure 5-1

Teletypewriter Serialization of Alphanumer__ic Data 1




5-6

At the receiving teletypewriter terminal, the switch settinas
established by the rotor are used to select a particular solenoid
“'“”7£1£EE§SZEEE££n1ca1 actuator) which is associated with the key
corresponding to the code just transmitted. The solenoid is
energized, pulls down the key, and the “key strlklng the paper

produces the character.

5-1.2 Teleprinters

"Peleprinter" is the generic term for interactive electrically-
actuated printing devices which also incorporate a keyboard,
including as one major category the teletypewriter described
above. 1In addition to hard copy, some units can also provide a
coded perforated paper tape or magnetic tape which records ther
same information printed. 7 )

The interactive send-receive capability, the simple keyboard
input and the low/medium printing rates make the teleprinter
most compatible with educational applications of the query-
response tybe, and accordingly this class of printers is
encountered most often. When more retrieval systems come into

_operation, placing a premium on higher printing speeds, the
faster types of printers, such as the line prlnters discussed
below, will be utilized to a greater extent.

| AT
4

L i ]

Teleprinters can be characterired in several different ways:
(a) their maximum printing speed

(b) the printing technique used

(c) the capability to interface with communications,

l‘ﬁ%l

computer or other terminal equipment
(@) their cost, size and/or degree of portability
(e) the code(s) used for data communications
Since a keyboard is used to send information, the data
input rate usually will be comparable to that of a good typist,
in the order of 10 characters per second. This, in the past,
‘determined the data output (printing) rate tov. More recently,




however, it has been an increasingly common practice to store
the data on tape, as it is being typed, and play it back into
the' communications system at a higher speed,- to take advantage
of the maximum transmission capability of the communications
link.

With this technique, it is desirable to have the receiving
printer able to match the higher rate. Consequently, many
modern teleprinters can print at speeds up to 30 ot more
characters per second. .

Almost all teleprlnters, either in their standard model
or with modlflcatlons can interface with a computer or another
teleprinter, either directly or through a communlcatlons link.

In fact, v1rtually every computer time-sharing system features
teleprlnters as the major remote terminals.

One significant recent advance has been the standardization
of code and electrical charactistics. Although-a variety of
Character coding schemes are still used, many equipment manu-
facturers have accepted the USACII (U.S.A. Standard Code for
Information Interchange) code for general use. USACII is an
' 8-level, 128-character code standardized by the federal
government for its internal data communications. )

The electrical interface characteristics between a terminal
and a communications channel have also been standardized by
Electronic Iﬂdustries‘Association (EIA) standard RS-232. This
defines features such as pulse widths, rise times, etc. for

equlpment designers.

Printing techniques are either of the 1mpact or non-impact

type. The lmpact ‘type. -is similar to a typewriter mechanism in
which, as each character is selected, a typing bar or other
moving element strikes the paper through a ribbon or inking
device. Speeds of impact teleprinters are limited to 10-~15
characters per second, and costs are in the $600-3,000 range.
Carbon copies can be produced as desired. '
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Non-impact techniques include “ink-jet squirting" and

electrostatic or electrographic transfer. Examples of the
ink-jet type are the Teletype Corp. “Inkfronic“ and A.B. Dick
Company's "Videojet" printers. The Inktronic uses 40 stationary
nozzles through which ink is electrostatically drawn and
simultaneously charg:d. The charged ink stream is squirted onto
the paper, writing one character at a time. Each character is
actually written as a series of dots of ink which,‘blending
together, give the appearance of a continuous line. Up to 120
characters per second can be printed. The -Videojet is even
faster, capable of 250 characéers‘per second, which'is equivalent
to the data capacity of .a voice-grade telephone c1rcu1t.

The cost of an 1nk-3et type teleprinter is in the $5, 000-
$7,000 range, restrlgtlng their use to medium/high speed

applications.

The electrostatic/electrographic printers are also capable
of higher speed than the impact type. They use a stationary

‘matrix of wire stylii (essentially metal needles) under which

the paper moves. Electrical current is sent to only those
stylii needed to form a character. If the process is electro-
static, each stylus which is energized will charge a small
area of paper, while in the thermal electrogravhic process, the
stylus slightly burns the paper area. In either case, the
paper moves on through a chemical “"toner" both, after which the
1mpr1nted characters appear more clearly. ] ’

Costs for the electrostatic/electrographic prihterg approxi-
mate the ink-jet type, and even higher printing rates are
possible.

".A disadvantage of both the ink-jet and stylus printers is
that only one copy is produced and carbons are not possible,

Of the hundreds of thousands of teleprintefs in current
use, the vast majority are Teletype Corp. units, partly because
of their utilization for many years in telegraphy and partly
because of their relatively low cost and adequate reliability.
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The older Teietype units most often encountered are the"
Models 33 and 35. .The Model 33 is designed to send and print

only numbers (at a maximum 10 per second rate), with a few
letter keys ‘as control symbols. It is, therefore, primarily
for data processing and‘compﬁtation applications. The Model

33 is the lowest cost teleprinter, priced at $600-700 depending
upon options.

The Model 25 has complete alphanumeric capability, with a
keyboard almost identical to that of a typewriter, 1Its trans-
mission aﬁd printing rate is the samé as the Model 33, and its
cost is in the $1,?00 range.

A more recent unit, the Model 37, has a higher speed
capability, up to 15 characters per second, and sells-for about
$2,450. ]

Dozens of other manufacturers and models are avallable,
with typicsl product surveys referenced in the bibliography

for this ciepter.

Modein teleprinters feature solld-state electronic circuits
replacing most of the mechanical operations for coding, etc.,
reducing the operating noise of the unit and’ improving relia-
bility. ,

Before a selection cén:be made for any educational
application, the system requiremehts must be defined in terms of:

(a)’ Interface to the communications system

(b) Printing speed (maximum)

(¢} Need for duplicate copies

(d) Desired printout format (e.g., on pre-printed forms)

(e) Need for recording on magnetic or perforated tape

(£) sSpecific coding, if any

once these have been determined, the choice can be narrowed

down to a manageable number of printer models, and the normal
selection factors of price, reliability, maintenance, etc. can

Come into play.
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5.1.3 High Speed Printers

Frorimen 4
[

While teleprinters are used primarily in the interactive
modes, such as human-to-human or human-to-computer, there
is a category of printers, operating in the' computer-to-hard

=l
!

: copy mode, which calls for very high printing speed to match

: the output capability of the computer. The hard copy, although
. i eventually viewed by humans, is viewed later after'printing
is complete. Thus, the printer does not have to be slowed
; - down to human reading'rates.

[

‘ o z ’4*""’“? ‘

Most high speed, computer-output printers are "line
: ~ printers" in that complete lines, rather than individual
; characters, are printed simultaneously, at speeds of hundreds

Sremand

(in some cases, thousands) of lines per minute. ,
Printing a line at a time is accomplished by including a
: buffer storage in the printer which holds each character as it
arrives until a line has been assembled. Then all characters
are printed at once and the buffer emptied for the next line.

{2 G

In pace with the high speeds are high costs, ranging from
$5,000-100,000 each. '

Line printers are usually “receive-only“dévices having no
keyboard or other sending capability. They too are of the
impact or non-impact types described above, with the non-impact

3
§ - § | it

units preferred for silent operation and graphic flexibility,

=

while the impact models are used where multiple copies are
necessary. '

=

Because cof their‘restriciion to high-volumé computer-

T S L D™ st 0 b+ e i i e b AN R i 2

generated data applications, line printers have not been used |

Jrmonn §
S rmrnp

significantly in educational systems to date. With the growth
of retrieval systems in the future, such as library inter-

A g .
-V S v g

change of printed material, high-speed hard copy may become a

Rintmbotd

more important requirement. Large systems in which the output

ww‘k -
RIFPIANG I

is centralized at one or two locations could justify the cost

s §

: of line printers. Until that time, however, business rather
1y than educational systems will to continue to be the major user,

st
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5-2 Full-Range Terminals

5-2.1 Plotters

Plotters can be defined as equipment that accepts electrical
input signals and produces a permanent hard copy"picture". The
picture may be any two-dimensional visual pattern.

Since fac31m11e recorders do the same thlng, it may be
helpful to describe the dlfferences. Fac31m11e, described next,
is a szst in which the operation of the sending and receiving
devices cannot be divorced from each other. The facsimile
receiver/recorder, in fact, is synchronized always to be "in
step" with the scanning process at the transmitter, and the
picture is reproduced in the same pattern as scanned., .A '
facsimile recorder, theréfore, cannot function except as part

.0f a paired set.

Plotters, on the other hand, can accept input signals from
a variety of sources such as computers, measuring instruments,
magnetic or paper tape readers, etc. They are "receive-only"
devices, placing essentially no constraints on the information
source. .

Since many plotters can draw alphanumeric'énd symbolic
characters as well as graphical material, certain models are
sometimes termed "printer/plotters" to signify this full range
capability. They are similar in principle to any other plotters,
but their resnlution is sufficiently small to permit characters
to be shown clearly. For such applications as annotating or
labeling maps and illustrations, this feature is important.

Plotters operate through the relative motion between a writing
pen or stylus, and the paper. One basic type of plotter, which
keeps the paper statlonary and moves the pen, is shown in
principle in Flg. 5-2, .

The writing pen is driven simultaneously along the X-axis
and v-axis of the paper by two motors and drive mechanisms.

o i 1
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The X-drive, for example, is a vertically aligned track which
moves left or right, and carries the pen along with it. Similarly,
the Y-drive track moves up or down, again carrying the pen.

The distance either track moves depends on the magnitude
of the electrical signal sent to the respective motors. If, for
example, the plotter is designed so that an input of 10 volts
to the X-motor will drive the track across the full width of the
paper, an input of 5 Volts will drive it to the middle.

The pen position, therefore, can be controlled in a
predictable fashion by the electrical X and Y signals. One
further 'item of information is required, i.e., when to print
Normally, the point of the pen is kept raised from the paper so
that the pen will not smear while it is moving from one plot
position to the other. A "plot command" lowers the pen so that
a point is drawn at that instant,

’ Since the total picture is composed of dots, the plot
resolution (like the photograph, TV picture or facsimile image)
is determined by how small a dot can be drawn and how close the
dots can be to each other. These key features, plus how fast
the dots can be drawn, are the major factors that determine
plotter cost.

A second plotting techn;que is to let the paper move so that
in effortlt replaces one axis drive. If the paper were wound
on a cylindrical drum and unwound so that its motion were in
the x-d;rectlon, then only a y-axis drive would be necessary.
This results in a simpler plotter mechanism, but the disadvantage
is that the plot must be completed in one “pass" since the paper
moves only once under the Y-axis drive. Some plots do not lend
themselves to this technique. '

A further refinement is the electrostatic/electrographic
plotter/prlnter in which only the paper moves. The paper is
revolved by a drum as before, moving past a row of sty111
which extend from the bottom to the top of the Y-axis. Instead
of physically moviﬁg a pen up and down, the appropriately \
located stylus is pulsed at the right time and a point drawn.

{
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Another limitation of the drum plotter is that the drum ' i
speed is usually maintained constant. This is fine for graphs
in which time is the X-coordinate, but restrictive for more -

" general graphical material. ' o

‘Digital" plotters are those in which the input signals S
are in the form of numbers, rather than analog voltages. The
pPlotter internal mechanism converts the numbers into positioning B
and plot commands. The ability to accept digital'inputs makes
the plotter a naturai output device for computer-generated
information, and in recent years many high-speed digital plotters
have been designed to match a wide varity of computer appli-

_cations. h

~ The cost ranges for slow speed, X-Y pen plotters are
from $500-2,500, while a fairly fast, high-resolution unit is in
the $5,000 range. Computer-compatible digital plotters vary in
cost from a low of $3,000-5,000 to upwards of $100,000.

Educational applications for plotters have been relatively

% ] rare to date, .partly because of the equipment cost and partly

due to a lack of definition of educational systems which might
i require a hard copy plot output,

H
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; Facsimile is the term given to the method of producing Zl
: hard copy reproductions (facsimiles) of printed or graphic B
| Material at distances remote from the original by means of %}
; electro-optical scanning, telecommunications, and plotter/

printer techniques.

|

|

|

5-2.2 Facsimile . f} 1
|

I% differs from television in the following |

|

ways: ﬂ
(a) The original material is motionless, fixed in o
: position for scanning, and is usually limited to 8 !
B documents (letters, drawings, maps, photographs,. ; !
etc.) where the key information is two-dimensional. gi' |

- For this reason, facsimile is also termed "graphic
communications . * ' . gl.
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(b) While rapid reproduction is always desirable, it is
usually not a critical parameter compared to
reproduction quality or cost. Cost is dependent on
transmission time, since common-carrier transmission
facilities are generally utilized and paid for on a
“time-utilized" bhasis {like a long-distance telephone *
call),

(é) The end product is a permanent (paper) copy serving, at
the receiving end, tiie same function as the original
would if it had been physic2lly transported. Thus,
not only the inisrmation content, but tre format and

I} - record storage capability are important.

——y P ~————y
7
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The scanning process in facsimile is similar in concept
to that of television, usirg a liPe-dot pattern., In facsimile,
however, the original material is scanned only once. Since

it is motionless, a single scan will gather all the visual infor-
mation.

T

»

A resolution of about 100 dcts to the lineal inch is used
in commericial facsimile equipment (10,000 per square inch).
This is sufficient to reproduce text, drawings and continuous-
tone images such as photographs with acceptable quality. For
examnple, "wirephoto", a facsimile process, has been used for
yYears to transmit newspaper photographs for subséquent printing. 1

The main problem with facsimile is the historical decision,
made many years ago, that the common-carrier telephone/telegraph
network would be the primary communications link for facsimile
transmission. This was‘logical since the network was available,
and the users of facsimile, mostly business and industrial firms,

were not interested in financing special-purpose transmission
systems.
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Therefore, facsimile transmission was constrained to the
data rates of voice-grade telephone lines with bandwidths of
about 3 KHz. To see the effect of this, consider sending one
page of material over a phone line via facsimile.
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An 8-1/2" by 11" page covers an area of 80 square inches,
assumlng the contents lie within 8" by 10" borders. At 16,000
dots per square irch, the total facsimile message is 80 times
10, 000 or 800,000 dots of black/white information which have
been scanned in a predetermined sequence. If we make a crude
approximation of equating each dot to the information content

. of one frequency cycle of alternating current (whlch a repetitive

black/white pattern, alternating every dot, would approach),
then the 800,000 dots would be the equ;valent of 800,000
successive cycles,

When we take this number of cycles and transmit them over
a 3 KHz telephone line, which can carry only a total of 3000
cycles each second, it obviously will take‘gggsggg, r 267,
seconds to completely transmit the message. This is around
four and che half minutes and is the approximatzs time required
by facsimile systems., Most commercial equipment presently on the
market requires from three to six minutes to reproduce one
8-1/2"' by 11" page, while more recent and more expensive higher
speed units require about one to two minutes.

It is evident that the only way to increase reproduction
specd (assuming no_ degradation in quality, which means at least
the same incremental resolution) is:to increase the rate of
scanning, which generates the dot sequence, and also the speed
of transmission, which in turn means more dots transmitted per
second. This leads away from the standard, voice-grade line to
higher band-width communications links, and these indéed have
been utilized. The cost, however, increases proportion:z 1ly.

Furthermore, if the scanning rate is increased substantially,
‘the present electromechanical scanning methods of facsimile

equipment must be replaced by all-electronic techniques. In effect,

a facsimile scanner becomes more like a video casera and facsimile
transmission becomes more like slow-scan TV. The only difference
remaining is the hard copy output of facsimile, and since this

is also produced by electromechanical means, there is a definite
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limit to transmission speed which is imposed at ﬁhe receiving
site. This can be ovércome by recording the incoming signal on
tape, for example, and playing it back later at a slower rate
into the facsimile recorder, but the system becomés cumbersome
and expensive. E

From the point of view of educational appllcatlons, there
are certain advantages to facsimile: _
(a) Both the original and final products are paper .
. documents resembling items that normally are used to 1
a major extent in education (e.g., textbooks, reports,
diagrams, quizzes and test papers, etc.). Thus, if ‘
facsimile reproductions are used instead of. originals, |
, ho psychological adjustments are necessary by i
teachers or students. . J
(b) Facsimile has a wide tolerance to communications J
' transm1881on errors. Since any 51ngle image is made
up of many dots, the loss or misplacement of a sur- J
prisingly large number will not generally prevent the §
human eye and brain from reconstituting the original.
[é " . (See Fig. 5-3) ] _
(c) Facsimile is inherently compatible with computer-
§ controlled output information whether microfilm,
graphical or alphanumerlc, or more likely, combina-

(1 tions of these.
s Until the present, these advantages have been overbalanced
[z by the relatively poor speed and cost characteristics. Major
i improvements in the future can, however, expand facsimile's

- usage cLt of the business applications category into educational
; * areas. ’ : ¥

v

A The technology of facsimile is relatively simple to under-
§ stand, and comparison charts of available products are periodically
' published (see Bibliography) and updated.

A minimum facsimile system consists of one scanner/

S i

transmitter, one receiver/recorder and the communications link.
[§ If two-way send-receive capability is required, a "transceiver"

combining the capablllty either to transmit or receive is used
at each end.
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Almost all current facsimile scanners use electro-
mechanical scanning techniques in which relative motion in
a predetermined sequence between the doéument to be reproduced
and a_photo-optical sensor produces a sequential output of -
pPulse signals from the sensor. This is the so-called "flying
spot” technique used in the past for CBS' proposed color tele-
vision system (before standardization on the current electronic
raster), and presently being utilized in at least one of the
new "home video recorder" units.

The relative motion many be produced with the document
remaining motionless and the photo-optical lamp/sensor head
providing all of the scanning motion (flat bed technlque), or
the document wrapped around a rotatlng cylinder or drum, with
the flying-spot sensor tracing a helical path which eventually
scans all of the docﬁment area. - Faster drum rotation speeds
produce a more rapid scan. The key performance parameters are:

(a) Transmission Time. This ranges from about one to six

minutes per 8-1/2" by 11" page, as previously noted,
with standard phonerlines. '

(b) Scanning Density. The scanning density is a measure

of the res glv;ng power of the reproduction process.
As noted, "100" means 100 resolvable 1ncrements to
the lineal inch in any direction. Obviously, the
greater the scanning density number, the more closeiy
will the facsimile resemble the original. A density
of around 80-100 has been found adequate to reproduce
most text sizes, but it is important to realize that

this assumes character sizes about 1/8" high or greater.

For small type, 1/16" high for example, a density of
about 160-200 is necessary. This doubling of the

density per. lineal inch would quadruple the information

content per square inch and thus quadruple the total
message 1engﬁﬁ and, with the same line facilities,
also the transmission time. This tradeoff always
occurs, resolution (quality) versus time (and corres-
pondingly, cost). |
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‘Document Width. This is a constraint upon the
original material to be reproduced. Although more
a matter of standardization than of technology, the
commercial manufacturers naturally have selected
size standards meeting volume-market applications
(e.g., 8-1/2" by 11" standard text page) . Documents
at the 'small and large size extremes may also be
transmitted, the latter by sections at a time.
Recent facs1m11¢ recorders use paper rolls rather
than single sheets. This reduces labor at the
receiving end, permitting longer periods of

unattended operation.
Another point to note is that the density content of the

original document has no bearing on the facsimile speed. Since

a fixed scanning sequence is used, it takes as long to scan a
page with only one word in the center as a page crammed full

with text, dlagrams .etc. Naturally, the first case is more
wasteful of both scanning time and communications fac111t1es.
Along these lines, newer systems are using "data compression"
techniques similar to those employed in- aerospace and computer
data transmission systems. These generally involve "looking" at
the electrical signals and detecting repetitive patterns which
represent sizable patches of black or white on the document
original. For transmission, only a transition from white to
black or vice versa is communicated. The time interval between °
each transition also must be communicated by some scheme to
the receiver to permit reconstltutlon. Thus, breaking the
signal into two determining components, (1) period of time
during which a black or white state continues and (2) location
of transition points, permits sending all essential data,
without transmitting repetltlve signals which provide no new

information.
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Equipment is available which achieves one-minute trans-
mission time over voice-grade lines for a 8-1/2" by 11"

document, using such a data compression tebhﬂique. A small
sbecial computer monitors the original scan, makes the compres-
sion decisions and translates the signals in£9 an appropriate
format. .

. A reduction of transmission time, using average toll
charges of 20¢ per minute, will save 60¢ per transmission if
three minutes are saved. Of more significance is the per-
cehtage decrease, 75% in going from four minutes to one minute
per transmission.

These improvements have led to more widespread use of
facsimile in recent years (see Chapter 11). In each case, the
key factors which must justify its use are quality of picture,
transmission time and cost, with any improvement in one factor
usually at the expense of the others.

For a single two-way installation, i.e., one transceiver at

RN 3N S, fags St W s A
.
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each of two locations, the cost of medium speed equipment

(3-6 minutes per page) will ke about $5,000-$15,000, or an
equivalent monthly rental charge of $100-300. It is important
to note, however, that the phone line costs, depending on
usage, can annually exceed the equipment costs.
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5-2.3 Photographic Conversion

A seldom-considered -alternative to producing a hard copy
print or plot is simply to photograph a "soft" 'copy display,
such as presented on a TV screen or CRT terminal. If the
soft display is already available, the incremental cost of a
still or motion picture camera is much less than that of a
plotter.

Whether this 'method is acceptable depends on what kind
of hard copy is desired, and also upon the quality of the
image. If, for example, the hard copy is a page of text or
a drawing which eventually will be microfilmed for permanent

Storage, then photographing directly would save time and money.

7 G Sl A TR M S T, T MR 1A G S
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If, however, ‘the hard copy pages will be bound in a book,
the photographs must be enlarged and printed, and this procedure
would appear wasteful. )

Each time a media transformation takes pPlace, some image
degradation is inevitable. Thus, a film taken of a TV screen
display will be inferior in picture quelity to that viewed on
the screen. These transformation losses must be taken into .
account to determlne if the final result is acceptable.

5-3 Educational Applications

In theory, hard copy devices should find many applications
in educatlon, since what they produce is so similar to the
k1nd of materlal that students conventlonally use. The ability
to’ transmlt a map or engineering drawing to a remote Classroom,
in.a form that the student can retain and mark up if he chooses,
obviously is desirable. )

The factors which, to date, have mitigated against such
applications are cost, and also the relative infancy of
planned systems which can efficiently utilize such terminals.

The cost factor includes not only equipment but communications
charges which exist for all but in-house systems. Even the
most elementary use of computer tlme-sharlng systems, for example,
requires a teleprinter terminal which carries a rental of
$100-300 per month. Tf the terminal is used in a school class-
room 8 hours a day, and the computer is far enough away to
require phone line connection, the phone charges for that
terminal alone can run $500-1,000 a month, If 100 students
share the terminal, the cost per student per month is perhaps

$10-15, which is a 51gn1f1cant pexcentage of the school's
total budget per student.

Nevertheless, interactive computer communications with
hard copy printout is a part of a number of educational
telecommunications systems now operating (see Chapter 12,
for example), and can be expecEed to increase in the future.

-
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This increase would be speeded up immeasurably if a low_cost,

educatlonallz-orlented print/plot terminal were developed.

Almost all terminals used today for education were designed as

printouts for business or scientific use, and are not ideal

for many instructional requirements. Students are using a
Teletype (with all its noise and slow speed) to communicate
with a computer simply because it is the cheapest marglnally-
adequate unit available, and certainly not because it is
ideally suited to their needs. )

The'dearth of planned, organized and interactive educa-
tional telecommunications systems is also a problem. Hard copy
terminals are what the name implies, terminal points of a
system. The task of determining what to send a plotter, fox
example, and how to put it into the proper form are part of the
system design., '

Despite this, the trend is to an increase in the versatility

of terminals, including plot/print flexibil.cy, and it is to
be expected that their use in educat10na1 telecommunications
Will rise sharply.
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Chapter 6 - Computers °

The pervasive role which computers have played in modern
life needs no belaboring, and it is obvious that this rbdle
will continue to expand in the future, Applications which
were theorelical concepts only a few years ago are now i
operational and thriving. Fox example, computer time-sharing
has been available commercially only since 1965, and currently

.represents a market with annual revenues in excess of $100,000,000.

In education, the use of computers has been evolving some-
what more slowly than in other areas, partly due to the necessity
to translate educational objectives into terms compatible with
computer technology. Many projects have been initiated on a
trial bésis, with greater or lesser degrees of success, and some
educational institutions have advanced to the point where computer-
based instruction is an accepted portion of the curriculum. In
general, however; the impact of computers on education in the
U.S, is still prelgginary and tentativg.

Regardless of many valid arguments as to the appropriate
relationship between instructor and computer, or the cost-~
effectiveness of computef education, it is clear that. the computer's
potential for augmenting the educational process is enormous, and
that educational application will increase in the future. The
eventual impact of computers on education may not reach the
point of domination, as some computer proponents would forecast,
but it will certainly affect in a ‘major way everyone involved,
educational administrators, teachers, students and the public,

6-1 Computer Fundamentals

Whenever the generic term "computer" is used today, it
almost always refers to the electronic digital computer. There
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are computers which are not electronic (e.g., the abacus, the
mechanical calculator), and there are also analog computers
which handle information in continuous rather than discrete,
digital form. ' ’

Analog computers, while still utilized in many process
control and simulation applications, have largely given way to
digital computers for general purpose use. The ability of a
digital computer to be programmed by external instiuctions,
and its greater precision, make it inherently a more flexible
and powerful tool.

6-1.1 Basic Elements of a Computer

The basic elements of a digital computer are illustrated

in Fig. 6-1. They include:

(a) Storage (Memory) Unit -~ This section stores infor-
mation in electrical form, and provides means for
accessing and changing that information. fThe infor-
mation includes both the data of interest to the user
and instructions as to how to process the data.

The memory stores its contents in the form of
“computer words"., A word can consist of a number of
characters or diqits (usually one to six), dependiné
on the computer. A memory unit may be capable of
storing from a few words to hundreds of thousands,
equivalent to millions of characters.

Charucters are coded and stored in the form of
groups of binary digits ("bits"). A bit is a two-state
electrical representation of either of only two possible
digits in a numeration system with a base of 2.
Usually, bits are represented as being in the "0" state

" or "1" state, and can be simulated electrically by
two-state devices such as magnetic components,
(magnetized to + or - polarity), switches (on or off),
or bistable electronic circuits. The fact that only

two states must be recognized greatly reduces circuit
and equipment cost.
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Combinations of "O" and "1" bits can be used in
various coding schemes to represent any alphanumeric
data. For example, two bits can provide four different
combinations, "00", "o1", "10" and 11", and therefore
can be used to represent any four numbers or characters

A binary code is one in which "1" bits are
assigned values in a sequence of powers of 2, from
right to left. Thus, in the binary number "101",

. the right-hand "1" is equivalent to 2° power or 1.
- The middle number is the 2! power number, and if it

were a "1" bit would be equal to 2, but since it is a
"0" it is equal to zero. The left hand "1" corres-
ponds ‘to the 22 gigit, and would be equal to 4. The
total number is the sum of the individual digit values,
and for "101" would equal "4 + 0 + 1" or 5. Thus, the
binary number "101" can represent the arithmetic
character S!

Table 6-1 shows how comb;nations of only six bits,
in binary code form, can represent any digit, alpha-
betical letter, or symbol.

Thus, the memory section of the computer stores
groups of bits in electrical or electromagnetic form.
The bits in turn are coded to represent characters
which may, if desired, be furﬁher grouped to form
words., Subject only to the limitations of memory
Size and cost, any type of information can be stored

.and retrieved.

Processor - This unit is the computational and data
pProcessing section of the computer. It must perform
the minimal arithmetic functions of addition, sub-
traction, multiplication and division, and, depending
on the size and complexity of the computer, usually
can perform many more mathematical and manipulative
operataions,
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Alphanumeric
Binary Code Equivalent

000000
000001
000010
000011
000100
000101
000110
000111
001000
001001
001010
001011

[+ I V- . . JRNCRF, N Vs weN o

100011 I

100100 +

100101

etc. “etu. .- !

Table 6-1

6~-Bit Binary Code Equivalents
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Computers designed primarily for computation
will have extensive processor sections which ~an
complete thousands of arithmetic operations per
second. Large, scientifically- oriented machlnes,
(sometimes called "number crunchers") for example,
may have an "add cycle time" (the time two numbers of
word length can be added together) of one or two
millionths of a second,

Computers used in information retrieval systems,

on the other hand, are not required to perform much

computation and will have limited capability in the
respect. They will, however, feature highly efficient

methods for accessing and moving large quantities of
data, both internally and to external users of the

system.

Control - the control section is the "traffic director"

of the computPV pProviding instructions to all components

of the system as to what to do, and when to do_it. The

instructions originate from programs prepared previously.
Some functions exercised by the control section

are:

(1) providing timing and synchronization signals
(2) directing the flow of data into and out of
each section of the computer
(3) monitoring each operation to confirm that it
has taken place
(4) checking for errors or omissions
(5) providing an interface to the human operators
and/or users of the system
The control and processor sections in some computer
systems-are designed and constructed integrally, with
the combined unit termed the "central processing unit"
(CPU) or "main frame", including all computer equip-

ment except memory, input and output
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(d)  Programs - Computef programs are the instructions which
cause the computer .o perform a desired sequence of
operations. Programs are designed first as logical
operational events which must take place, and then
converted into appropriate electrical signals used
to force the computer through these events. These
signals, called "routines" and "instructions" are
stored until needed for use, some witnin'the computer
ﬁémory itself and some on auxiliary eguipment such as

'magnetic tape or discs which feed them into the computer
when required.
The general classes of programs include:

(1) oOperating Systems and Executive Programs -

this cétegory provides the basic instructions

which are necessary regardless of the parti-
cular computer appliéationa In effect, the
operating system is the framework or structure
which determines the path taken by each
computer operation, the internal timing
Sequence and the integration of components.

It can be likened to the engine of a car,
which must provide certain capabilities
regardless of which direction or how fast

the driver wishes to go.

Operating systems are usually provided
by the manufacturer of the computer. They
may be modified or even replaced by user-
created programs, but this requires expert
knowledge on the part of the user.

(2) Applications Programs - these are the special-
purpose instructions designed for particular
applications of the computer. If the computer
is to be used for educaticn, for example, the
programs which are prepared to allow the
computer to accept and store educational’
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material, direct it to students, check and
evaluate their responses, etc., would con-
stitute a set of application programs. Using
the same computer to prepare a payroll would
require a completely different set.

Applications programs may be prepared
either by the computer user or manufacturer,
or both working in conjunction. The know-
ledge and objectives of the user are neces-
sary in any event, since only the.user knows
in detail what the computer must do to per-
form as desired.

(3) Housekeeping Programs - these are programs
designed to pérfbrm special tasks which are-
ancillary to the desired application, but
still considered necessary. Diagnostic

programs, whicn continuously check various
points in the computer system to determine
whether a malfunction has océurred, fall in
this category.

Standard arithmetic procedures (e.qg.,
extracting ‘he square root of any number) or
code conversion (changing decimal into binary)
programs may also be included. These are
referred to and used as needed.

Programs may be prepared or "written" in a “variety
of "languages". If they are prepared in terms which
directly relate to the internal circuitry of the
computer, it is termed "machine language". Machine
language is most efficient, in terms of utilizing'
storage space and minimizing the computer time neces-.
sary to perform functions, but it requires such a
detailed knowledge of the inner workings of the computer
that its use is all but restricted to computer manu-
facturers or very skilled pProgrammer specialists.
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A variety of program languages, other than machine

language, are currently in use, each requiring different
degrees of computer familiarity to use. In each case,
the programmer follows a prescribed set of rules in
- Preparing his instructions and the computer converts
B these instructions to machine language 1nternally.
Program 1anguages which approach natural Engllsh
- are called "higher-order" 1anguages. They require less
. computer knowledge from the person . d01ng the program-
ming, but more effort from the computer to make the
necessary internal translation. Consequently, they
are more suitable for teachers and students to use,
but less efficient in taking advantage of maximum
computer capabilify.

to allow the direct user to do his own programmlng, is
so important, that considerable -effort has been expended
in this direction. 1In spite of the effort, however,

: [ Nevertheless, the goal of higher-order languages,

b natural languages are still many years away. Those
[ ) which are relatively simple and.in use currently, such
) as BASIC (Beginner's All-purpose Symbolic Instruction
[ Code) are also limited in power and flexibility. More
powerful standardized languages such as ALGOL (ALGOrithmic
[3 Language), FORTRAN (FORmula TRANslation) and COBOL
i (ggmmon‘gusinessﬁgriented‘Qanguage) generally require
programming skill. )
I Apart from the programs themselves, there is a
variety of other non-hardware support items necessary
{ for proper operation of the computer. These include
: " manuals, information flow diagrams, and the documentation
% ( which defines and describes the programs. All of these
items together are termed "software" as distinguished
from the "hardware", i.e., the pﬁysical equipment.
An analogy to hardware/software might be a human
o being who, physically, would represent the hardware

. entity. His education, experlences and what he has
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acquired from his environment could be termed the

software; they affect the way he functions.

Input/Output - The input and output sections of the

computer are its link to the outside world, and equip-
ment in these categories is also called "peripheral
equipment" to indicate that they function in the
periphery between the computer and the various sources

and users of data.

Table 6-2 lists the most common peripheral equip-
ment items associated with computers. Almost any device
which can store and/or communicate digital data can be
used as a computer peripheral, although the cost and
effort to achieve appropriate interface conditions may
be quite extensive if the equipment was not designed
originally for computer operation. -

Many of the components listed are described in
Chapters 3-5, and can be used in many educational
applications which are not computer~based. Other items
are useful only in conjunction with a computer, and
are briefly reviewed below.

(1) optical Cﬁaracter Reader (OCR) - a device
which optically reads printed material and
converts it into digital signals compatible
with a computer. Many credit-card receipts,
for example, are processed by OCR techniques.

(2) Punched Card Equipment - input/output devices
used to read from or punch information onto a
standardized 3-1/4"x 7-3/8" card, commonly
called an “IBM Card"“.

(3) Perforated (or Punched) Paper Tape Equipment -
input/output devices used to read from or punch

information onto a 1"-wide sprocket-driven,
paper tape.
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Function

Type of Equipment

Input Only

Output Only

Input/Output

Optical Character Reader
Magnetic Tape Reader
Punched Card Reader
Punched Paper Tape Reader
Magnetic Tape Reproducer
Keyboard

Printers

Plotters

Card Punch

Paper Tape Punch

Magnetic Tape Recorder
Console and Terminal Display

Teleprinter

Magnetic Tape Recorder/Reproducer
Magnetic Disc File

Magnetic Drum File

Communications Modems and Data Sets
Card Reader/Punch

Paper Tape Reader/Punch
Interactive Terminals

Table 6-2

Computer Peripheral Equipment
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(4) Magnetic Disc File - a storage device, or

auxiliary memory, which stores information on

il |
.

one, or a number of, magnetically-coated disecs
rotating at high speeds. Discs can be perman-
ently fixed or removable (which permits inter-
change of storage files or programs on a

frmwrem 41 :wé-»«,

modular bésis).

b ' (5) Magnetic Drum - a storage deviée, or auxiliary -
F i memory, which stores information on "tracks" i

of a magnetically-coated rotating drum. It |
serves the same purpose as a disc file,

{ .oy

: usually with somewhat longer data access times,

| e |

6-1.2 Operational Concepts

I-W-!
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During the early and mid-1950's, the application of computer
technology followed a growth curve so phenomenal that appel-

et |

& lations such as "the second industrial revolution" became common-

% place. : I}

) In most instances, the computer system was used in an "off-
: line" supportive function, (such as payroll preparation, for
example) . "Off-line" is characterized by: - -
(1) The computer and peripheral equipment generally are 3
. regarded as a semi-autonomous facility. -
% (2) Input data to the computer may originate from a single -
’ source or multiple sources, but in either case the
: ' ' original data usually is not compatible with computer
: input requirements. Transformation to punched cards,
or perforated or magnetic tape, for example, is
required before the computer can process the data.
; This transformation, in almost all cases, is per formed -
5 within the computer facility. ) 3
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(3) Input data are processed on a "batch" basis; i.e.,

a quantity of data, such as payroll informétion, is
processed by repetitive application of the same or
similar computer programs. (This is equivalent
roughly to a batch of cookies baked on a single
conveyor belt moving sléwly through the same oven,
subject to identical temperature and time environment.)
Interruption of the data processing, once begun, is

~ rare, and the processing workload can be defined
accurately. ‘

(4) The output from the computer may be printed reports,
tables, graphs, payroll checks, etc. The time frame
for decisions arising from the output data usually is
not so short as to impinge immediately on the using
organization's operations.

In recent years, the emphasis has shifted to "on-line"
systems, in which the computer is used directly as 'an inter-

acting element within the operations of the using organization.

An "on-line" computer system (see Fig. 6-2), as contrasted
to an off-line system, is normally defined by these character-
istics: '

(1) The computer and peripheral equipment are essentially

a subsystem of a total information system which
extends beyond the physical computer boundaries.
Thus, input data are transmitted to the computer
directly from the point of origin, and output data

" from the computer are transmitted directly to the
users. )

(2) With multiple data sources and users, the terminal
equipment at each location, which acts as the man-
machine link to the computer, becomes of primary
significance. In many systems, the design and
operation of the terminal and communications equipment
are critical factors, and the computer itself is of

secondary importance (assuming a capability above a
minimum acceptable level).
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(3) when input data arrive from many sources, possibly
in a random time sequence, the computer programming
must include provision for establishing data-processing
priorities. This can include holding new inputs until
previous processing is complete and/or interrupting
lower-priority processing upon receipt of higher-
priority data. Thus, batch processing, with its
orderly progression and rigid control, gives way to

processing which must be analyzed through statistical

and probability techniques to determlne "normal" and

worst-case conditions.

Table 6-3 presents a few examples of both off-line and
on-line computer applications. The main differences do not
involve the computer itself, but how it is .used in relation
to its input and output. The on-line systems, in effect, bring

the computer to a variety of data sources and users, by means

of the remote input/output terminals and communications links.

At each terminal location, the computer functions directly on

a command/response basis with human beings, most of whom have

no more familiarity with the technical details of the computer

than the average driver has with the engine of his automobile.
So far as educational application of computers are concerned,

some of which are described later in this chapter, most operate

on-line in the sense that many user terminals, scattered over

some geographical area, time-share the same computer. Although
the computer is processing many requests in a very short period
of time, each user sitting at his terminal is served as if the
complete computer facility were solely at his command. Further,
the user, whether a student or faculty member, needs to learn
only some elementary operational and programming procedures
and in a few hours usually can become sufficiently proficient
for his purposes.

Apart from an increase in the on-line, multi-terminal

mode of computer operation, another major trend has been the use




Industry

Airlines

Banking

Medical

Retailing

Education

Off-Line

Processing air travel
credit card charges,
billing

'Preparing monthly

statements for check-
ing accounts, mortgage
loans

Processing hospital
costs, charges,
billing records

Preparation of monthly
payroll, charge account
updating, customer
billing

Processing student test
scores and records

Table 6-3

o bk smann T
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On-Line

Reservation system
servicing passenger
requests in real time .

Real-time savings account
system, updated for each
transaction via input/
output terminal sets at
tellers' windows

Continuous monitoring of
hospital patient condi-
tion, with diagnostic
and alarm capability

Point-of-sale trans-
action recording, via
input terminal, with -
automatic control of
inventory and reprocure-
ment

Computer-based interactive
instruction, concurrently
to a number of students

Typical Computer On-Line and Off-Line Applications

O
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of computer systems for nonéomgutational purposes. A growing
number of applications do not rely on the computer's ability to
add, subtract, multiply, or divide. Rather, they rely on its
abili?y to receive and store information, to queue messages, to
ordganize data and to control communications.

This trend is as valid for educationél applications as for
any other. The newer computer-based educational systems, some
of which are described in Chapter 12, utilize the éomputer's
computétipnal function only a small percentage of the time, and
rely much more heavily on the information storage and management
functions noted above. There are manf educational systems
(e.g., computer-based instruction in a foreign language, or
history) which, indeed, do not ‘use any computation capability
at all.

Tﬁus, the educator must view the computer less as a very
fast calculator and more as an information management tool to
be able to estimate accurately its potential for augmenting
education.

6-1.3 Range of Computer Capabilities

There are so many types, models and sizes of computers
available that even computer specialists cannot hope to know
the salient characteristics ot each. Further, many of the
characteristics quoted by the manufacturer are highly technical,
énd, in many cases, unstandardized so that comparison is
difficult.

Obviously, then, the educator must seek qualified assistance
when recdy to specify and purchase computer equipment. During
the planning and estimating stages, however, a familiarity with
a relatively few characteristics can be he.pful in "sizing" the

proposed system.

Table 6-4 provides an approximation of the range of costs
and key characteristics for four arbitrarily defined size class-
ifications of computers, “"very large", "medium/large", "small/
medium” and "mini".
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The mini-computer will be discussed more specifically in
the next section. At this point, it is defined as a computer
system whose basic, mimimum-configuration cost is below about
$15,000 and whose typical system costs, including options and
peripheral equipment is in the $10,000-30,000 range.

The features selected for listing in Table 6-4 are those
which convey sufficient information to permit a crude evaluation
of the computer system's relative capability. The meaning of
each feature is as foliows:

' (a) Memory Capacity - this is a measure of how much
information the system can store. "On-line" refers
to the direct-access memory (usually magnetic core)
which is part of the basic system. "Off-line"
(fast access) refers to auxiliary memory units which
can be added and accessed by the system in a relatively
short time (milliseconds). It includes magnetic discs
and drums but not magnetic tape, since it takes too
long to locate data on tape to consider this as fast
access. -
. "Minimum" capacity is the smallest modular
memory size available. "Maximum" %s the largest
size the system can be expanded to, at additional
cost. '
Memory Cycle Time - this is the time required to "read"
a word from memory or "write" one into memory, and
is thus a measure of how fast the system can retrieve
or store information.
Processing Speed - the times necessary to perform
two arithmetic computations, adding and multiplyiﬂg,
are selected to indicate how fast the data processor
section of the computer works. -
Word size - the number of bits in a computer "word",
which is proportional to the number of characters,
(a typical character is 6 bits), provides an indica-

tion of how much information can be processed per
computing or memory cycle.
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(e) Number of Basic Instructions - this gives an indica-
tion of how powerful the computer 8 instruction set

is. As a general rule, the more basic types of -1 !
instructions available, the fewer the numbers of

individual instructions necessary to form a program. -
Thus, programming ié easier and less costly.,
(f) Communications Data Rate - this indicates how fast
information can be received from or accepted by the
- computer. For an on-line system with many terminals,
the “maximum" rate shown is the total for all terminals
and can become a bottleneck to the utility of the
system,
It is emphasized again that these characteristics, while
informative, are by no means sufficient to arrive at a
definite decision as to an optimum computer for any particular
application. A broad spectrum of other factors, many inter-
dependent with the way the system will be used, must be care—
fully analyzed. Even with expert guidance, the number of
computer-based systems,which have not met initial expectations
is significant.
From Table 6-4, it can be seen that the cost of a "medium/
large" or "very large" computer facility makes its acquisition
a major financial project, certainly for educational appli-

cations. While large systems are of definite ianterest, and

some are described in Chapter 12, a more recent development
has been the growth of rini-computer applications.

Since these hold great attraction for some educational
systems, and since their newness makes them more unfamiliar,
a brief summary of the features of mini-computers is warranted.

| ey |
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6-1.3.1 Potential of Mini-Computers

Within the last few years, the cost of microelectronic
circuitry has dropped sharply. Standardization of circuits
and high-volume production, plus the achievement of better
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yields in high-density packaging (such as building hundreds
of circuits on a tiny wafer as in Large-Scale Integration) have
combined to make possible for the first time low cost vet

surprisingly powerful computers.

This category of mini-computers is éeparated from other

computers in cost and size alone. Otherwise a mini-computer
has all the features of a larger unit. .
The dividing pqint is somewhat debatable,- bu.t it is

usually accepted that any computer system, including peripherals,

that costs less than $25-50,000 (the exact price depends upon
whoever is doing the defining) is a mini-computer.
The basic components of the mini-computer, the processor/

control unit and the smallest module of memory, currently cost
from about $2,500 at the low end to about $15,000 at the high.
To this minimum configuration must be added peripheral equip-
ment and, depending upon requirements, more memory modules as
the system expands, resulting in the $25,000-50,000 total
system cost noted above. :

Obviously, the most attractive feature is the reduced cost.
There are now educational time-sharing systems, using mini-
computers, which can handle 8 terminals for a total system
cost below $40,000 and up to 32 terminals for about $80, 000.
This makes the use of small, on-campus systems much more
attractive.

It is interesting to note, from Table 6-4, that many of
the features of mini-computers, such as processing speed,
are as good as the large and very large systems. This is
due to the use of the same types of electronic circuitry,
although in smaller .quantity. ' ,

There are some disadvantages to mini-computers, at least
in their current state of developmenﬁ. First, the use of
emaller word lengths presents some difficulty in data mani-
pulation. Secondly, the restricted amount of memory space
available places a premium on programming so that efficient_
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use is made of the room that is available. Since the most
efficient type of programming is in machine language, as
Previously noted, many users are forced in this direction
if their application requires all the memory available. Thus,
the advantages of more convenient programming languages such
as BASIC may be lost, or conversely, if used will require the
addition of more memory to the system.

A third problem is that, unlike the main-frame and memory,

the cost and size of peripheral and 1nput/output equipment have -

‘not gone down proportionately. A teleprinter, for example, is
the same in either a large system or a mini-computer system,
and costs the same in each case. Some progress has been

made in a “w areas. Magnetic tape cassette units are becoming
available w.th a reduction in cost, and smaller disc storage
units are Being designed especially for mini-computer appli-
cations. As a general rule, however, many items of peripheral
equipment are over-designed, over-sized and over-priced for .
mini-computer systems, and consequently they dominate the
systems' overall cost-effectiveness.

This condition will be remedied, however, and the growth
in mini-computer systems seems assured. The key factor is
"that when the cost gets low enough, many applications which
formerly could be handled only through a large centralized
facility can now be localized and decentralized (see 6-2.4.1).

6-1.4 Software Considerations

As anyone with computer experience is well aware, the
importance of the software cannot be over-emphasized. Properly
conceived and implemented, computer programs- can direct the
system to operate with amazing efficiency, while conversely,

poorly developed programs can render an expensive installation
almost worthless.
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Despite its criticality, software (which as used herein
means everything necessary to make the computer system work
except the physical equipment) has been and remains more of
a craft than a science to even ifs professional practitioners.
To the educator who wishes to use a computer system, it can
be the area of least familiarity and highest difficulty.

The manufacturer of each computer generally supplies a
software "package" which includes the general-purpése operating
system and executive programs, and perhaps some self-test or
:diagnostic programs. Documentation is also available in the
form of manuals which explain what these programs are designed
to do.

At this point the computér system can be used for a
variety of general-purpose tasks. Indeed, libraries of programs

are available, either from the manufacturer or from user

organizations, which can increase the number and scope of these

tasks. '
For almost any new application, however, a group of

- special-purpose programs must be developed. For an instructional

system, as an illustrative case, the content of the curriculum
has to be translated inte computer operations, and the capability
for query and response, with a variety of possible combinations,
also has to be'programmed.

These application programs (which for many systems can

represent more man-years of programming effort than the general-
purpose software) can be produced in many ways. The educator,
for example, can provide the computer manufacturer with his
objectives and course material and the manufacturer can
develop the applications program package. ‘

This removes the programming burden, and in many cases
is reasoﬂably satisfactory, but suffers from some disadvantages.
Costs are high, since the manufacturer is diluting his primary
effort into a specialized area, and indeed some manufacturers

are not interested at all in doing this.
The major problem, however, is that the achievement of
the users' objectives, in this case educational, is delegated
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to someone who has admitted computer expertise but possibly not
enough knowledge of the educational process. Distortions of
intent will occur inevitably, and may be major. The educator-
useér cannot be sure that the distortions are due to the
inherent limitations of the computer, or to the delegation process,
ObV1ously,.close coordination between the ulser and the
software developer, whether it be the computer manufacturer or
1ndependent software specialists, will help to minimize this
problem. It still remains as a serious one, however.
One way of improving the situation is for the user to
gain some familiarity with programming techniques. This
does not imply becoming expert, but learning enough to provide

a better deqree of coordination between the objectives and

the resulting programs.

As a case in point, when NASA experienced its great

" period of initial growth, in the early and middle 1960's, the

problem arose of testing the new rocket boosters and space
vehicles by means of computer-based testing systems. The
question arose as to how to transfer the very specialized

skills of the aerospace test engineers into the required pro-
grams. The alternatives were:

(1) train the cognizant aerospace test engineers in
programming and have them develop the programs
(2) train ‘experienced programmers in aerospace testing
(3) use teams of engineers_and programmers working
" together

In practice, all three alternatives and hybrids of them
were utilized, with the third being perhaps the most prevalent
because of the urgent time constraints, Where time and man-
power permitted, however, the first alternative proved to be
much more efficient. It was easier for an aerospace engineer

to learn programming than for a programmer, who usually had
less scientific and engineering training, to learn enough about

the test regnirements to be efficient in translating them for
the computer.
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The same probably holds true for educational computer
systems, (or medical, legal or any other highly professional
application), and where a teacher or faculty administrator can
and does become familiar with programming, the best results
can be achieved.

Quite apart from the technical aspects of programming, it
must be realized that the software represents the "master plan"
for the system, and must be conceived and structured to do
what the user wants done. This is not necessarily the same
as making the programming task easy for the programmers.

Figure 6-3 illustrates, in simplified form, the planning
and development cycle for a computer system and is as valid
for education as any other application. The cycle begins with
the initial user motivation which may or may not result in a
decision to develop the system. In most cases, a justification
analysis is necessary to determineé whether the contemplated
system appears feasible and cah meet preliminary objectives,
Once the decision for impiementation has been reached
(the "Yes" of Figure 6-3), the user must define:
(a) What the System Should Do - Since an on-line computing
system is basically an information distributor with
the information used for a variety of purposes (control,

decision-making, reporting, etc.), defining what the
system should do may be considered the equivalent of
establishing the information flow and format
requirements. o

Ideally, the user should define these objectives
before the constraints of available hardware or

standardized software are applied, rather than permit
the latter to inhibit the desired information flow.
The idealized objectives necessarily will be modified
if they cannot be achieved realistically, but their
_initial establishment at a user level sufficiently
high to be able to weigh all relevant factors is

the crucial point,
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The- defining of this flow dictates the final
software structure. The more detailed the definition,
.the fewer the difficulties which usually arise when
the software is considered in depth only after the
computer hardware has been sized and selected.
Decisions on the desired information flow and
format are no different from the normal management
responsibility to establish the ground rﬁles and
.over-all requirements for any complex project. The
dominant feature of on-line computing systems, as

compared to other equipment systems, is the dependence
upon software which in most céées requires a major
special-purpose, one-time development effort. This
area simply is too vital to be permitted to proceed
without adequate management definition and coﬁtrol.
How Much the Desired Performance is Worth - The
information flow and format requirements, in most

cases, will not be fixed within rigid limits, but
rather will permit a range of performance ranging
from "ideal" down to "barely adequate". This
spectrum must be correlated with a corresponding
range of estimated costs for the contemplated system.

Again, this concept is not unique to computer systens,
but the emphasis on "éQEEl cost" is especially
critical. The environment for on-line systems is
-exceptionally fluid and subject to change, and
historically, this has led to gross underestimates
of both the initial and sustaining costs of software.
An expression often used to describe real-time
systems is, "Pay for the hardware once; pay for the
software forever". The point made is that users
should expect and be prepared for a substantial
continuing effort in upgrading and modifying soft-
ware, unless the operating environment is unusually
static. Allowance for this-continuing effort will
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increase the estimated total cost, which in turn
will provide a more realistic appraisal of the
system's cost-effectiveness. '

(c) How the System will be Implemented - Together with

- cost and performance obﬁectives, the method of imple-

menting the proposed computer system is also the
concern of management. How the system will relate
to the total organization, the assignment of man-

_ power and resources, départmental responsibilities
and controls, and 1nterdlsC1p11nary training must
be considered as dynamic elements of the computer
System and, to the extent possible, defined and
structured.

Implementing the system may dictate a realign-
ment of traditional departmental and individual
responsibilities. fThe related procedures and

personnel relationships may well require considerable
time before realization.

After the preliminary objectives and contraints have
been defined, a system concept can be formulated. At this point
the help of computer experts can be enlisted, and a range of
available computer hardware and software configurations
evaluated to arrive at relative figures of merit.

From the conceptual phase through the initial system
operation, there is a continuous feedback and modification
Process, in which the status of the system is compared against
initial and updated objectives and .appropriate changes made.

With the acceptance of a conceptual design, the implementa-
tion proceeds into the system definition phase. Here, firm
hardware énd software specifications are prepared and interface
requirements defined and controlled. These, when approved, form
the basis for selection of the most suitable computer,

peripheral and terminal equipment, and for structuring the
software.
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The entire effort to this point is part of the initial
analysis of objectives, and the translation ¢¢ these objectives
into documentation sufficiently precise to permit implementing
the system with a high expectation of adegquacy and efficiency.

Up to this point, theoretically, no commitment is made to specific

hardware procurement or computer procramming.

Understandably, this process iz expensive and _time-consuming.
The bulk of experience to date indicates, however, that extended

effort in this initial stage almost invariably reduces the total

system cost and development ti-ie, and increases its efficiency
by orders of magnitude.” If any generalization can be made with
certainty, it is to recommend erring in the dlrectlon of more
effort, rather than less, in the planning and defmnltlon stages.
Revisions can' be made without the multiplied cost and time
Penalties implicit at later stages, when hardware is in being

and thousands of manhours of programming have been completed.
6-2 Educational Applications

The use of computer-based educational systems is still in
its infancy, although many pioneering efforts have been in
operation long enough to arrive at some preliminary evaluations,
at least. Because of the computer's power and flexibility,
it is certain to be used more in the future, and in ways which
have not yet been conceived.

"Machine teaching", in which automated devices were used
to assist instruction, was initiated in the 1920's, even before
the development of the computer. Many devices were developed
during the course of- the years, and continue to be developed
at present. Most were conceived by non-educators, priced
relatively high, and did not demonstrate any significant
instructional advantages. The focus invariably was on the
hardware, with most products being incompatible with any others,
The software, in many cases, provided no greater instructional
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value than did programmed textbooks. As a result, the use of
teaching machines never attained widespread accepténce.

In the late 1950's and 1960's, a growing number of digital
c0mputers on college campuses, which were acquired for scientific
research or for accounting and record-keeping, became available
for other applications. Faculty members, some of whom had
computer experience, became interested in developing educational
systems and, in some cases, obtained sufficient financial
sponsorship to develop sizeable projects. In parallel with
this, a few computer manufacturers beéan to take interest in
the market for educational systems and offered specialized.
products and software for sale.

Some typical systems are described in Chapter 12. Before
these can be evaluated, however, a brief discussion of the
ways in which computers have been applied to education may be
helpful. .

6-2.1 Computer Assisted Instruction

Computer Assisted Instruction (CAI) is the utilization of
a computer to guide a student through a programmed course of
instruction, with the computer as an active element of the
instructional process. Other names for essentially the same
technique are Computer-Aided Instruction, Computer-Augmented
Instruction, Computer-Administered Instruction, all designated
CAI. Occasionally the word "Learning” is substituted for
"Instruction”, resulting in "CAL".

In the narrow sensé, CAI implies a computer program

developed for a specific course which presents to the student

a planned sequence of instructional material, through a remote

terminal.Used more broadly, it can include all uses of the
computer for education, including data processing and problem-
solving computation.
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istic of CAI:

(a)

(b)

(c)

(a)

(e)

(£)

(9)

—~  (n)

Both the instructional content and testing material
are stored in the computer memory

The instructional content is structured in terms of
measurable student performance objectives

The rate of instruction is controlled by, each indiv-
dual student., Each student may be at a different

. point in the "course" at any given time,.

Information feedback (e.g., test results) is used to
attain individually responsive instruction.

,Knowledge of results and progress is provided to

students on an immediate basis. Progress to a new
increment of instruction usually requires correct
response to porior increments,

Recycling through any portion of the program iz
permitted.

Instructor assistance is available for students
encountering difficulty

Instruction is modularized, with each module containing:

(1) .a "pre~test element" -~ which enables a student to
' pre-test himself and skip material he already
knows
(2) a "lesson element" - the instructional material
(3) a "review element" - a review and/or test for
mastery of the objectives established for the
lesson module.

Figure 6-4 illustrates the information flow of a typical
CAI system. The student begins at the pre-test element and
answers questions directed at him by the computer. If he passes
the pre-test, he can skip the lesson and review elements and
proceed directly to the next lesson module.
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If he does.not pass, he is required to continue into the
lesson element. Herg, depending on how the course is programmed,
he receives a combination of problems and instruction which
are designed to teach him the subject. These are presented in
a sequence so that the student must understand a particular
step before proceeding to the next.

At the end of the lesson element, the student is tested
again, A "pass" permits him to proceed to the review element,
while a "fail" requires that he take a remedial instructional
Sequence and go through the lesson element once again.

The same procedure holds for the review element, except
that the computer judges the final test results and, if the
student fails, classifies the degree of failure to determine
appropriate action. The student may be directed to undergo
another remedial sequence, or recycle back to the beglnnlng of
the element, or seek assistance from the instructor.

ObV1ously, CAI is more easily adapted to courses which
are fact and logic-oriented (e.g., mathematics) and least
adaptable to subjects in which "right" and "wrong" answers are
difficult to define (e.g., philosophy, creative writing).
Further, even in a course such as mathematics, only a portion of
the course material may lend itself easily to CAI technique.

It is also clear that the value of any CAI course depends
greatly on the software, i.e., that is, how goéd a job has been
done in translating instructionalxprocedures to computer form.
This task requires close interdisciplinary cooperation between
educational and computer specialists.

To date, a number of CAI operational modes have been
developed, on an ascending scale of sophistication. The most
common are described below.

6~2.1.1 Drill-and-Practice

The "drill-and-practice" mode is the simplest CAI application
The computer stores practice exercises in increasing degrees of
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difficulty, and presents them to the student in that sequence.
By using the memory capacity of the computer and its ability to

monitor a number of students concurrently, the teacher is relieved
of the burden of repetitive drill and supervision. Thus, drill-

and-practice is designed to supplement the teacher's duties, or,
at best, to assume the more routine functions, rather than to
pPresent new instructional concepts. }

In this task, the computer undoubtedly is very efficient
(and patient), and readily permits each student to proceed on

an individualized basis, both as to level of difficulty and rate

of presentation.

The “"tutorial" mode of CAI is more advanced than drill-
and-practice, endeavoring to present to the student essentially
the same information as might be contained in a programmed text-
book. The computer program assumes responsibility for specific
.instruction, and approximates the tutor-student relationship.

The justification for using a computer lies in its ability
to store many contingent instruction modules, selecting the
appropriate path to match the student's progress. With this
“branching" capability, the student can more easily evolve or
construct the answer rather than simply select one from two or
three choices.

Because it attempts a more complex instructional mode,
tutorial CAI naturally is more difficult to progcam than drill-
and-practice. A broader range of student responses must be
anticipated, and provided for (including even such minor tech-
nicalities of recognizing mispelled words). If the advantages
of the computer are not utilized efficiently, the cost of this
CAX mode can be intolerably high.,
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6-2.1.3 Inquiry/Response

In the "inquiry/response" mode, an interactive or
conversational dialog takes place between the student and the ' ‘
computer which goes beyond simply matching student answers with
a list of acceptable responses stored in the computer's memory.
In a simple dialog system, the student is free to make
a wide var1ety of responses which are judged by the computer,
In a 1anguage program, for example, the student could begin to
write complete sentences after having received very little
prior instruction. The computer would tell him what he is d01ng
correctly in each case, allowing the student to “zero in" or
converge upon an acceptable form after a number 6f attempts.
Thus, learning is achieved by discovery, or trial and error,
than by a structured ‘right/wrong" instructional program.
More coﬁplex dialog systems would allow even wider lati-~

"tude in student inquiry, with the objective of achieving a

Socratic model of instruction. As this objective is approached,
however, great difficulties arise in programming the computer,
Ideally, the student should be able to enter his questions in
"natural" language, which would be properly intepreted by the
computer. As yet, the programming "languages" which have been
developed are highly restrictive, forcing student inquiries to - -
conform to the limited rules of the program lanquage utilized.

Some progress has been made in selected systems, but to
date the dialog systems which have been implemented are relatively
narrow in scope. The full potential of this technique awaits
the refinement of "higher-level*" programming, i.e., approaching

natural language so far as the user is concerned.

6-2.1.4 Problem-Solving and Computation

The "problem-solving" CAI mode consists of using the computer
as a computational tool rather than a textbook, w1th less re11ance

on a body of data stored in the computer memory. 4
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In a simple application, the computer acts as a high-speed
calculator to do the computation required to solve a problem
that might otherwise be too difficult or lengthy. A problem such
as coﬁputing the value of "W" to a high degree of precision
(at last record a computer has actually done this to over 2000
Places) would simply be unmanageable without the computer,

" A more complex application permits the computer not only
to compute, but assist in the problem-solving process by
evaluating each step and indicating errors as they occur. This
can be done by giving the student access to a number of pre-
programmed routines which can not only perform calculations,
but can be combined for error checking.

Computation need not be a separate mode in itself, but

- can be combined with other CAI modes such as inquiry/response.

The programming becomes more difficult in this case, and to
some extent, computer efficiency is reduced since a compromise
must be effected Letween the predominately memory-oriented
instructional process on the one hand and the computation-

oriented problem-solving routines on the other.

6-2.1.5 Modeling and Simulation

A promising application of.computers to instruction is
that of "modeling” and simulation. These techniques have been
used extensively in "war games", system design, business fore-
casting, etc., but are relatively new in education.

A typical example in a business administration course, for
example, would be to set up the characteristics of a company in
the computer, including past history of sales, earnings, operating
ratios, competitive factors, product development, etc. Then a
set of assumed conditions for the future could be given to the
students such as national economic conditions, potential new
markets, technology trends and any others deemed relevant.
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The student is then requested to decide upon specific
action to be taken, constituting in effect a business plan.
These actions are entered into the computer, which is programmed
to evaluate their effect upon the company. This effect, in the
form of projections of future sales and profits, is then presented
to the student.

The advantages of a computer in such a simulation exercise
are that it can quickly analyze the combined effecf of many
parameters (but only in accordance with the rules of the game,
its programmed 1nstruct10ns) Thus, a 20-year projection can
be calculated in minutes or hours. .

Further, the rules can be changed if desired, permitting
evaluation of many comblnatlons and ranges of 1nfluenc1ng
factors, agaln in a short time. This task, like the difficult
computatlonal job discussed above, simply could not be done
any other way without excessive cost or time being ex;ended.

As might be expected, the value of such simulation depends
completely on how accurate the model is,iand whether the program
rules are flexible enough to embrace the numerous possibilities
worthy of exploration. If a process is not understood well
enough to construct an acceptable model, the power of the
computér to mislead can be as strong as its power to illuminate.

6-2.2 Computer-Managed Instruction (cMI)

Computer-Managed Instruction (CMI) involves the use of
computers primarily as tools for evaluating student progress
and matching students with instruction appropriate to their
individual needs rather than actually performing the instruction.
Thus CMI deperds upon the resources of conventional textbooks
and audic/visual devices, in addition .to the human instructor,

and acts more in diagnostic and administrative support of the
instructor.
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Some of the functions implicit in CMI include:

(a) testing'students and evaluating test results, usually

at a number of stages in the course.

(b) Matching test results with appropriate learning

prescriptions.

(¢) 1limited use of drill-and-practice CAI, again primarily

as an evaluation device and for remedial purposes.

(d) development, maintenance and supervision'of student

‘instructional histories.

The data base developed by CMI systems which have been
operating for some period of time can be used as a guide to
improve CAI techniéues and programs. With iterative refinement,
not only can CAI be optimized for the majority of students, but
special versions can be produced fof the minority of "exceptionél"
students, either in the advanced or retarded category.

Many variations of CMI are possible, from a simple record-
keeping system to one with interactive diagnostic and counseling
capability, in which students are guided to the appropriate
instructional materials;by the computer, which in turn has been
supplied with student progress records by the instructors.

6-2.3 Information Storage and Retrieval

In information storage and retrieval systems, the computer's

prime function is to store, provide access to, and distribute

information from a "“data-bank". The flow of information,

particularly from the computer to the user, may be relatively
large compared to an interactive system.

The information stored and retrieved may be in direct
computer-compatible form, such as coded alphanumeric data in
the computer's memory. It may also be in non-compatible form,
such as microfilm or video tape, in which case the computer
controls the means for selecting the appropriate information,
but the transmission back to the user gs non-digital and
essentially outside the computer's purview.
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In this category are included information networking, dial-
access audio/visual, and computer-based mixed-media systems. {
There is considerable overlap between the ;etrieval and
{ interactive systems. For example, a computer system may include
the dual capability for interactive problem-solving and also
s accessing a large data-bank. Nevertheless, the separation is '
useful from a technological point of view, as the information ‘
\+ ) storage, communications and display characteri::ics differ

markedly..

In a problem-solving system, there generally is a low
volume of data tramsmitted between the computer and any.user

{ terminal. This is partly because of the nature of the terminal
{ itself, usually a slow-speed teleprinter, and partly because of
the inherenf delays in CAI, primarily at the user end while the
{ student is deciding how to respond.
Thus, in many cases, a very low bandwidth communications

link is adequate. Voice-grade telephone lines are entirely
l satisfactory for single-user connection and, in fact, are used
I
i

as "party lines" in most systems, to accommodate a number of .
user terminals.

adequate for user-to-computer communications, in which a request
is transmitted. For the response, this.is not true. If, for
example, the request is for receipt of a TV program, a wideband
communications link is necessary. ‘

Even for retrieval of static visual data, such as still
pictures, pages of a book, etc., telephone links impose an
. operational handicap. As noted, the transmission of one
8-1/2* x 11" page by facsimile normally requires some 3-6
minutes over telephone lines. While this may be adequate for
isolated cases, it would hardly be compatible with a general -
pur pose, multi-gser retrieval system.
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For a retrieval system; the low bandwidth link may be
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The features of the user terminal also vary greatly between
the interactive and retrieval computer system. The interactive
system can use a teleprinter terminal because the time interval
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of the user inquiries and the computer's response are reason-
ably compatible with the speed and printout capability of the
terminal.

For a retrieval system, the user's terminal may not differ
in the "request" capability. The "response" portion of the user's
terminal, however, must match the characteristics of the data
being retrieved and may correspoﬂdingly be much more elaborate
and expensive. If a TV video/tape is .being accessed and retrieved,
the user's terminal must in effect be a TV receiver, If visual/
static graphical or microform data is retrieved, then perhaps a
facsimile hard copy receiver is required. If library inter-
change of large quantities of alphanumeric data is the objective,
a high-speed line printer may be the receiving terminal device.

For interactive problém-solving, the computer memory
storage is not required to store and provide access-to very
large quantities of essentially similar data. On the other
hand, the software library, i.e., the programs necessary to
solve the wide variety of pProblems anticipated will be extensive.
Thus, the interactive system is useful in proportion to the
comprehensiveness and variety of its 13 rary of "applications"
brograms. Any specific program may be“used relatively rarely,
hbwever, and in almost all cases the quantity of.data manipulated
and transmitted in either direction is relatively small.

Conversely, the networking/retrieval computer system
stores a vasf amount of data, ordered and filed so as to be
accessible within acceptable time limits. Essentially no
computation or data processing is done, but the software in this
case acts as a traffic director. The critical functions of the
software are large-file management, data access’ and control of
communications. Tha computer, in this instance, "computes"

very little but serves as a data repository, i.e., a library
with its attendant functions.

From the above summary of characteristics, certain operational
conclusions may be inferred. .The interactive system permits the
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computer and user to interface at an input/output rate more con-
venient to the user. 1In other words, the man-machine interface
is designed more for the slower human rates than for the computer,
For this reason, use of the computer in the interactive mode

usually is not cost-effective unless a large number of users can
be served.

The information networking or retrieval system, on the
other hand, is usually not cost-effective unless a'ggeat deal of
data can be communicated to the user in a short time, in most
cases shorter than the time required for utilization of the
data. Thus, a retrieval system (except for the extreme cases
where only small quantities of data are retrieved) is more’
efficient as a machine-to machine system and is constrained,

sometimes drastically, by the man-machine output interface, i.e.
the user terminal.

6-2.4 Selection of Computer Systems

It is clear from the féregoing discussions that selection
of a particular computer as the optimum for an educational
application is not an easy task. In most cases, this decision
has been either abdicated or rendered moot because a specific
computer was already available and had to be used, or because
a standard system was purchased from a manufacturer. Examnples
of the latter are the IBM 1500 Instructional System or RCA's
Educational 70 system. :

There are no rules which can guide the educator auto-
matically to selecting the best hardware/software configuration
from a maze of possibilities and in most cases expert advice

-and consultation is necessary. The critical factor, however,

is that the educational user must first define the requirements
of the system and then modify these, if necessary, to fit
equipment constraints, rather than than accepting a recommendation
for a specific system and then trying tc fit his educational needs
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to that. The first case permits him to know exactly how much

he is deviating from his objectives, the second does not..

This is even more true in the software area than in hardware,
Since the questions of what is presented to the student, and

how it is presented, determine whether the system gains acceptance
and represents any improvement over present methods.

6~2.4.1 (Centralized vs. Decentralized Computers

One basic decision which must be reached in any widespread
educational use of computers is the chcice of whether a \
centralized or decentralized system approach should be used.

A centralized system is one which uses a single, large-
scale computer to serve many user terminals and locations,

The computer might be a facility costing millions of dollars,
and could serve a reqgion of schools and universities, possibly
with thousands of terminals. Since a large geographical area
is served, the terminals are linked to the computer by communi-
cations networks, usually telephone lines.

A decentralized system would use small computers located
at each using facility, e.q., one per school. The small

computer could serve a much smaller number of users,

but enough
for that location,

The connection from computer to user terminals
is usually direct-cable, paid for and owned by the using
institution.

There are advantages and disadvantages to eaéh approach,
(1) cCentralizeqd:

(a) The large computer offers "economy of scale" °
performance, i.e., it gives:more ¢omputing power
per dollar.

(b) Program preparation can also be centralized and
and made more efficient. Further, programming
effort does not have to be auplicated at each

location, and a large library can be built up. for
everyone's use.
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(c) The computer can be operated.and maintained by a
group of skilled professionals who would not be
‘ obtainable by smaller facilities
(2) Decentralized:

(a) The system is not dependent on costly, and some-
times unreliable communications 1links.
The system can be "dedicated" to a single
application and optimized for that,.instead of
having to be able to serve in a variety of
applications. '

(c) Changes, in both hardware and software, can be

made much more quickly and easily.

At this point in time, no clear-cut choice can be made
for all cases, but it is likely that decentralized systems will
proliferate faster than centralized ones. This is partly due
to the jurisdictional and budgetary quirks of U.S. school
districts, where smaller sums are more easily come by, and partly
to the expectation that mini-computer systems will become even
more attractive in cost and performance.

The software requirements of the decentralized systems,
however, will represent a substantial challenge to local educators
and, if this cﬁallenge is not met, the utility of such systems
could prove disappointing.

6-2.5 Costs of Computer - Based Instruction

It is extremely difficult to determine the precise costs of
a computer-based educational system. Historical records of
prototype systems are available, and provide the best sources
of data, but even there a number of interrelated factors tend
to blur the evaluation. Some of these are:
(1) The computer in many cases is being used not only for
instruction but for other tasks such as record-keeping
and accounting.
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The cost of preparing and updating programs may
fluctuate wildly, dependent upon whether they are
prepared by local faculty or not, and whether the
curriculum requires drastic revision to be compatible
with the computer. Another factor is the possible
availability of programs already prepared by other
educational institutions, in which case this cost
may drop almost to zero.

3

-
——f

. The cost of operating and maintaining the equipment,
which may range from students doing these tasks on an
uncompensated basis as part of their training to a full-
time professional staff.

k- v»«*} ot

The number of 1nstructors required to monitor the
computer and students, supervise the instruction and
coordinate results., .

The long~term upgrading'of program material, both to
improve instruction in the light of past results and
also to keep the curriculum material up to date. This
cost is determinable only after some years of system
operation,

{» Fron e »-! [ ]
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As a result of these variables, cost estimates for computer-
based education have been quoted at anywhere from $0.20 to $10.00
per student-terminal-hour, a 50:1 range.

[ R}
L mnias

Tables 6-5, 6-6 and 6~7 provide typical, rather than
definitive costs, and should be so viewed.

Table 6-5 shows- cost vs. coverage for the large, centralized
computer approach. The New York City pilot CAI system and the
Dartmouth-Tlme<Sharing-System have been used as examples. It is
interesting to note that although one utilizes CAI and the other
conversational interaction, the costs per terminal per hour are,
for all practical purposes, the same at present.

Table 6-6 provides similar data for two currently available,
small, dedicated educational computer systems It can be noted
that the cost per terminal per hour is reduced about 50-60%.

This is counterbalanced, however, by the fact that the smaller
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computers are more limited in both capability and flexibility,
and require more sophisticated programming in many cases.

Table 6-7 compares the cost of a CAI course in college
physics at Florida State University against a CMI project
also developed by the same staff. As expected, the CMI costs
are much lower. ?
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Curriculum Preparation

Behavioral /Scientists
Writers
Physicists

CAI Coding

CAI Coding Personnel
Computer Time

Film and Graphics Production

Art Work and Service Cost

Co.aputer Programming

CAI ITEM
CATEGORY COST

(K = Thousand Dollars)

12K

12K -

6K

30K

12K
10K

22K

6K
6K

Data Management Programming 54K

Data Analyses Programming 15K
69K
CAI Instructional Cost
CAI Computer Costs 15K
Proctors 3K
18K
Experimentation
Graduate Students 24K
24K
Office and Clerical 10K
University Overhead 60K
TOTALS 239K
Cost per Instructional Hour
a. Development $4.07
b. Operations 1.79
TABLE 6-7

Cost for a Collegiate CAI Physics Course and CMI .
Course Curriculum Development Project at Florida State University

CM1 ITEM
COST

0
1.3K

o loo

11K

$1.04
.59
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CHAPTER 7 - DISTRIBUTION TECHNIQUES

Information in electrical form may be distributed in a
variety of ways. Some of the questions which must be answered
befo. ¢ a choice of distribution systems can be made include:

(a) What is the form of the electrical signal as it

enters the distribution system?

(b) What is the desired infbrmation flow (i.e., how many
* Sources, how many receptors, one-way or two-way
commun1cat10ns)°

(c) can the original electrical form be transmltted '
efficiently?

(d) Are there many signals to be distributed over the
same paths?

.(e) WwWhat form is de81red at each reception ‘point (to
matck the receiving terminal)?

(£) What are the relative costs of alternate dist:ri-
) bution methods?

(g) What constraints are there (e.g., FCC allocatlons
of frequencies)?

Even after the answers have been determlned the selection
of an optimum system is not always c ear and in many cases may
require the services of communications specialists,

This chapter reviews the basic concepts involved in trans-
mitting and distributing electr1ca1 information. Chapters 8
and 9 focus, respectively, upon wire and wireless carriers.

7-1. ¢ommuhication Modes

7-1.1. Transmission Medium

Al

Electrical signals can be transmitted as a current through
electricallz.conductive material, such as wire and cable, or
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they can be sent through space as an electromagnetic radiation.
Both media are in wide use, and almost all systems combine

the two for different portions of the transmission path. A
radio broadcast station, for example, will use wire to feed
the signal to the transmitting antenna, and wireless from that
point to the receivers.

Fig. 7-1(a) is the generalized diagram of any electrical
distribution system. There must be a source of electr1ca1
power wluch forces the flow of electrons in a w:.re, or radiated
enerqy through the air. This power must be used hy a load of .
some sort, and, f:mally, there must be a complete path for the
electrical flow.

Fig. 7-1(b) is an elementary sample of wire transmission.
The battery forces electrical current through the res:.stor,
which uses (dissipates) power, and around the complete circuit.

Although metals are more highly conductive to electricity

(offer less resistance) and are therefore commonly used for
wires and cables, they are not the only materials which can

transmit electricity. Aall materials, in fact, will conduct
some amount. Those which, for practical purposes, conduct
an insignificant amount are called insulators, while there is
a category which permits some conduction but no{: ‘80 much as
the metallic elements. ]

The earth itself will conduct electricity with varying
degrees of resistance, depending upon ground conditions between
the points of entry and exit. Thus, in Fig. 7-1(c), the earth
between the two "ground"connections will complete the electrical
path, allowing some current to flow. , '

Since the metallic wire or cable is a much better conductor
thi1 the earth, and also subject to less interference from
outside signals, most wired systems provide complete paths
without depending upon a ground return path for the normal
flow of current. Many systems, however, use a metal case or
chassis as a common conpection point, which is also called
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"ground" though it may be insolated from the earth. In these,
individual wires form one path, and the common metal object,
which is the tie point, forms the other. Ground connectiong
to the earth, in such cases, are to prevent differences in
electrical potential from building up with consequent shock
or spark hazard.

Wireless systems also provide a return path through the
earth, -as shown in Fig. 7-1(d). Here the combination of -
radiation losses in the air, directivity losses (the portlon
of the power lost because it is radiated in directions which
the receiving antenna cannot pick up) and poor earth conductivity
make it necessary to provide a relatively'iarge amount of

power at the transmitting antenna in order to receive even a
tiny fraction of that power at the receiver, -

There are losses in wire transm1551on systems too, due
primarily to power dissipated in the electrical resistance of
the wire or cable. Long distance systems will require periodic
amplification along the distribution path.

7-1.2. Information Flow

Between any two poinfs in a net work, . there are three
possible ways in which information may be required to flow:
(1) oOne-way only, always starting at point A and being
received at point B (Fig. 7-2(a)). This is called
the "simplex" mode and results in the 'lowest cost
syster since-A requires only a transmitting device
and B only a receiver.

(2) Two-way (not simultaneous), in which information can
' flow from A to B, or from B to A, but not at the
same time (half duplex mode Fig. 7-2(b)). Here
terminals A and B both must have transmitting and
receiving capabl}lty and in addition, the system

must incbrporate means for knowing what is happening
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so that no z2ttempt to transmit both ways simultaneously

~an occur.

(3) Two-way (simultaneous), in which information can

flow either way at any time (duplex mode, Fig. 7-2(c)).

To permit this, either two separate simplex cir-
cuits are used, or the two signals must be separated
electrically (either in frequency or time) so that
they will not interfere with each other.

Full‘duplex or half-duplex does not necessarily require
that the channels be symmetrical or of equal bandwidth in both
directions. A student communicating throﬁghra keyboard with
a computer, - for example, can only send data vefy slowly, but
the return from the computer may contain a high volume of data

in a short response time.  Thus one channel might be a telegraph

or phone line, and the other a wideband video circuit.
7-1.3. Modulation

In Chapter 3, the necessity for modulation was briefly
outlined, and the two most common forms, AM and FM, described.
Unmodulated signals, such as the audio output from a

microphone or the video outputvfrom a video camera, can be
transmitted only over short distances without excessive penalty
paid in power losses and degradation. A closed-circuit
television system confined to a single building or campus might
well use direct distribution of audio and vid=o signals, but

if the cable distances extend to a faw miles or mecre, the need
for amplifiers and similar components will begin to outweigh
the efficiencies achieved by modulation.

The choice of what carrier frequency to use, if through-
the-air broadcasting is used, may well be dictated by FCC
assignment rather than any other criteria. For wire trans-
mission, particularly coaxial cable where the outer conductor
shield keeps radiation from occurring, more selectivity can °
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- be exercised, both as to carrier frequency and modulation
technique. i

Here the choice would be determined by:

(a) Type of Wire Link Available - Telephone-line wires,
for example, can transmit a bandwidth of about
3 KHz, video coaxial cable up to 30 MHz, and RF
coaxial cable up to perhaps 1,000 MHz. The cable
costs, however,. also rise proportiohately.

(b) Bandwidth of Information - This must be less than
the carrier frequency. There is no way to trans-

mit a 0-20 KHz high-fidelity orchestra signal or a
4 MHz TV signal over a 3 KHz voice-grade telerhone
line in real time without distortion and loss of
some information .

(c) Requirements of Receiving Device - If, for example,

a TV receiver is the end-point, the carrier firequency
should logically be that of a standard TV channel,
and the modulation scheme also compatible with the
receiver's standards. Multiple modulation and
ccnversion normally would be avoided unless other
factors override the receiving-end compatibility.
(A case 'in point would be ITFs; described later, in
which the FCC dictates 2500 MHz as the broadcast
frequency. This requires an added converter at the
receiving site to change frequency to a standard
VHF TV channel.) |

7-1.4. Multiplexing -

In many applications, information is generated at a number
of locations (e.g., student terminals communicating with a
computer). One way of transmitting them of course, is to
provide a separate communications link between each source and
destination.

iy,
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This quickly becomes wasteful, particularly if a single
channel can be made to carry all of the generated information.
This can often be achieved by multiplexing, which means com-
bining different information signals on the same communications
link.

Fig. 7-3(a) illustrates the basié muitiplexing concept,
with signals generated at locations A, B, C and D being
combined onto a single line. '

Obviously, multiplexing must be done in such a way. that
the signals do not interfere with each other and can be
separated readily at the receiving end. ‘

Two common ‘techniques used to accomplish this are called
"Time Division Multiplexing" (TDM) and "Frequency Division
Multiplexing" (FDM) which, as the names imply, separate the
individual signals in time and frequency respectively.

The principle of TDM is shown in Fig. 7-3(b). A rotating
switch éequentially contacts A, B, C and D and remains at each
position for a short time interval. Thus each signal .is trans-
mitted serially on the single output line, and each occupies’
its own time slot so that there is no interference.

If A, B, C or D are continuous signals, it is evident

that during the time the switch is not at that location, a
portion of the information is prevented. from reaching the out-
put. Thus, TDM always results in some loss of information,

If the speed of rotation of the switch is made high enough

so that it comes around each time before any of the siqnals
have been able to change significantly, the data loss can be
made unnoticeable. Thus a critical requirement of TDM is

that the sampling rate be high compared to the frequency

spectrum of any individual signal. In . practice, the rotating
switch of Fig. 7-3(b) would probably be an electronic sampling
circuit capable of very high switching speeds. Many slow-speed

telegraph/teleprinter systems, however, still use rotating
electromechanical switches, as described in Chapter 5.
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FDM, as illustrated in Fig. 7;3(c), takes each signal and
translates it to a different frequency band. If A, B, C and

IW.!

D for example were all audio signals with a normal frequency
range of 0-5 KHz, for instance, then the frequency translators
might add 5 KHz to A, 10 KHz to B, 15 KHz to C, and 20 KHZ to
D. Since adding two freguencies together produces a frequency
. which is their sum (along with a difference frequency and the
original frequencies, all of which must be filiered out), the

| el |

fo>

| ety |

result will be: ST
F(aA) = 5-10 KHZ - -
F(B) = 10-15 KHZ , g |
: - F(C) = 15-20 KHZ -
‘ F(D) = 20-25 KHZ v i ;
- These new signals, all of which now occupy a different < i
position of the frequency speétrum, can be mixed together on =
the same line, and can later be separated by abpropriate filéers. i §‘
FDM has the advantage, compared to TDM, that no portion — %
of the original information is lost. 1Its disadvantage is the -i
need for accurate filters, a component whose design i= hardly
exact and whose characteristics may not be linear. Aas a result; I ’
some distortion of the original information is hard to avoid. i
Demultig;gxinq is the reverse of r:ltiplexing, separating ? §

out the individual signals from the composite. All of the
illustretions of Fig. 7-3 can be viewed from right to left,
with the combined signal being the input and the deﬁultiplexed
signals the respective outputs.

v\..‘*j
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7-2. Distribution Networks

lmq}

The type of distribution netwotk used is related to the
number and location of the receiver/users in the system, and
to some extent Qhether reception must be controlled or not.
Fig. 7-4(a) illustrates the.éimplest E}pé of ﬁistribution
system, termed "point-to-point", where there is oﬁly one source

i

[
o S L

5




B

7-11

N e o e B, & b~ A

-

Transmission Medium i
[~ , A . (Wire or Wireless) B ¢
B i (a) Point-to-Point

,,,.,
Lo

F : i
B & B

- Transmission | : » . :

—~ A Medium (Wire 1 c

! = or Wireless)
T .
. \ 1
P | D :
e (b) Point '~ to - Many - Points :
N ;

L ) !
. !
; !
. - |

\

- o
. ‘s -
- B ‘ Transmission B Area of
e A ' Medi ireles :
; . [ledium(Wireless) ~ Coverage

=
/
/

- (c) Broadcast N
N

/

~

fv l; Figure 7-4

l : Distribution Networks §
. [ ?




b A e e e, w e - o B

7-12

of information and one using location. A wired system would

be a direct connection between the two poinfs (neglecting any
requirement for amplifiers, modulators, etc.). The wireless
equivalent would be a highly directive beam aimed from a trans-
mitter so that only one receiver in a specific location could
receive its signal, (This is a typical microwave repeater

link, used in cases where cable connaction might be too expensive
or difficult, such as across a river.) .

Fig. 7-4(b) illustrates a "point-to-many-points" network
in which information is directed from a single source to a
selected number of receiving locations. Again the actual paths
Ccould be zither wire or wireless. Aan example of the former
Would be a CCTV system in which a TV program can be sent to a
specific group of receiving monitors, possibly under control
at the source. ' ] ’

The "broadcast" mode of Fig. 7-4(c) implies a signal which
covers a relatively broad geographical area. A radio or TV
station which might have a strong signal up to a 50-mile radius
from the transmitter would be an example., Anyone who poséesses
a compatible receiver can receive the signal, with no pos-
sibility of being able to select or control the number of
receivers at any time. 'If, of course, a non-standard freéuency
or mode of modulation is transmitted, the potential user is .
forced to obrain a receiver which is comﬁatible, but the general

philosophy of broadcast systems is to maximize, not limit, the
audience,

The concept of "cable-casting" has arisen recently, -
particularly with respect to CATV systemé, and it is a wired
- equivalent to wireless broadcasting, in which a locally-
generated program is sent over a particular cable channel,’ and
any subscriber connected to tﬂe cable system can receive it on
his TV set. This is not a retransmission of an over the-air
TV signal, but one originated by the CATV operator (qr perhaps
a local school) within the cable system itself. '
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Apart from tne destinations to be reached another
s;gnlflcant feature of the distribution network is the hature

‘of the path taken. Fig. 7-5 illustrates various routlng

technlques in common use.

The "switched network", shown in Fig. 7-5(a), is one in
which many paths are available between the source A and. the
destination h Which particular path is selected at any
particular time depends on whether ‘some are being used for
other messages. The system will automatlcally search for an.
"open" path and route the A-B message on it. At a later time,
another path likely will be selected.

" The most obvious example of the sw1tched network is the
dial telephone system. If someone in New York ‘dials a number
in Chicago, his call-may go directly to a wire link between
New York and Chlcago. If, however, these direct circuits are
all busy, his call may be routed from New York to Los Angeles,

. and then from Los Angelés to Chicago. The caller does not

know, or care particularly, whlch route is taken and he is
charged the same toll in either case. ) :

The advantage of the switched network is the ab111ty to
"load-share", i.e., seek out and use 1d1e circuits when others

" are temporarily overloaded, thus smoothing out the peaks and

valleys of traffic flow. The cost and complexlty of the seek-

] 1ng and switching apparatus, however, reserves this technique -

for large-scale systems. Further, the diversity of paths
carry with them an equal diversity of possible noise and inter-

- ference.

Fig. 7-5(b) illustrates the fixed-path, “"dedicated"
connection. This is equivalent to a point-to-point direct
link in that, even though a vdriety of equipment is in the
traffic path, theypath is always the same. Thus it can be

- optimized in terms of matching the signal characteristics.
Since it is dedicated to only one source and user, however, the

24-hour-a-day cost must be borne by that application and in
many cases the cost is high. :

s
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The party-line type of routing is showa in Fig. 7-5(¢) in
which one channel carries the same information "down the pipe",
and many users can tap in at'any location. The number is _
limited only by whether the taps degrade the main stream of
1nformat10n or cause inteference among users, .

A more sqphlstlcQtedAroptlng technlque is the "message
switchind' approach of Fig. 7;5(d). The>message switching center -
contains storaqe, address locatlon and.___gptatlonal ‘capability
in addition to sw1tch1ng.

As an 111ustratlon, both A and B may W1sh to send a message
to C. 1In each case, the message is coded thh an address which
identifies C as the recipient. The messagé center receives
both messages and, depending upon the way it is programmed, may:

(a) Immediately send message A-C, followed by B-C

(b) Store both, hold them until more messages for C are
accumulated, and then send them all. (Store-and
“forward mode) ’ '

Check message priority and send the high-priority ~
at once, accumulating the lower-priority messages
for later transmission.

At present, message switching systems are used primarily
on common-carrier and government networks, but they are equally
applicable, for example, to a large educational time-sharing
computer system where termlnals must communlcate not only with
the computer but also Wlth each other.

7-3. Analog vs,. DigitalnTransmission

77-3.1, Characteristics of Analod and Digitalqlnformation

Some preliminary discussion of digital‘information and
coding was provided in Chapter 6, -in connection with computer
storage and processing techniques.
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In a more general way, digital information in electr1cal

~ form can be described as that information which can be’ completely
defined by a combination of two procedures:

(a) Representation by a number of discrete elements.
—————~o= diScrete elements.
Although not the oniy approach, almost all electr1ca1

systems limit these elements to either of two

pgssxble values. This permits low-cost data processlng
and communlcatlons circuitry, since each c1rcu1t need
only - maintain (or 1ecognlze) these two states.

(b) Establisbment of a code which translates groups of
these two-state elements into equivalent numbers,
letters or symbols.

In computer terminology, the two-states are designated "o“
and "1" and the elements are called "bits", The rate of trans-

mlsslon of digital information is measured by blts-per-secon

(bps) and all bits are electrical pulses of e equal time duretion.

Thus, a transmission rate of 1,000 bps means that 1000 bits,
each of which can be either a o” or "1% are sent through the
distribution system in one second Each bit 1asts the same

period of time (perhaps 1/2 millisecond) and is separated by
a period of time (the other 1/2 m1111second) from the next bit.
In data communlcatlons another term is used which-is )
sometimes confused with "bits" and "bps". Thls is the "baud",
an old telegraphy term. A baud is defined as the reciprocal
in time of the shortest code element. Bauds and bit _ rates

are equal to each other if two-level si ignaling is used and all

code elements are equal in time. This is true of computer-

generated data. 1In telegraphy, however, some code elements

(such as "dashes" in the Morse Code) are transmitted for longer

time intervals than others ("dots”") and the baud would be ~
dlfferent from bit rate. Since it is the rec1procal of the
shortest code element, the baud is a measure of the maximum -

transmission rate. TIf the shortest element, together with
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its spacing interval requires one-hundredth of a second, the
baud rate would be 100, meaning that up to 100 of “hese o
elementshcould.be transmitted.perbsecond throuéh the system,

Many common-carrier links are épecified‘in baud, particularly
the low and medium speed channels. The decreasing use of
telegraph-type codes, however, is resulting in bit rate gradually

superseding baud as the measure of-digital tranémission rate.
So far as educational telecommunlcatlons systems are

concerned the ma1n categories of information transmltted are

audio,. video and‘gggg. Audio and video are generally analogq,

or contindous, in form (although it is- possible to convert
them to a series of digital values if this offefs any‘advanfage).
Data, on the other hand, is innerentlfqdigite;jin nature,
consisting ‘of text (Qiscrete alphabetical lettefs); numbers ,
and symbolic characters. In the word “Aﬁ“‘ for example, the .
A and N are separate characters’ and, once- coded digitally,
make up all of the information to be s*ored or transmltted
If these two lett ters in digital electr1ca1 form are transmitted
and recognized properly, there can be no loss of information.
This feature gives digital transm1551on one significant .
advantage. Analog ‘signals, whether transmltted by wire or
wireless carriers, are subject to degradatlon and distortion

from many sources. Some of these are the nonlinearities
1ntroduced by such dev1ces as amplifiers (needed to compensate
for signal losses) and filters (to block unwanted signals).
Others, such as thermal noise generated by random electronic
motion, are inherent in the electronic process. In either
case, the pertubations make more difficult the task of receiv-
ing the analog signaiies an exact representationjof the original
information. The problem can be likened to measuring an
exact point on the ruler - with the ruler moving somewhat
erratically all the while. ’

In digital transmission, however,'the_receiying equipment

need only determine which of two states each bit signifies,
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This task .is much easier than measuring and reproducing a

id ‘.du'v,.l 4l w}

specific analog value on a continuous scale. Further, only
very grbss perturbations in'the>transmission system can cause : |
an error in this determination., As an example, attenuation

; can. reduce the amplitude of digital pulses, but an amplifier
inserted into the system need only recognize Qhethef each bit
is a "0" or "1", and it then can regenerate a clean, high <
power output signal. This is true cven if individual pulses
are degraded seriousljk(but not enoul jh to prevent the "O" or

Jrominnq
L ]

L)

Lo

"1l" recognition). .- . -

The advantages of digitai transmission in terms of greater
error immunity and simpler switching and multiplexing circuitry
are somewhat balanced by the fact that greater bandwidth is
required to transmit the same information. Each digital
character, since it is coded into a group of pulses represent-
ing bits, takes more time to transmit. Consequently, if ;
transmission time is to be conserved,'thértransmissioh rate
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must increase, necessitating increased channel bandw{dth.
In spite of this, the greater immunity to error and .

the direct compatibility with computers make digital trans- ,

mission more and more popular in communications systems.

r
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'7-3.2. Diqital (Data) Transmission

7-3.2.1. Pparallel and Serial Transmission

; Transmission of data coded in digital form involves

: sending a number of electrical pulses-over the commuﬁications
system. A group of pulses (anywhere from 5-8 depending on

‘ the code used) represents a specific character, which may

; be a number, letter or symbol. '

In order to transmit coded characters, it is necessary

" to arrange them in a way that will allow their reception without
uncértainty. Two techniques permit this to .e done, and are
known as "parallel"” and "gerial® data transmission.
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pues ey

. In parallel transmission, each element of a character
‘has its own conmunication channel so that the total character
is transmitéed at the same time., Fig. 7- -6(a) 111uscrates _
parallel transmission of- a 5-bit character. all five bits
are transmitted simultaneously on their own lines. Then the
hext character generated at‘the‘transmitter end is sampled
.and transmitted the same way.

", Y‘
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For serial transmlsS1on, shown in Flg. 7~ 6(b), each b1t
of the character is sent in sequence over a single line. The
line must have some means. of be1ng switched 1n turn through
all of the bit positions, and the dlstrlbutlon 'system at the
receiving end must have a way of 1dent1fy1ng and, if necessary,
separating the.various elements. ’

Since serial transm1551on requlres SW1tch1ng through each

bit position, it would ‘take 5 sw1tch1ng intervals to trans-

mit the 5-bit character of Fig. 7-6(b). The parallel system
-of Fig. 7-6(a), on the other hand can transmit the full

i : 'S-bit character at once. Consaquently, to achieve the same
7 character transfer rate, the serial system would have to switch i
at a b1t sampling rate five times as fast as the .character
transdission rate of the parallel system.
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The necessity for high bit sampling rates is one draﬁback
of serial transmission, since these rates involve added
expense for switching and synchronizing equipment in addition - '
to requiring broader band, more costly communications channels. “ .

Parallel transmission, on the other hand requires a

luamv.j 14 g %

~,,W.,W.“,«,
bt

“channel (either a wire pair or, for wireless, a separate
frequency band) for each bit in the character. For transmission .

over any substantial distance, the cable costs become so high
as to be prohibitive.

U |

i

As a result, serial transmission is used for the bulk
of data communications, with parallel transmission confined
lﬁ primarily to 'short-haul systems. Further, most of the digital
J codes accepted .for data communications are designed for serial

I
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- “transm1551on, since the order of sending each b1t in a character
lj is defined precisely. -
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7-3.2.2. Communications Codes

Table 6-1 illustrated a generalized 6-hit b;nary code
which mlght be used for computer storage, Gata processing
or communlcatlons. With respect to communications particularly,
howeve:, a few specific codes have been standardlzed to some
extent. _

Fié: 7-7 shows the Baudot Code, which arose from early
Teletype use. It is a 5-level code used only for slow-speed
applications and devices (e.g., telegraph, teleprinter, -
paper tape punches and readers). , _

Since 5 ‘bits permits only 32 unique code combinations,
two of the codes shown "Letters (Lower Case)" and "Figures
(Upper Case)" are used as prefixes to defxne which code column
of Fig. 7-7 applies at that particular moment

Fig. 7-8 illustrates the modern USACII (United States

- American Standard Code for Information Interchange) Code,"

which is designed for both low and high-speed data transmission,
including computer-to-computer communications.

USACII is an 8-bit code which uses 7 of the 8 bits to
provide 128 character possibilities as shown in Fig. 7-8.
The 8th bit is known as a "parity" bit and is used as an
error-checking bit. ,

Parity checking is a scheme where the 7 bits (in this case)
of each character are summed to produce an "even" or "odd"
result. In the summation, "1" bits are counted as odd_nﬁmbers
and "O" bits as even, so that the character “"1001101" would
produce an "even" result. Another way of viewing it is that
if the number of "1" bits is odd the sum is odd, and if the
number of "1" bits is even the sum is even.

As these summations are made for each character, a "1"
bit or a "0" bit is generated and placed in the 8th bit position .
go that the sum of 8 bits is always an even or odd number.

If "even par:.ty“ is used, then the 8th bit will make all

characters have an 8-bit even sum, adding a "1" to the 7 b1t '
odd totals and a "0" to the 7 b1t even totals.
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When the data has been transmitted and received, a
circuit in the receiving equipment will check to see if,
indeed, the sum of each 8 bits is even. If go, the character
is assumed correct and if not, a transmission error will be
noted. S _ ] -

This scheme will detect many errors but not all. If the
parity sum is odd, then an error must have occurred since the
received 8-bit character differs from that sent. If, however,
two "1" bits of a character are changed to "0" bits, the sum
remains the same, even or odd,-as before. Thus, compensating
errors are not detected by parity checking.

A large percentage of transmission errors, however, are -
caused by short electrical transients which may affect a
small group cf characters. Even the detection of only one
parity error in the group can serve to call attention to the
possibility that the data may be suspect. Some systems
autonatically request a second transmission in that event,

The parity feature, therefore, has some value and can
be incorporated at relatively little extra expense.

Most computer and terminal manufacturers today are
designing for c.mpatibility with USACII so far as the device-
to-device communications are concerned, even'though a computer
may use a different code in its internal processing,

7-3.2.3. Modems

The term "modem" is a contraction of "modulator/demodulator",
and refers to equipment that changes the form of electrical
information to best match the communications and distribution
system that will be used. (The Bell System uges the term
"data set" instead of modem, and this has also gained acceptance,
so that the two terms are used interchangeably.)’

When digital information, in the form of a sequence of
pulses, is to be transmitted over a voice-grade telephone line,
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certain inherent 1ncompat1b111t1es exlst since the telephone
network is designed prlmarlly for analogq voice signals.

As one example, "noise" or transients on a phone line
are not uncommon, but theY'Wlll not generally. distort a voice
conversation so badly that it cannot be understood. These
same transients, however, can introduce many errors into a
serial train of pulses and possibly render the data completely
useless.

Consequently, it has been found necessary to modulate the
pulse” train by converting it to an analoq signal which carries
‘the same information as the pulse train but can be transmitted
over the phone line more conveniently. At the receiving end,

a matching modem demodulates the analog slgnal back to the
original form. -

Many technlques are employed by modems, depending upon
the required rate of data transmission, and whether optional
features such as error checking are desired. One of the
simplest schemes is "frequency shift keying" (FSK) in which
a digital "1" shifts a carrier frequency to one value, and

a "0" to a second value. As an. example, a carrier frequency
might be 2000 Hz, which is a:good'frequency for voice-grade
lines.. A "1" bit would- cause the frequency to shift to 2100 Hz,
vwhile a "0" would shift 1t the other way to 1900 Hz. At the
rece1v1ng end, the 2100 Hz and 1900 Hz ”bursts" would be
reconverted back to 1's and 0° 's. . ’

Modems are available from both telephone companies and
independent manufacturers, in a wide varlety of data trans-
mission rates. (See Chapter 8 for more detailed data.)
Prices average about $1 for each bit-per-second, as a rule of
thumb. i \ .

Standard, dial-up phone lines can be used to transmit up

- to 2400 bps with relatively error-free results, and up to
4800 bps with specialized techniques for minimizing and
detecting erros. Above this, a "dedicated, conditioned"
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line may permit data rates to perhaps 9G00 bps; and reauirements
in excess of that nccessitate a broadband, rather than

wm&wﬁ&cmmmmumshm
There are now under development all-digital wire

" communications networks in which the characteristics of the

¢cable, switching centers, etc. are speqifiéally designed for
digital data communications. These, when available would

require no modem equipment.
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CHAPTER 8 - WIRE CARRIERS -

Early analysis of the possible uses of electricity focused
on how electrical energy could be transferred from one location
to another. It'was~found that the metallic elements, in
general, offered low resistance to the flow of electrical
current. This meant that less power is required at the source
to force a significant current flow, and also less power is
dissipated along the metallic path itself than for most other
materials; . ‘ ' .

These characteristics, plus the mechanical strength of
metals, and their relatively low cost (particularly copper and
aluminium) presented an'ideal combination for the conduction
_ of electrical energy. As a result, the electric utility
industry was born, and a vast network of wire and cable was
developed to transfer power. from generating sources to users.

With the irvention of the telegraph, and later the
telephone, wire began to be used for the transmission of
information rathérithan raw power, and a second network,
designed'primariiy for telecommunicationé,-came into being.

' In the field of electrical power transmission, metallic
conductors remain the only carrier used to any significant
extent, since in wireless transmission most of the power
radiated is dissipated in space. So far as information
transmission is concernéd, however, wireless techniques have,
-since the advent of radio, grown to be a major competitor
to wire carriers, since the criterion is receipt of an
accuraté representation of the original informatioﬁ, rather

1

than receipt of large amounts of power.

8-1. Types of Wire Communications Circuits -

Wire communications circuiis can be classified by the
physical characteristics of the wire itself, or by the kind
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of information they are designed to transmit. In the latter
case, three major categories are commonly used:

(a) Low-speed lines - these include all lines whose
bandwidth capability is below that sufficient to
carry a human voice intelligentle Telegraph
and teletypewriter communications constitute
the main applications for this category with
data rates of up to perhaps 150 bits per second.

- Medium-speed lines - this category, also termed

"voice-grade" includes lines which .do have the band-
width for human voice transmission, whether or not
they are aqfually used for voice communications.
All of the nation's telephoﬁe-line circuits fall
into this grogé, constituting by far the major net-
work in the U.S. and, indeed, the world. Typical
bandwidth of a voice-grade line is 300-3500 Hz,
which means that both low frequency information and
also information above 3500 Hz (but still in the
audio range) cannot be communicated without severe
distortion. With an appropriate modem and special
conditioning, digital data up to about 10,000 bps
can be transmitted over a voice-grade line.

High-speed lines —,these'include every channel whose
bandwidth is greater than that of a voice-grade
phone line. Terms such as "wide-band" and "broad-
band" are also used interchangeably to signify -
high-speed‘communication circuits.

Physically, simple wire pairs are used for most low and
medium-speed circuits. For very short distances, individual
wires mayfbe connected on a point-to-point basis, but for
longer distances, multi-conductor cables are generally used.
These contain a number of pairs of wires within the same
jacket and braided metallic shield.- Cables are available
with anywhere ffom a few pairs up to hundreds of pairs,
depending on how many individual circuits are needed.
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Many circuits use a "twisted-pair" configuration in which
the two insulated wires are twisted around each other through-
out their length., This is to minimize unwanted interference,
since the electromagnetic fields set wp around the wires tend

to cancel each other out.

For any substantial communications distance, wire pairs
are limited to frequencies ﬁelow one or two Miz. One reason
for this is the increased power losses for higher frequencies.
A second .is the so-called "ékin-effect". As the frequency of
the electrical current increases, more and more current flows

around the surface of the wire, rather than being distributed
uniformly throughéut its cross-section. This not only results
in effectively wasting most of the conductive material, but
also increases the possibility of radiating signals outside
the wire, much as- an antenna does.

Thus, for any high-frequency transmission, starting with
the video range, coaxial cable is used. In the coaxial con-
figuration, a solid copper inner conductor is surrounded by
insulating material which maintains constant spacing to a
cylindrical braided copper outer conductor. A prétectivé

‘insulating jacket covers the entire assembly.

With this geometry, the electromagnetic fields are main-
tained entirely within the cable itself. The outer conductor

is almost always "grounded" and thus serves as a shield, both -

to preveat pickup from outside the cable, and.to restrict
radiation from within, N

Many types of coaxial cable are available, designed for
different frequency ranges, underground or aerial wiring,
necessity to bend around sharp corners, etc. In general, the
larger the cable diameter the greater its bandwidth capacity. -

Video coaxial cable is capable of transmitting a bandwidth
from 0-30 MHz. RédioJfrqu___z (RF) coaxial cable is available
to carry signals up tc perhaps 1,000 MHz with tolerable
attenuation and power loss.
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8-1.1. Private vs. Leased Lines

For those telecommunicatiqns systems entirely within a
user's facility (e.g., a school building or the campus of a
college), the communications lines generally will be: installed
privately, as part of a user-owned ‘facility.

When 1ongér distances are involved, however, the
practicability of privately owned lines decreases sharply. 1If,
for example, a school district wishes to interconnect ten
schools as part of a closed-circuit TV system, the lines may
have to cross many municipal jurisdictions and rights-of-way.
Simply to get permission may be too time-consuming and
expensive, let alone actually stringing poles or dlgglng
conduit through a sizeable geographical area.

In these cases, the "common carrier" companies offer an
alternative in terms of leased communications channels.  The
common. carriers (the term "carrier" in this case refers to
the companies, rather than the technique for‘sendihg electrical
signals) are companies whose business it is to provide com-
munications facilities to the public. They are generally
regulated monopolies, since their operations impact the ‘public
so directly. )

The best known common carriers are the telephone companies,
with AT&T (the Bell System) owning about 80% of U.S. tele-
phones, and General Telephone and Electronics (GT&E) and a
host of smaller companies the remainder. Western Union is
the other major common carrier, specializing in telegraphic
and data communicé?ions services. _

Table 8-1 outlines the types of leased lines available
from the Bell System. In many cases, Western Union offers
comparable channels.’ .

Fo almost all facilities, the choice is available between
switcched--network or privéte, dedicated channels. As noted in
Chapter 7, with the switched-network, the path the signal takes
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Series 11,000

230.4Kbps

'8-5
Switched . |
Service or Private Capability Applications (Typical)
TWX (now W.U.) S Narrow band, to telegraph, teletype
150 bps.
Series 1000 P
Series 2000 S Voice band, medium vgicg gg KHz
Series 3000 P speed coggugérsgg-computer
(up to 10.8Kbps)
computer-to-terminal
-"(up to 10.8Kbps)
terminal~to-terminal
(up to 10.8Kbps)"
Series 4000 P Voice band, special facsimile, tele-
conditioning photograph
Series 5000 Q
(Telpak, C,D) S Wideband, high speed, All high speed data
to 230.4Kbps in communications above
increments -10.8Kbps
Series 6000 P Voice band transmission of audio
program material to
AM, FM, TV studios
Series 7000 P Video band, incre-~ Transmission of video,
ments of 6 MHz TV, ETV
Series 8000 P Wideband, to.50Kbps @ Private line high-
speed communications
Series 10,000 P Voice band Interconnection to
: . private microwave
systems
S Wideband, 50 or Different users may

) share the same channel

TABLE 8-1

Available AT&T Communications Links
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is impossible to predict. This leads to a much greater
poséibility of changing electrical characteristics, noise,

interference and distortion. If these can be tolerated, costs
are generally lower.

Private lines, since they afe dedicated to a single\usef,
must be leased on a 24-hour-a-~day basis. If the anticipated

usay,> is low, the cost is generally prohibitive.

Sp:.:ial conditionjing is available on voice-grade private

lines, which in effect means the electrical characteristics

are optimized for the expected type of signals.

-TableKP-Z lists typical costs to lease a private, low-speed
line. Costs may vary from state to state, since the applicable
tariffs must be approved by each state's public utility com-
mission. From Table 8-~2, the cost of a 100-mile, Type 1002
line would be $140/month. If a teleprinter terminal were at
each end, and the terminals are assumed to rent for $100/month
each, the operating cost of this communications link would be
$340/month, It can be seen that for an educdtion computer-
-based system, if the dlstances were long and the number of
terminals sizeable, the communications ‘cost would be a major
financial undertaking. '

If a voice-grade, medium-speed line is required, Fig; 8-1
illustrates typical toll charges for the dial-up, switched
network. These charges, depending on distance'and time of day,
vary from a low of $3/hour to as high as $27/hour. The
advantage, however, is that only the tlme;gggg is paid for.

~ In contrast, Table 8-3 lists typical costs for a private
voice-grade line. The cost per hour is less when amortized
over a 24-ﬁour-per-day, 30~day-per-month interval, but the
line must be leased for the full month and if only in actual
use a few hours, the cost per hour of use could be high.
Private lines, obviouél?, require a minimum usage threshhold

to be practical.
Table 8-4 shows the typical lease rates for a high-speed
line, in this case capable of carrying up to 50,000 bits per
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second. This is the equivalent of about 12 voice-grade lines,
and. the rates, compared to Fig. 8-1, are in the order of 7-10
times as high as a single voice line.

It is interesting to note that even this high-speed line
falls far short of the bandwidth necessary to carry one TV
channel. The 6 MHz required in thac case is the informational
equivalent of some 2000 voice channels of 3 KHz each. Thus,
video information can be sent over the.voice netwﬁfk'only by
slowing down the transmission rate, which requires storage on
tape and‘playback at a very low speed. .

Table 8-5 shows thLe Data Sets (modems) available from the
Bell System when digital data must be sent over the voice net-
work. Many other manufacturers offer comparable equipment,
functionally interchangeable with the Bell units, on either a
purchase or lease basis.

At present, se&.eral non-common carrier companies are
requestiny FCC authorization to construct all-digital communi-
cations networks which would be designed only for data
transmission. The future availability of such service will
eliminate the need for modems.

8-1.2. Advantages and Disadvantages of Common-Carrier
Communications Links

There are many advantages that leased common-carrier
communications can offer to designers and users of educational
telecommunications systems: .

(a) No capital investmené is required for the communications

" portion of the system.

(b) Almost any point in the U.S. either is served by,
or accessible to, a common carrier.

(c) There is unlimited flexibility to expand (or con-
tract) the system as necessary, again without a
capital expenditure.
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(d) * The time required to integrate the communications
links into the system is usually much shorter than

if a new privately-owned network were constructed.

(e). Funds for operating a system may be more easily
obtained by educational organizations than for
constructing one, as there are generally limitations

; , on new plant expenditures.

When these are added to the fact that in many instances, ‘ 1.

the,difficulties“involved in constructing a private communi-

{' cations network over a sizeable area simply cannot be met by
- an educational institution, the common-carrier networks

[ generally win by default if for no better reason.
Although there may be no other choice, the disadvantages i
[1 of common-carrier communications must be acknowledged and’

evaluated before any applications can be implemented:
(2) Switched-network communications are susceptible

|

to unpredictable variation in performance
characteristics. Private lines are better, but
require a high usage factor.

ARt 88 < IS 1 3 1 £ e -

(b) Digital (data) communications facilities are harginal-

to-inadequate, since most common-carrier circuits

J...».f

were designed for analog transwission.

e p ey g o

~

(c) Line rental charges are relatively high, making
| ’ the communications portion of the system a major
operating burden.

, (d) There is a shortage of broadband channels, which
can accept mixed-media signals, such as video, audio

} - - and data combined together.
The last item is particularly critical, since the majority

¥ .
P of educational systems will-have mixed-media requirements, and
i -

! [j most particularly will transmit video information which in

’ itself requires broadband communications links.’
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This expanding need for video transmission has led to
particular consideration of new broadband communications net-
works (BCN's). Closed-circuit television (CCTV) is a form
of BCN which has been utilized by schools for many years,
but it offers no solution to the problem of distribution. With
CCTV, either a privately-owned coaxial cable distribution is
installed, or common-cairier cable services are leased. ' In
either case, the limitations noted above are present.

Two more recent hybrid distribution techniques offer
great potential féf educational systems. The first is
Instructional Television Fixed Service (ITFS), a broadcast
system in which a special frequency is assigned by the FCC
for instructional purposes only. The second is CATV;rﬁhich )
is a wired broadband distribution system reaching an increasing
number of U.S." homes. . '

ITFS is described in detail in Chapter 9. The background
and potential of CATV are discussed below.

8-2. Broadband Communications Networks

8-2.1. cCable Television (caTv)

The original justification for Community Antenna Television
(CATV) is well-known: to bring commercially broadcast tele-
vision programs to remote or inaccessible areas which could not
receive a satisfactory "off the air" signal. In 1948-1949 the
first CATV systems were constructed, using strategically
located high-gain receiving antennas to pick up broadcast signals,
and a coaxial cable network which distributed the signals to |
each subscriber's TV receiver.

Although first aimed at geographical areas of weak broad-
cast signal strength, CATV later became popular in metropolitan
and suburban locations where broadcast television signals
were strong. Among the reasons for this popularity were thg
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desire to have a choice of more programs than were broadcast
in the local community and an improvement in picture quality
due to eliminat;on of interference from buildings, radiated
electrical noise, etc. Table 8-6 illustrates the exceptional
growth of CATV between 1952 and 1970. Projections are that
by 1980, perhaps 20-30,000,000 homes will be "cabled".

While CATV was growing in number of operating systems,
there was a concurrent grdwth in channel capacity (a CATV
"channel” is 6 MHz, consistent with commercial TV standards).
From the original 3-5 channel systems, rapid introduction of

seven—channel (the maximum number of VHF stacions assigned

to any single metrdpolitan area). and twelve-channel (the total
number of assigned VHF channesl) systems took place. Currently,

many municipal CATV franchise ordinances call for a minimum
of 20 channels capacity, and 30-50 channel capacity is
foreseen for new systems. -

~ Until recently, CATV systems distributed commercial
television programs almost. exclusively. In recent years, "local
origination" programming has commenced on some systems, prodded
partly by the FCC and partly by the system operators' interest
in developing local advertising and viewer good will. Even
more recently, the concept of "public access" to selected
channels is being explored and initiated on a trial basis in
a few areas (e.g., New York City). Under this concept, one or
more CATV channels are considered as common carriers and are
available to all members of the public under appropriate ground
rules (limitation of time, usage fees, etc.).

Much has been written about the future use of CATV (now
more appropriately termed “cable television" or "broadband
cable communications®, since the community antenna connotation
has largely vanished). The glowing forecasts, in some cases
based on dubious economic and technological premises, arise
from the following key characteristics of cable television

distribution systems:
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1970

Year Operating Systems Total Subscribers
1952 - 70 14,000
1953 - 150 30,000
1954 300 65,000
1955 400 150,000
1956 450 300,000
1957 500 350,000
1958 525 450,000
© 1959 560 550,000
1960 640 650,000
1961 700 725,000
1962 800 850, 000
1963 1,000 950, 000
1964 1,200 1,085,000
1965 1,325 1,275,000
1966 1,570 1,575,000
1967 . 1,770 2,100,000
1968 2,000 2,800,000
1969 2,260 3,600,000
2,350 4,500,000

TABLE 8-6

Growth of CATV
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Although its primary mission is to transmit standard

TV programs, each occupying a 6 MHz bandwidth, any
channel on the cable is‘bapable of distributing many
other kinds of information. A single 6 MHz channel

is the informational equivalent, for example, of 1500
telephone voice-grade channels of 4 KHz bandwidth each. -
Thus many contemplated applications involving a mix of
video, audio, and digital signals can utilize the cable
"highway".

The use of shielde@ voaxial cables for signal trans-
mission requires no wmtilization of the already crowded
broadcast frequency spectrum and therefore no
competition against other services for assignment of
frequencies. '

System expansion incurs a relatively modest initial
cost. A large share of the cost of installing a cable
system comes from the physical preparation of cable
rights-of-way (either diéging underground paths or
attaching the cables to existing telephone poles).
Once a trench has been dug, the cost of installing a
20-channel cable system is not so much higher than a
1l2-channel system as to preclude the larger installation
if it appears at all reasonable that the spare channels
will be used in the future. Once installed, however,
the cost of a retrofit expansion is inordinately high.
Consequently, many current cable systems are installed
with spare.channel capacityl These are later available
for use at relatively insignificant cost.

Transmission of signals through the cable, although
almost exclusively unidirectional in thé past, can

be made bidirectional, though admittedly with some cost
and effort. The cable itself is bidirectional, but

the associated amplifiers are not, so that either reverse
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. amplifiers, with some means of switching, or a full
. duplicate system, may be involved. In any event the
bidirectional capability, which opens the system to

. a host of new applications,is much more easily achieved ﬂ
1 via cable than through a wireless broadcast medium. 4

; * Cable television, because of its past and anticipated

} future growth, reaches a sjigzeable Qercentaée of the

) ; total population of the United States. If it begins
to approach the universality of the telephone, it will

indeed permit many "mass audience® applications which

could not be implemented by broadcast techniques, with

its scarcity of freggencz spectrum space.
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Cable systems permit communications to a precisely

; ‘ defined, specialized, local audience (sometimes termed

' "narrow-casting", as contrasted with broadcasting which
reaches a large audience but.with generalized, "majority-

g"t-m;

oriented" material). Thus local or specialized interests
can be satisfied more easily. If there is two-way com-
munications capability, applications termed "narrow-
gathering" (collecting data from a large number of
subscribers and sending it over to a centralized
-processing unit, such as in audience polling) become

o
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possible.

CATV System Structure

~ In a typical CATV system, the broadcast signals are received
by specially designed antennas at carefully located reception
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sites and are processed for introduction into the cable distri-
bution network. The combination of antennas and processing
equipment is commonly referred to as the "head-end". The
distribution and processing center, which may or may not be

at the antenna location, is often referred to as the "hub",
where off-air signals and locally originated signals are merged
for distribution. A typical head-end is illustrated in Fig. 8-2.
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Usually, individual antennas are used for each TV channel
to provide maximum gain and directivity. weak 31gnals may be
strengthened by preamplifiers located at the antenna termlnals.
The output from the head~end, which is the total combination
of off-air and locally originated television and FM signals,
is carried to the subscriber thfough‘special shielded coaxial
cable. The cable may be attached to existing telephone and/or
power poles or placed underground, either through existing
conduits owned by the telephone and power companies or through
privatelf owned rights-of-way. Fig. 8~3 illustrates a typical
CATV distribution system. '

The main distribution cables are known as "“trunk" cables
or "trunklines". These branch into secondary "feeder" cables
and finally into the subscribers' homes through "drop" cables.
All signals experience some attenuation loss in the network,
which is a function of the signal frequencies and type of

cable used. To offset this loss, various types of "amplifiers"
are required to maintain signal level throughout the system,
The loss at’ the higher frequencies is greater than that at the
lower frequencies. This requires that the system be "equalized"
to compensate for this differential 1oss. Modern ampllf;ers
have built-in equalizing characteristics.

The coaxial cable used today is capable of carrying
bandwidths up to perhaps 1000 MHz (over 160 TV channels) with
tolerable performance. ‘

Current state-of-the-art amplifiers, howeQer, can provide
flat bandwidths only to about 300 MHz, which theoretically is
equivalent to 50 TV channels. Because of practical limitations
(such as second-harmonic interference, filtering problems at

the lower frequencies, requirement for guard bands, .etc.), CATV
equipment manufacturers claim in their current de81gns 20-30
channel capacity for a single trunk cable system. Dual or
multiple cables can, of course, increase total channel capacity
with essentially no technological limit.
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This large number of channels is of key interest to
educators, among others. Since commercial TV is limited to
7 broadcast stations in any area, even bringing in non-local
stations and "public" stationé would proﬁably saturate a
CATV system at about 10-15 channels. Any channel availability
above that number could be used for educational applications
at very low cost., The major constraint is the need for the
"students" to have access to the cable network. This access
is aided by the practice of pfoviding free CATV connections
to local’schools, and by the growing number of homes which
subscribe to CATV service.
Two-Way Communications Capability

The value of cable distribution systems to education may
depend to a sizeable extent upon the feasibility of provi&ing
two-way communications capability. This would permit querying
and interactive response by the student. Many other non-

educational applications also would be enhanced by two-way
transmission. Because of this, the FCC has decreed that two-

way capability be included in the newer and larger CATV systems.

At least three basic techniques are currently being evaluated
for two-way transmission. (It should be noted that here again
the amplifiers, which are unidirectional devices, are the
major technological problem; the cable itself, inherently
bidirectional, offers no barrier to two-way communications.)

The simplest approach is merely to provide a second cable
with reversed amplifiers for “upstream" (subscriber to central
head-end) transmission. While presenting no technical problem,
the cost of this approach is high.i Further, for most
anticipated applications there may be no need for wide. band-
width capability for upstream operation, since audio or digital
messages, rather than video, would probably be utilized. én
example would be a school delivering an instructional TV
program to students, but permitting only audio querying from
students to the originating classroom or studio.
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. The multiple cable approach, since its technical
feasibility is unquestioned, is beiné used currently where
bidirectional capability is a firm requirement.

A second approach, called."discade", is illustrated
in Fig. 8-4. Each channel is carried on a separate cable at the
sSame reduced frequency and sent to an area distribution center
serving 24 TV home receivers. From the distribution center,
only one cable goes to each home through a channei selector
convercer. By selecting the channel, the subscriber commands
the distribution center to switch the appropriate channel to
his home. For reverse transmission, other than channel
selection, a separate cable runs back to the head-end. One
converter position is assigned to reverse transmission. The

-advantage to this approach is that the main cable transmission

is at a low frequency, 5-20 MHz, with lower cable loss and less
stringent amplifier requirements. The obvious disadvantages
are the multiplicity of cables, the complex switching required
at the distribution centers, and the waste of unused cable
bandwidth cdpacity. L

The third approach uses a form of frequency division
multiplexing, as illustrated in Fig. 8-5. With this technique
the upstream and downstream transmissions are run through the
same cable at different frequencies. The unidirectional
amplifiers are bypassed for reverse transmission by "cross-
over" filters. A complementary filter pair is placed both in
front and behind each amplifier. Each filter accepts all
input frequencies and has two outputs, high-band and low-band.
The high-band output (above 54 MHz) is connected to the down-
stream amplifier input, while the low-band (below channel 2, -
54 MHz) is connected into the reverse amplifier.

Thus, frequencies below 54 MHz can be used for reverse
transmission, while downstream operation is unaffected, at
least in theory. In an actual system, of course, the upstream
transmission components may perturb normal operation, and at
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this point in time there still remain some technologicalA
problems with this approacﬁ. ‘ .

- In summation, two-way transmission at this time is well
past the conceptual stage, but not yet incorporated into more
than a few commercial cable systems. When this capability is
more universal, the potential for many new interactive

- educational applications may be realized.

Program Origination

Another capability béing implemented on many CATV systems
is the ability to "cable-cast", i.e., originate programs locally
and distribute them on spare channels. The CATV system then
becomes a more flexible communications network, not relying
solely on redistribution of “"off-the-air" TV programs.

Local program origination has been conducted on a small
scale for a number of years. Initial efforts, designed to
leep equipment and program preparation costs at a minimum, were
limited to such "automatic" program generating techniques
as photographing a time/weather instrument dial, or taking the
output from a news or stock market ticker and converting it
into an alphanumeric display at the viewer's TV screen. This
involved practically no operating costs after the initial modest
capital investment.

Some CATV operators extended this by adding inexpensive
16 mm. film camera chains and renting or purchasing films for
viewing. "Local event" origination followed, in which events
of special local interest (city council meetings, high schdol
basketball, etc.) were televised, with the use of more modern
but still low-cost, mobile television camera chains. These
were the first instances of fulfilling the oft-expressed claim
that CATV cou:ld cater to the unique interests of the local com-
munity. The PCC has expressed the opinion that this is a function

which should be emphasized, and reinforced this stand by requiring

local program origination for all cable systems with more than
3500 subscribers. .
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In addition to the FCC ruling, many municipalities in
recent CATV enabling ordinances have specified that a centrally
located studio equipped for color television program origination,
pPlus mobile television facilities, be a reqpirement of the 3
franchise. This has been motivated both by the interest in
local event programs and also by growing pressure from educators
educational programming. :

In response, studio equipment has been tailored for the
special “cab1e~casting" market. Comparatively low-cost items
(e.g., a $10,000 color camera as compared to a $60,000 network
camera) offer near-broadcast quality results. Equipment also
has been miniaturized and simplified, with consoles designed
to fit into the back of a station wagon, or even in the back
seat of a»péssenger automobile. A.compact color television
studio package for CATV is available for a total system price
of about $65,000.

To date, the use of cable television facilities for
educational purposes has been limited, although the portents
for future expansion are encouraging. The primary educatioral
applications have been:
- Increased Availability of Educational/Public TV Channels.
By bringing in distant educational and public broadcast -
channels, and also in some cases converting UHF channels
to more popular VHF, CATV systems have provided their
viewers with an increased choice of educational programs.

- Reservation of Educational Channels. Most racent city
CATV ordinances, in compliance with the expressed

objectives of the NEA and local school districts, require
reservation (or preemption at a later date if the local
educators are not yet ready) of 20% of the total number
of channels exclusively for educational use, without

charge. Thus four channels of a 20-channel system would
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be available for use as the local educators determine.
They could generate their own programs or use material
avgilable from outside .sources.

- Cable Drob to Schools. The CATV operator is generally

required to provide free cable drops to each school

" within the area served by the cable system., Thus, the
programs carried are available for viewing-at the
schools without cost.

. 1238 Interface. Instructional Television Fixed Station
(ITFS) service is described in more detail in Chapters’
8 and 11. For schools or universities who are operating
ITFS, there are cases where CATV systems in the area
of reception have agreed to install receiving antennas
and converters to translate the 2500 MHz ITFS signals
into a standard television channel frequency which is
then sent over the cable system to subscribers and local
schools. This expands the relatively narrow ITFS
coverage.

- Use of Studio and Program Origination Facilities. 1In
some CATV systems educators are permitted to use the
studio and program origination facilities without charge

at agreed times and with student operator personnel.
In others, some charge is levied. A third category is
where the CATV operators and the schools have designed
a facility satisfactory to both and where both the
capital and operating costs are shared.

In all the above cases, the effects, while certainly
beneficial, have merely extended the availability or reduced the
cost of TV-type or film-type instruction, without édding any
new dimension to the instructional and/or educational process.
Such new dimensions must await widespread extensions in cable
system technology, such as two-way transmission or a mix of
audio-visual and digital-graphical data~bank sources of )
instructional material.
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.

: The key feature of the cable system is the abundance of
: [ broadbard communication channels, available at low cost (once
f the system has been installed) and free of constraint such as
. FCC frequency allocations. This, in effect, provides many §
: "highways" which pose a challenge to educators, among others, i
uE to use constructively. é
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.9-1 Wireless Transmission

" arising every year, the allocation of this natural resource

{1

Chapter 9 - Wireless Carriers

In transmitting electrical signals over wire, it is only
hecessary to provide different wires or cables (adequately
shielded) for different messages to avoid any possibility of
interference. When the wireless medium is used the problem is
more complex, unfortunately. Broadcast signals can and will
interfere with each other, particularly if they are at the same
or adjacent frequencies, or if one frequency is a multiple of
another.

For this reason, the allocation of broadcast frequencies is
very critical and, in the U.S., is one of the FCC's most important
responsibilities. No signal can be broadcast at any time, on :
any frequency, without FCC authorization. ' ;

When it is realized further that the frequency spectrum ' ;
currently in use is extremely crowded, with more potential users

resembles the problem of providing adequate parking space in the
middle of a growing city.

This spectrum crowding results in pressure to use increasingly
higher frequencies, and such a trend will continue. The higher
frequencies, however, require advanced equipment which in many
cases is expensive and, being still in the developmental stage,
unreliable.

Educational systems which contemplate wireless transmission
must, therefore, select one of the following alternatives:

(a) Use of frequencies reserved for educational use only, :

such as the 2500 MHz band (described in the ITFS |

section of this chapter)

(b) Lease of wireless facilities, such as microwave links,
' from common-carriers




(c) Compete against other applicants in the general
broadcast bands, such as AM or FM radiﬁ, or VHF or
UHF television, ]

All of these alternatives have been utilized in the past for
educational telecommunications systems, and are available today.
The third is perhaps the oldest, with universities and colleges
operating educational AM radio broadcasting stations for more
than 50 years and more recently, FM radid and television broad-
cast stations. Exaﬁples are described in Chapter 10 and 11.

¢ The scarcity of radio and TV broadcast frequencies still
available sharply restricts expansion in this direction, This
is one reason'why other modes of distribution which provide many
channels and do not require frequency allocation, such as CATV,
are of such interest for the future."

The use of common-carrier wireless facilities may be outside
the control of the educational user. A time-shared computer,
for example, may use many leased telephone lines to communicate
with student terminals. Whether the lines are all-wire links, or
at some point use microwave relays is outside the knowledge and
the interest of the user, so long as service is maintéined.

There are other times when wireless service is specifically
required, such as in broadcasting an educational program via
communications satellite. Again, however, this is a choice

between different links rather than the use of wireless specifically

for educational functions. ,
The area of greatest interest for the future is the band
exclusively reserved for educational wireless transmission,

the ITFS band. Since the educator will not be competing against
other users (only other educators) for the same frequency space,
planning on a long-range basis is possible,

ITFS is described in Section 9-2, but some préliminary
comment on current'use of the electromagnetic spectrum may

provide appropriate background.
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9-1.1 Use of Electromagnetic Spectrum

Table 9-1 lists the portion of the electromagnetic
spectrum used for wireless telecommunications today. The
entire spectrum, it should be noted, extends far above the
frequencies associatcd with light waves, but no equipment is
yet available which can operate in the upper ranges.

Frequencies at the low end of the spectrum, below the
VLF band, are almost never used in wireless systems. The
antennas required would be very large,. since for efficient
transmission and reception the antenna should be an appreciable
portion of the "wavelength" of the radiated signal. Wavelength
is defined as the inverse of the frequency according to the
following:

300,000,000
frequency (Hz)

Wavelength (meters) =

Thus, a frequency of 3000 Hz has an associated wavelength
of 100,000 meters, and an antenna of one-quarter wavelength
(necessary f r good radiation) would be over 14 miles long.

Even for the VLF and LF bands, the wavelength acts as a
constraint, which is why long-wave radio is not often used, At
the upper end of the LF band, 300 KHz, the wavelength is still
1000 meters long.

Starting with éhe MF band, however, full use is made of the
remainder of the spectrum. The familiar AM broadcast radio
band, for example, is allocated between 550-1600 KHz, and is
so crowded that frequencies are shared both on a time and
geographical basis. )

Below the VHF band, from 30 MHz downward} the spectrum is
suited to long-distance transmission because radio waves at

these frequencies are reflected from the ionosphere (a layer of
ionized particles at the earth's upper atmosphere) kack down to
the ground. Referring to Figure 9-1 (a), a transmitter opé?ating

at these frequencies can reach a receiver hidden by the earth's
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curvature because of the signals "bounced" off the ionosphere.
At the higher frequencies, however, the ionosphere no
longer reflects signals but permits them to pass through as
shown in Fig. 9-1 (b). Thus, there is no way for the trans-
mitter to reach receivgr B, and its effective range is limited
to "line-of-sight", that is, any point which can be seen in a

straight line from the top of the transmitting antenna.-

This is why VHF and UHF TV transmitting antennas, for example,
are located as high as possible, on mountains or the top of the
tallest buildings. The heightpermits maximum audience coverage.

Although line-of-sight transmission is restrictive, it offers
one advantage. Two transmitters hidden from each other by the
earth's curvature can usually operate at the same frequency
without interference. Thus, more stations can be crowded into
the same frequency band. As an example, channel 2 on VHF
television broadcasts in New York and the same frequency can also
be assigned to another TV transmitter so long as it is sufficiently
far from New York. _

Communications satellites, described later, also operate

‘under line-of-sight conditions but they overlook so much of the

carth's surface that they can broadcast over immense distances,

effectively negating the limitation of line-of-sight transmission.
With the exception of AM radio broadcasting (whose spectrum

is overcrowded even more than others), almost all of the bands

of interest for educational systems are in the line-of-sight

region. This includes:

(a) FM Radio, broadcast in a portion of the VHF'band

(b) Educational and Instructional Television, broadcast
on any of the assigned VHF or UHF channels

(c) Instructional Television Fixed Service (described in
this chapter) which utilizes the 2500-2690 MHz portion
of the UHF band '

(d) Microwave relays, which can link various elements of a
total communications system.
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The coverage of any of these wireless broadcast techniques
can be determined by the geographical area within line-of-sight,
and by the directivity of the transmitting antenna (whether it
is designed to focus the radiation in only one direction).

One point is to be noted. 1In considering any wireless
transmission, the frequencies which have been discussed are
invariably the carrier frequencies, which must be modulated by
the information to be transmitted. Audio or video frequencies
are not radiated directly , due to the low-frequency limitations
mentioned.

Thus, a VHF frequency of 300 MHz, for example, might be
used as the carrier for.a 6 MHz TV signal. The actual video
information represents, in this case, 2% of the carrier band-
width, " ‘

If a carrier of 3000 MHz were used, however, 2% of this
bandwidth would be 60 MHz. This illustrates that the same
percentage of carrier bandwidth can now carry 10 TV channels
- rather than one. .

Because of this, the future use of higher-frequency carriers
holds promise of also being able to transmit much more information

than we can at present. Optical transmission is an outstanding
example of this promise.

9-2 Instructional Television Fixed Service (ITFS)

9-2.1 Description

In July 1963, the FCC allocated the frequency band between
2500-2690 MHz for use by educational institutions and organi-
zations: The band was divided into 31 channels, each with a 6 MHz
bandwidth cépable of carrying television signals conforming to

standard broadcast specifications. The service was labeled
Instructional Television Fixed Service or ITFS, and is also
referred to as "2500 MHz televison®™.

;
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ITFS, therefore, is not a new kind of educational or
instructional TV, but simply a designated method of transmission
which has been reserved for educational use. ‘As such, it comple-
ments other methods such as ETV, CCTV, etc. The specific techni- .
cal characteristics of ITFS, however, and also limitations imposed
by the FCC, are sufficiently different from commercial broad-

> ’ casting to warrant special study. Further, the recent action
; of the World Radio Conference, July 1971, in allocating the
2500 MHz band for educational purposes, including satellite
- communications, indicates expanded use of the ITFS-spectrum in
the future. T
The major features and constraints of ITFS are:
© Multi-channel capability is provided. Up to 4 channels
of the 31 are available to a licensee to serve a single
geégraphical area.

| A ]

Poims { [ |

o

© The allocated frequency spectrum may be used not only ' |
‘ for video, but also voice and data transmission . -
; © The upper 4 MHz of the band, from 2686-2690 MHz, may be 1

used for “"reverse” transmission, i.e., response and/or
inquiry in either voice or data form. Thus, interactive
capability can be included into any ITFS system.

o Since transmission is at 2500 MHz, requirinq'special
receiving antennas and frequency converters before the
signal can be received by standard TV sets, ITFS is
essentially a private system, where the audience is
specifically identified. In this respect, ITFS is
similar to CCTV except that over-the-air broadcast
techniques are used. . ;

o The power output from ITFS transmitters is normally
limited to a maximum of 10 watts. This restricts the -
practical area of coverage to about a 25-mile radius
normally, and up to 40 or 50 miles with narrowly directed
transmission, .
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0 Being an "over~the-air" broadcast, ITFS is subject to
the same problems of frequency crowding and inter-
ference as other broadcast systems, alleviated slightly
by its restricted geographical coveragé.

The key differences between ITFS and standard broadcast
TV are analognus to “"closed-lcop" and "open-loop" systems,
respectively. Because ITFS is a multiple-address, fixed point-
to-point service, with the receiving audience closely controlled,
feedback information on coveraqge, audience response, etc., can
be regarded as almost a closed-loop process. Conversely, in ETV,
the size, nature and response of the audience to educational
material are tenuous and difficult to determine.

Thus, ITFS essentially offers a reserved frequency spectrum
for limited, precisely defined educational purposes and
audiences. As such, the institution operating the ITFS facility
has close control over program content, time of presentation and
audience selection. Effectively ITFS can be considered as
per forming the same function as CCIV, through point-to-point
broadcast techniques and with different technical character-
istics of coverage, cost and convenience.

9~2.2 Elements of an ITFS System

Figure 9-2 illustrates in block form the basic elements of
an ITFS system. The program originating equipment is identical
with that required for broadcast or CCTV studios, with the
quantities and kind of equipment governed by the system needs
and available funds.

The video and audio information, from whatever source, are
connected into the modulation circuitry of a low-power (i0 watt
maximum) transmitter whose carrier frequency can cover the
2500-2690 MHz range. A maximum of 4 channels (each 6 MHz wide)
are assigned to any single ITFS facility, so that the transmitter
need only have 4 switchable channel settings, and broadcasts on

L s et e et s e e o I
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a single channel at any particular time. Duplicate transmitter :
facilities are used if simultaneous broadcast over more than one ¥

channel is desired, and the transmitter outputs may be multi-
Plexed to a single transmitting antenna. |

L
|

The transmitting antenna may be either omnidirectional or
highly directive, depending on the desired geographic coverage. l
The highly directional output will reach receivers at a greater i

N

distance, but only along the narrowly beamed path.

A receiving antenna is required at each receiving location,
mechanically "aimed" at the transmitter for maximum signal
. strength. At or near the antenna location, a frequency "down-
B converter® translates the 2500 MHz microwave carrier frequencies
B to a standard VHF or UHF frequency so . -.at a standard TV set
can be used as a receiver. Usually, the VHF frequency selected
= is that of a channel unused in that particular geographical:
- area so that interference from commercial or ETV broadcasts is
minimized.

If the receiving location is a school or industrial plant, :
the signal is distributed from the converter to as many class- f
(E rooms or individual receivers as desired, via coaxial cable.

Fig. 9-2 also illustrates a "response" or"inquiry" reverse
transmission system by which the student can communicate back to
the original program source location. As noted, the 2686-2690 MHz
o portion of the assigned ITFS spectrum has been designated for
j this purpose. '
- If the inquiry is a voice signal, a microphone input is :
L; used. If in the form of alphanumeric data, a teleprinter might ,
be utilized. In either event, the audio or data signal is con- ;
nected into a modulator-transmitter operating in the particular §
assigned section of the 2686-2690 MHz band, and broadcast in the i
reverse direction to a receiver and converter at the program
% o origination location. The demodulated voice or data signal is

[ then made available as desired.

-
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9-2.3 ';QFS'Applicatibns

ITFS has beer authorized .for over eight years as a
specialized educational broadcast service. A recent survey
(Educational Product Report No. 31, "ITFS", 1971) lists a total
of 65 operating ITFS systems located in 21 states. Of the 65,
21 are located in only two states, New York and California

Thus, to date the utilization of ITFS has been rather
meager, and there is some agitation to transfer a portion of

the assigned ITFS spectrum to -other applications. The decision
of the 1971 World Radio Conference to reserve the 2500-2690 MHz
band for educational communications, both satellite and terrestrial,
will mitigate against such changes. For satellite communications,
2500 MHz is an "efficient" frequency in terms. of the RF power
that can be generated and radiated to gréund antennas.
In this respéct, it has been proposed that the NASA
Applications Technology Satellite, Model G (ATS-G), scheduled
for launch in 1974, carry a 2500 MHz transmitter specifically
for broadcasting educational TV programs to a large number of
ITFS receiving stations (ATS-F is already scheduled to broadcast
ITV to India, using the lower 800 MHz UHF frequency). This
capability could effectively "network" many ITFS systems, allowing
them all to broadcast the same program simultaneously. If 4
channels were utilized, a choice of 4 programs would be avail-
able (more than from the 3-network commercial system at present).
Though this mass distribution capability will no doubt

expand 2500 MHz educational broadcasting, its usage runs scuewhat
contrary to the present configurations of ITFS systems, which
are essentially point-to-point, controlled audience systems.

Thus, "networking", while permitting program interchange, might
diffuse the intended audience.
The future of ITFS depends more on application than on

technology. The technology and hardware of 2500 MHz broad-
casting are essentially stable at this time, and no revolutionary
breakthroughs are expected. ‘
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As with any wireless transmission, ITFS is subject to RF
interference. If a substantial number of users in the same
geographical area apply for an ITFS license, the question of
interference becomes complex and critical. In the Los Angeles
basin, for example, a computer program was developed by an
engineering consultant firm, Hammet and Edison, to determine
optimum locations and possible interference among a number of
ITFS applicants, ‘

Rather than a proliferation of separate ITFS systems, each
serving its own parochial function, there has been some impetus
toward "community-oriented" ITFS. In Cleveland, when a multi-
plicity of applications reached the FCC, the Commission asked
the applicants, in effect, to settle the issue themselves. The
result was an "umbrella" agency in which all interestgd parties
participated on a community-wide basis. This aéenéy, the ,
Educational Television Association of Metr